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PREDGOVOR 
 
Ġumarski fakultet svoju opremu rabi u nastavi, znanstvenoistraģivaļkom radu i struļnom radu, najļeġĺe 
u suradnji s gospodarstvom. Danas je nezamislivo izvoditi kvalitetnu nastavu bez rada u laboratorijima, 
praktikumima i radionicama s modernom opremom. Znanje jest temeljni preduvjet, ali uporabom opreme 
poveĺavaju se moguĺnosti i ġire se granice znanja. Laboratoriji i oprema nezamjenjivi su u izradi zavrġnih 
i diplomskih radova te specijalistiļkih i doktorskih radova. Za svaki ozbiljniji znanstvenoistraģivaļki rad 
potrebna je zahtjevna znanstvena oprema i ureĽaji. Prestiģne znanstvene publikacije objavljuju radove 
znanstvenika koji rabe suvremenu opremu u akreditiranim laboratorijima. Suradnja s gospodarstvom 
omoguĺuje priljev sredstava nuģnih za odrģavanje i umjeravanje opreme te za nabavu nove opreme 
nuģne u istraģivanjima. 
Katalog opreme predstavlja naġe potencijale u obrazovanju, znanosti i suradnji s gospodarstvom. 
Namjena mu je da bude naġa posjetnica studentima, kolegama u Hrvatskoj i inozemstvu te partnerima u 
gospodarstvu. Katalog opreme ukazuje na naġe strateġke odrednice usmjerene na transparentnost, 
otvorenost, interdisciplinarnost i transfer tehnologije u gospodarstvo. Ģelja nam je da osim upoznavanju 
naġih sadaġnjih i buduĺih partnera s naġim potencijalima posluģi i joġ boljoj suradnji izmeĽu znanstvenika 
naġih dvaju odsjeka, Ġumarskog odsjeka i Drvnotehnoloġkog odsjeka, u ļijim je istraģivanjima sve viġe 
dodirnih toļaka. Katalog ĺe takoĽer posluģiti i u sustavnom planiranju zamjene dotrajale opreme i nabave 
nove.  
Katalog opreme Ġumarskog fakulteta popisuje opremu Ġumarskog i Drvnotehnoloġkog odjeka po 
zavodima. Navedeni su laboratoriji pojedinog zavoda i oprema instalirana u pojedinom laboratoriju i na 
pripadnim radnim poligonima. Uz svaki ureĽaj ili dio opreme navedena je i osoba za kontakt zaduģena za 
opremu, ġto omoguĺava svakom zainteresiranom znanstveniku, studentu ili gospodarskom subjektu 
detaljniji uvid u traģene pojedinosti i potrebne informacije te instrukcije za rad na opremi.  
Oprema Ġumarskog fakulteta nabavljena je sredstvima Ministarstva znanosti, obrazovanja i sporta, 
vlastitim sredstvima ostvarenim na trģiġtu, sredstvima europskih fondova te u suradnji s gospodarstvom 
ili donacijama pojedinih tvrtki. Zahvaljujemo svim institucijama i tvrtkama koje su financirale nabavu 
opreme, a osobito znanstvenicima Ġumarskog fakulteta koji su velik dio vlastitih sredstava ostvarenih na 
trģiġtu usmjerili u ureĽenje laboratorija, nabavu opreme i njezino odrģavanje. TakoĽer zahvaljujemo svima 
onima koji su sudjelovali u ureĽenju laboratorija te nabavi i instaliranju opreme. Hvala i svim kolegama i 
suradnicima koji su pronaġli vremena i opisali opremu kojom se koriste u nastavne, znanstvene i struļne 
svrhe.  

 
 
 

dr. sc. Ivica Ģupļiĺ, doc. 
 

prodekan za znanstvenoistraģivaļki rad 

 
 



KATALOG OPREME  
EQUIPMENT CATALOGUE 

PREFACE 

 

PREFACE 
 
Faculty of Forestry uses its equipment in teaching activities, as well as in scientific-research and 
professional work mostly in cooperation with economic subjects. Today, it is impossible to conduct quality 
teaching activities without practical work in laboratories, practicums and workshops equipped with modern 
equipment. Knowledge is basic prerequisite but with the use of equipment possibilities and knowledge 
boundaries are increased. Laboratories and equipment are indispensable in making of final and diploma 
as well as specialist and doctoral thesis. For any serious scientific-research work demanding equipment 
and devices are requested. Prestigious scientific publications publish papers of scientists who use modern 
equipment in accredited laboratories. Cooperation with economic subjects enables inflow of funds 
necessary for the maintenance and calibration of existing and for purchase of new equipment.  
Equipment catalogue represents our potentials in education, science and cooperation with economic 
subjects. Its main purpose is to act as our visit card for students, colleagues in Croatia and abroad and 
partners in the economy. Catalogue indicates our strategic guidelines aimed at transparency, openness, 
interdisciplinary and transfer of technology to economy. It is our wish that this Catalogue, beside of 
introducing our current and future partners with our potentials, also serves for even better cooperation 
between scientists of our two sections, that is Forestry and Wood technology sections in whose research 
there are increasingly more connecting points. The Catalogue will also be used in systematic planning of 
replacing worn out equipment and purchase of new one.  
Faculty of Forestryôs equipment catalogue lists equipment installed on each department of Forestry and 
Wood technology sections. Each departmentôs laboratories are listed, as well as equipment installed in 
individual laboratory and associated working polygons. In addition to each individual device or equipment 
contact data of person in charge is given, which enables any potentially interested scientist, student or 
economic subject to get detailed insight into the required details and necessary information and 
instructions for the operation of the equipment. 
Equipment installed on Faculty of Forestry was purchased with funds from Ministry of Science, Education 
and Sports, Facultyôs own funds earned on the market, from EU funds and in cooperation with economic 
subjects or as donations of individual companies. We wish to thank all institutions and companies which 
funded the purchase of equipment, and especially all of the scientists from Faculty of Forestry who 
focused big parts of their own funds earned on the market to starting up laboratories, purchase of 
equipment and to its installing. Our gratitude also goes to all colleagues and co-workers who have found 
time and described the equipment which they use in teaching, research and professional purposes.  
 
 
 
 

Vice dean for scientific affairs 
 

Assist. Prof. Ivica Ģupļiĺ, Ph.D. 
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ġUMARSKI ODSJEK [ġO] 
ZAVODI I LABORATORIJI  
 
Zavod za ekologiju i uzgajanje Ģuma 
 Ekoloġko-pedoloġki laboratorij 

Laboratorij za ġumsko sjemenarstvo i rasadniļarstvo 

Zavod za izmjeru i ureľivanje Ģuma 
Laboratorij za izmjeru ġumskih resursa 
Laboratorij za daljinska istraģivanja i GIS 

Zavod za Ģumarsku genetiku, dendrologiju i botaniku 
Molekularno-bioloġki laboratorij 

Zavod za Ģumarske tehnike i tehnologije 
Laboratorij za tehniļko-tehnoloġke izmjere u ġumarstvu 

Laboratorij za ġumsku biomasu 

Zavod za zaĢtitu Ģuma i lovno gospodarenje 
Laboratorij za patologiju drveĺa 

Laboratorij za zoologiju u ġumarstvu 

 
 

 
 
 

FORESTRY SECTION [FS] 
DEPARTMENTS AND LABORATORIES 

 
Department of Ecology and Silviculture 

Laboratory of Ecology and Pedology 
Laboratory of Forest Seed and Nursery Production 

Department of Forest Inventory and Management 
Laboratory of Measurement of Forest Resources 
Remote Sensing and GIS Laboratory 

Department of Forest Genetics, Dendrology and Botany 
Laboratory of Molecular Biology and Plant Physiology 

Department of Forest Engineering 
Laboratory of Technical and Technological Measurements in Forestry 
Laboratory of Forest Biomass 

Department of Forest Protection and Wildlife Management 
Laboratory of Tree Pathology 
Laboratory of Forestry Zoology 
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ZAVOD ZA EKOLOGIJU I UZGAJANJE ġUMA 
DEPARTMENT OF ECOLOGY AND SILVICULTURE 
 
 
Adresa/Address: Svetoġimunska 25, 10 000 Zagreb 
Tel.: + 385 1 6666 083 
Fax.: + 385 1 6666 112 
e-adresa: silviculture@sumfak.hr 
Predstojnik zavoda / Head of Department: prof. dr. sc. Nikola Pernar 

 

 
 

EKOLOĠKO-PEDOLOĠKI LABORATORIJ 
LABORATORY OF ECOLOGY AND PEDOLOGY 
Voditelj laboratorija / Head of Laboratory: dr. sc. Vibor Roje, doc. 

 
LABORATORIJ ZA ĠUMSKO SJEMENARSTVO I RASADNIĻARSTVO  
LABORATORY OF FOREST SEED AND NURSERY PRODUCTION 
Voditelj laboratorija / Head of Laboratory: dr. sc. Damir Drvodeliĺ, doc. 
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Anemometar 
Anemometer (Wind logger) 
Logic Energy Ltd, LeWL WindLogger Pro 

 
 
Primjena 

UreĽaj se koristi za biljeģenje smjera i brzine 
vjetra.  

Application 

The apparatus is used for recording wind direction 
and speed. 

 

 
 

TehniĽke karakteristike 

Brzina vjetra zabiljeģena svaku minutu ili svakih 10 minuta; slobodan ulaz za drugi anemometar za 
mjerenje na dvije visine; vremenske serije podataka; ļvrsto kuĺiġte stupnja mehaniļke zaġtite IP65; 
baterijsko napajanje (dvije male alkalne baterije tip C); proraļunski predloģak za izraļun. 

Technical Characteristics 

Wind speed recorded every 1 minute or 10 minutes; free second anemometer input for measuring at 
two heights; time series recorded data; rugged IP65 enclosure; battery powered (two small C type 
alkaline batteries); spreadsheet template for calculating. 

 

Dodatne informacije / Additional Information 

http://www.logicenergy.com/  

 

Osoba za kontakt / Contact Person 

dr. sc. Roman Rosavec, doc.  
+385 1 2352577 
rosavec@sumfak.hr 
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Arboradix 
Arboradix 
Rinntech, Arboradix 

 
 
Primjena 

Koristi se za odreĽivanje pozicije 
korijena debljeg od 5 cm. Dodatna 
metoda za prosudbu stabala oġteĺenog 
korijena. 

Application 

It is used for determining position of 
roots that are thicker than 5 cm. 
Additional method for assessment of 
trees with damaged roots. 
 

 

 

 

TehniĽke karakteristike 

Dodatni modul za Rinntech Arbotom koji se rabi kao poseban senzor za lociranje korijena stabla; radi 
na principu prijenosa zvuļnih valova kroz korijen. 

Technical Characteristics 

Additional module for Rinntech Arbotom which is used as separate sensor for locating tree roots; works 
on principle of sound wave propagation through roots. 

 

Dodatne informacije / Additional Information 

http://www.rinntech.de/content/view/9/37/lang,english/ 

 

Osoba za kontakt / Contact Person 

Vinko Pauliĺ, dipl. ing. ġum. 
+385 1 2352580 
vpaulic@sumfak.hr 

  

mailto:vpaulic@sumfak.hr
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Atomski emisijski spektrometar uz induktivno spregnutu plazmu (ICP-
AES) 
Atomic emission spectrometer with inductively coupled plasma (ICP-AES) 
Thermo Fisher, iCAP 6300 

 
 
Primjena 

Atomski (optiļki) emisijski spektrometar uz induktivno spregnutu 
plazmu (ICP-AES / ICP-OES) koristi se za odreĽivanje 
elemenata u tragovima, ponajprije metala i polumetala, u 
otopinama. Naļelno, detekcija je moguĺa u podruļju masenih 

koncentracija od mg/l do mg/l. 

Application 

Atomic (optical) emission spectrometer with inductively coupled 
plasma (ICP-AES / ICP-OES) is used for determination of the 
trace elements, first of all metals and metalloids, in solutions. In 
general, the detection is possible in the mass concentration 

range from mg/L to mg/L. 

 

 

 

TehniĽke karakteristike 

Raspon valnih duljina od 166 do 847 nm; visokoosjetljivi CID 86 chip detektor; radiofrekvencijski 
generator frekvencije 27,12 MHz, izlazne snage od 750 do 1500 W (Duo: 1350 W); argonska plazma 
uz fiksni protok plina od 12 l/min; peristaltiļka pumpa za uvoĽenje uzoraka s 3 kanala, raspona brzine 
od 0 do 125 min-1; koncentriļni stakleni rasprġivaļ; staklena ciklonska komora za rasprġivanje; 
automatski uzorkivaļ CETAC ASX-260. 

Technical Characteristics 

Wavelength range from 166 to 847 nm; high performance CID 86 chip detector; RF source generator 
with frequency of 27.12 MHz, output power from 750 to 1500 W (Duo: 1350 W); Argon gas plasma with 
fixed gas flow of 12 L/min; peristaltic pump for sample introduction with 3-chanels, speed range from 0 
to 125 min-1; concentric glass nebulizer, glass cyclone spray chamber; autosampler CETAC ASX-260.

 
 

Dodatne informacije / Additional Information 

http://www.thermoscientific.com/content/dam/tfs/ATG/CMD/CMD%20Documents/Application%20&%2
0Technical%20Notes/D01569~.pdf 
 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

http://www.thermoscientific.com/content/dam/tfs/ATG/CMD/CMD%20Documents/Application%20&%20Technical%20Notes/D01569~.pdf
http://www.thermoscientific.com/content/dam/tfs/ATG/CMD/CMD%20Documents/Application%20&%20Technical%20Notes/D01569~.pdf
mailto:vroje@sumfak.hr
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Automatska meteoroloĢka postaja 
Automatic weather station 
Vaisala, maws log 201 

 
 
Primjena 

Koristi se za mjerenje osnovnih meteoroloġkih 
elemenata (temperatura zraka, tlak zraka, 
relativna vlaģnost zraka, smjer i brzina vjetra, 
koliļina oborina).  

Application 
Apparatus is used for measuring basic 
meteorological elements (air temperature, 
pressure and relative humidity, wind direction 
and speed, rainfall). 

 

 
 

TehniĽke karakteristike 

Postaja je opremljena senzorom za mjerenje temperature tla i senzorom za mjerenje prihvaĺanja / 
otpuġtanja vlage gorive tvari. 

Technical Characteristics 

Station is equiped with sensor for soil temperature measurement and with sensor for measuring the 
moisture acceptance / release of combustible substances. 

 

Dodatne informacije / Additional Information 

http://www.vaisala.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Roman Rosavec, doc.  
+385 1 2352577 
rosavec@sumfak.hr 
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Blok za digestiju u otvorenim posudama 
Block digestion system 
PerkinElmer, SPB 50-24 

 
 
Primjena 

Grijaĺi blok za zagrijavanje u otvorenim posudama 
koristi se za digestiju uzoraka u blagim uvjetima. U 
analizi uzoraka iz okoliġa ponajprije se koristi za 
sekvencijsku ekstrakciju metala iz uzoraka tla. 

Application 

Heating block digestion system is used for open 
vessel, mild conditions digestion of the 
environmental samples. In the field of 
environmental analytical chemistry, it is used 
primarily for the sequential extraction of the metals 
from the soil samples. 

 

 
 

TehniĽke karakteristike 

Grafitni grijaĺi blok presvuļen teflonom; 24 pozicije za posude od 50 ml; temperaturno podruļje od 

sobne temperature do 180 C̄; jednoliļna zagrijanost bloka uz odstupanje od Ñ1 C̄; upravljanje 
eksternom digitalnom jedinicom; moguĺnost izravnog mjerenja temperature uzorka sondom preciznosti 

Ñ0,1 ̄ C; moguĺnost podeġavanja trajanja zagrijavanja. 

Technical Characteristics 

Teflon coated graphite hot-block; 24 positions for 50 mL vessels; temperature range from room 

temperature to 180 ̄ C; uniform heating through the block with the deviation of Ñ1 ̄ C; control by means 

of external digital unit; option of the direct temperature measuring by probe with accuracy of Ñ0.1 C̄; 
timer option. 
 

 

Dodatne informacije / Additional Information 

http://www.perkinelmer.com/CMSResources/Images/44-74464bro_samplepreparationblock.pdf 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

http://www.perkinelmer.com/CMSResources/Images/44-74464bro_samplepreparationblock.pdf
mailto:vroje@sumfak.hr
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Centrifuga laboratorijska  
Laboratory centrifuge 
Tehtnica, Centric 322A 

 
 
Primjena 

Laboratorijska centrifuga koristi se za 
odvajanje krutih ļestica tla od 
ekstrakta, primjerice prilikom analize 
elemenata u tragovima u uzorcima tla. 

Application 

Laboratory centrifuge is used for the 
separation of the soil particles from the 
extract, e.g. in the context of the trace 
elements analysis of soil. 
 

 

 
 

TehniĽke karakteristike 

Raspon podeġavanje brzine vrtnje od 500 do 6000 min-1; raspon podeġavanja vremena vrtnje od 1 do 
99 min; opremljena drģaļima za kivete od 10, 25, 50 i 100 ml. 

Technical Characteristics 

Rotation speed adjustment range from 500 to 6000 min-1; rotation time adjustment range from 1 to 99 
min; equipped with holders for 10, 25, 50 and 100 ml cuvettes. 

 

Dodatne informacije / Additional Information 

http://www.tehco.si 
 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

  

http://www.kern-sohn.com/
http://www.kern-sohn.com/
mailto:vroje@sumfak.hr
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Cilindri za uzorkovanje tla 
Sample ring kit 
Eijkelkamp, 07.01.53.NN 

 
 
Primjena 

Cilindri se koriste za uzimanje uzoraka 
tla u fiziļki neizmijenjenom stanju. 

Application 

Sample ring kit is used for the soil 
sampling in physically unmodified state. 

 

 

 

TehniĽke karakteristike 

Set cilindara za uzorkovanje tla sastoji se od kovļega s 24 cilindra volumena 100 cm3 i adapterom za 
uzorkovanje; Ekoloġko-pedoloġki laboratorij posjeduje tri seta cilindara za uzorkovanje tla. 

Technical Characteristics 

Sample ring kit consists of the case with the 24 cylinders with 100 cm3 volume and adapter for sampling; 
Eco-pedological laboratory possesses three sets of cylinders for soil sampling. 

 

Dodatne informacije / Additional Information 

https://en.eijkelkamp.com 
 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

  

https://en.eijkelkamp.com/
mailto:vroje@sumfak.hr
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Epiradijator 
Epiradiator 
Quartz Saint-Gobain, 500 W, 534 Rc2 

 
 
Primjena 

Epiradijator je laboratorijsko elektriļno 
grijalo koje se koristi za utvrĽivanje 
osnovnih znaļajki zapaljivosti i gorivosti 
zapaljivih elemenata. Osim za testiranje 
zapaljivosti i gorivosti dijelova biljaka moģe 
se rabiti i za testiranje istih znaļajki svih 
ostalih zapaljivih tvari i materijala.  

Application 

Epiradiator is electrically warmed laboratory 
heater which is used to determine the basic 
characteristics of flammability and 
combustibility of combustible elements. 
Besides testing the flammability and 
combustibility of plant parts it can also be 
used for testing of the same features of 
flammable liquids and materials. 
 

 

 

 

TehniĽke karakteristike 

- 

Technical Characteristics 

- 

 
Dodatne informacije / Additional Information 

http://www.quartz.saint-gobain.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Roman Rosavec, doc.  
+385 1 2352577 
rosavec@sumfak.hr 
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FieldMAP sustav 
FieldMAP system 

IFER ï Monitoring and Mapping Solutions, Ltd./ FieldȤMap Bundle (version 7) 

 
 
Primjena 

Sustav se koristi za mjerenje i istraģivanje 
strukture ġumske sastojine. 

Application 

The system is used for surveying and studying 
of forest stand structure. 

 

 
 

TehniĽke karakteristike 

Sustav se sastoji se od terenskog raļunala, daljinomjera i kompasa te programskog paketa za trenutni 
uvid u rezultate snimanja; vrlo je sliļan klasiļnim geodetskim instrumentima. 

Technical Characteristics 

The system consists of field computer, rangefinder, compass and software package for instant access 
to recorded results; very similar to conventional surveying instruments (Total station). 

 

Dodatne informacije / Additional Information 

http://www.fieldmap.cz/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Stjepan Mikac, doc.  
+385 1 2352576 
smikac@gmail.com 
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Fraktometar 
Fractometer 
IML Instrumenta Mechanik Labor Gmbh, Fractometar II 

 
 
Primjena 

UreĽaj se koristi za dodatno ispitivanje 
simptoma na stablima u sklopu 
arborikulturne dijagnostike te za 
prosudbu aktivnosti gljiva truleģnica na 
dijelovima stabla s kojih su uzeti uzorci. 

Application 

Apparatus is used for additional testing 
of symptoms on trees as part of 
arboriculture diagnostics and for 
assessment of wood decaying fungi 
activities on parts of tree from where 
samples have been collected. 

 

 

 

TehniĽke karakteristike 

Uzorci drva ġirine 5 mm; moguĺnost mjerenja kuta loma izvrtka do 60Á, ļvrstoĺe na tlak do 60 N/mm2 
i ļvrstoĺe na savijanje do 40 N/mm2. 

Technical Characteristics 

5 mm wood samples width; possibilities of measuring bending angle up to 60Á, compression strength 
up to 60 N/mm2 and bending strength up to 40 N/mm2. 

 

Dodatne informacije / Additional Information 

http://www.iml.de/en/wood-testing-systems/products/fracometer/fractometer-ii/ 

 

Osoba za kontakt / Contact Person 

Vinko Pauliĺ, dipl. ing. ġum. 
+385 1 2352580 
vpaulic@sumfak.hr 
 

  

mailto:vpaulic@sumfak.hr
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Geotermometar 
Soil thermometer 
Spectrum Technologies, Inc., Ground-Temperature-Sensor-WD-3667-20 

 
 
Primjena 

UreĽaj se koristi za mjerenje temperature tla na 
raznim dubinama. 

Application 

Apparatus is used for soil temperature measuring 
at various depths. 

 

 

 

TehniĽke karakteristike 

Jednostavno prikljuļivanje na biljeģnik podataka; maksimalna temperatura mjerenja 100 ÁC; toļnost 
mjerenja Ñ0,6 ÁC; kabel duģine 6,1 m. 

Technical Characteristics 

Easily connected to the data logger, maximum measuring temperature of 100 ÁC; measuring accuracy 
Ñ0.6 ÁC; 6.1 m long connection cable.  

 

Dodatne informacije / Additional Information 

http://www.specmeters.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Ugarkoviĺ, doc.  
+385 1 2352592 
damir.ugarkovic@gs.htnet.hr 

  

http://www.specmeters.com/
mailto:damir.ugarkovic@gs.htnet.hr
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Inklinometar 
Inclinometer 
Silva, Clino Master 

 
 
Primjena 

UreĽaj se koristi za mjerenje nagiba terena 
prilikom terenskih istraģivanja. 

Application 

Apparatus is used for slope angle measurements 
during field researches. 

 

 
 

TehniĽke karakteristike 

Preciznost izraģena do maksimalno Ñ2Á direktnog oļitanja s pokretne vizurne trake; moguĺnost 
oļitanja nagiba terena u stupnjevima i u postocima.  

Technical Characteristics 

Precision expressed up to Ñ2Á of direct reading at the lubber line; possibility of slope angle readings in 
degrees and percentage. 

 

Dodatne informacije / Additional Information 

http://www.silva.se 

 

Osoba za kontakt / Contact Person 

Mario Ġango, dipl. ing. ġum. 
+385 1 2352585 
msango@sumfak.hr 

  

mailto:msango@sumfak.hr
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Kalcimetar 
Calcimeter 
Eijkelkamp, 08.53 

 
 
Primjena 

Schieiblerovom metodom odreĽuje se udio 
kalcijeva karbonata na temelju volumena 
osloboĽenog CO2 u bireti. Udio karbonata izraģen 
je kao ekvivalent udjela kalcijeva karbonata. 

Application 

Schieibler's method allows the determination of the 
proportion of calcium carbonate on the basis of the 
CO2 volume released in the burette. The 
carbonate content is expressed as equivalent 
calcium carbonate content. 
 

 

 
 

TehniĽke karakteristike 

Rad u skladu sa Schieiblerovom metodom; pogodan za mjerenje do 5 uzoraka istodobno; raspon 
mjerenja od 0 do > 200 g/kg. 

Technical Characteristics 

Working principle in accordance to Schieibler's method; suitable for simultaneous determination of up 
to 5 samples; measuring range from 0 to > 200 g/kg. 

 

Dodatne informacije / Additional Information 

https://en.eijkelkamp.com 

 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 

  

https://en.eijkelkamp.com/
mailto:vroje@sumfak.hr
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KiĢomjer automatski 
Automatic rain gauge 
Spectrum Technologies, Inc., WatchDog 1120 Data-Logging Rain Gauge 

 
 
Primjena 

UreĽaj se koristi za mjerenje koliļine oborina 
(mm). 

Application 

Apparatus is used for measuring precipitation 
(mm). 

 

 

 
 

TehniĽke karakteristike 

Velika toļnost; niski zahtjevi odrģavanja sakupljaļa oborina; promjer sakupljaļa 20,5 cm; moguĺnost 
biljeģenja do 10584 podatka; interval mjerenja podesiv od 1 do 60 minuta; mjerenje koliļine oborina u 
metriļkim (mm) i US (in) mjernim jedinicama; toļnost Ñ2 % pri < 5 cm padalina po satu; baterijsko 
napajanje (promjenjiva CR2450 baterija). 

Technical Characteristics 

High accuracy; low-maintenance tipping bucket rain collector; 20.5 cm collector diameter, possibility of 
recording up to 10584 rain interval events; measuring interval adjustable from 1 to 60 minutes;  rainfall 
recording in either metric (mm) or US (in) units; accuracy Ñ2 % at < 5 cm of precipitation per hour; 
battery powered (replaceable CR2450 battery).  

 

Dodatne informacije / Additional Information 

http://www.specmeters.com/ 

 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Ugarkoviĺ, doc. 
+385 1 2352592 
damir.ugarkovic@gs.htnet.hr 

  

http://www.specmeters.com/
mailto:damir.ugarkovic@gs.htnet.hr
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Klijalica ĽeĢka 
Czech germinator 

 
 
Primjena 

Stariji tip otvorene klijalice namijenjene ispitivanju klijavosti 
sitnog sjemena ġumskog drveĺa i grmlja.  

Application 

Older type of open germinator intended for testing the 
germination of small seeds of forest trees and shrubs.  

 

 
 

TehniĽke karakteristike 

IzraĽena iz stakla; tri odvojena dijela; spremnik za vodu u donjem djelu; gornji dio u obliku preokrenutog 
lijevka s otvorom za prozraļivanje; sjeme se postavlja na filtar papir stijenjem spojen na spremnik s 
vodom. 

Technical Characteristics 

Glass made; three separate parts; water container in lower part; upper part in the form of upturned 
funnel with an ventilation opening; seeds are placed on filter paper which is connected (by means of 
wick) to water container. 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Drvodeliĺ, doc. 
+385 1 235 2593 
ddrvodelic@inet.hr 
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Klijalica KrstiĻeva 
KrstiĻ germination table 

 
 
Primjena 

Stariji tip otvorene klijalice za ispitivanje klijavosti krupnijeg 
sjemena ġumskog drveĺa i grmlja na podlozi od filtar papira. 

Application 

Older type of open germination table for testing the 
germination of larger seeds of forest trees and shrubs on a 
filter paper. 

 

 
 

TehniĽke karakteristike 

UreĽaj je opremljen 21 odvojenim pretincem za sjeme, termostatom, relejom, grijaļima, spremnikom 
za vodu, slavinom za ispuġtanje vode, staklenim poklopcem i drvenim postoljem. 

Technical Characteristics 

Apparatus is equipped with 21 separate seed compartments, thermostat, relay, heaters, water 
container, drain tap, glass cover and wooden stand. 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Drvodeliĺ, doc. 
+385 1 235 2593 
ddrvodelic@inet.hr 
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Klijalica otvorena BCC 
Germination table BCC 
BCC Plant the Planet 

 
 
Primjena 

Otvorena klijalica koristi se za ispitivanje sitnog sjemena 
ġumskog drveĺa i grmlja na filtar papiru stijenjem spojenim na 
spremnik s vodom.  

Application 

Open germination table BCC is used for testing small seeds of 
forest trees and shrubs on filter paper connected to the water 
container.  

 
 

 

TehniĽke karakteristike 

Dimenzije 1900 Ĭ 770 Ĭ 1850 mm; teģina 195 kg; raspon podeġavanja temperature od 10 do 35 ÁC (pri 
temperaturi okoline od å 18 ÁC); 144 zvonolike posude za sjemenje; promjeri posuda 71 i 82 mm; 
promjer filtar papira 75 i 85 mm. 

Technical Characteristics 

Dimension 1900 Ĭ 770 Ĭ 1850 mm; weight 195 kg; temperature adjustment range from 10 to 35 ÁC (at 
ambient temperature of å 18 ÁC); 144 glass bell jars for seeds; bell jar diameters 71 and 82 mm; filter 
paper diameters 75 i 85 mm. 

 

Dodatne informacije / Additional Information 

http://www.bccab.com/index.html 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Drvodeliĺ, doc. 
+385 1 235 2593 
ddrvodelic@inet.hr 

  



KATALOG OPREME  
EQUIPMENT CATALOGUE 

ĠO | ZAVOD ZA EKOLOGIJU I UZGAJANJE ĠUMA 
FS | DEPARTMENT OF ECOLOGY AND SILVICULTURE 

 

| 20 | 
SVEUĻILIĠTE U ZAGREBU / UNIVERSITY OF ZAGREB   ĠUMARSKI FAKULTET / FACULTY OF FORESTRY 

 

Klijalica zatvorena 
Closed germination cabinet 
Snijders Scientific B.V., ECD01E  

 
 
Primjena 

UreĽaj se koristi za ispitivanje klijavosti sitnog sjemena ġumskog drveĺa 
i grmlja u Petrijevim zdjelicama postavljenim na perforirane police.  

Application 

Apparatus is used for testing the germination of small seeds of forest 
trees and shrubs in Petri dishes placed on perforated shelves. 

 

 
 

TehniĽke karakteristike 

Volumen klijalice 432 l; vanjske dimenzije 920 Ĭ 860 Ĭ 1900 cm;  povrġina pojedine police 0,36 m2; 
vertikalno strujanje zraka;  raspon podeġavanja temperature od -5 do +40 ÁC (bez svjetla), od 0 do 40 ÁC 
(sa svjetlom); kolebanje temperature Ñ0,3 ÁC; relativna vlaģnost zraka u komori u rasponu od 70 do 75 
% (sa svjetlom), å 90 % (bez svjetla); osvjetljenje 10000 lux, nazivne snage 30 W/m2. 

Technical Characteristics 

Volume of germination cabinet 432 L; external dimension 920 Ĭ 860 Ĭ 1900 cm; individual shelf area 0.36 
m2; temperature adjustment range from -5 to +40 ÁC (without light), from 0 to 40 ÁC (with light);  
temperature fluctuation Ñ 0,3 ÁC; relative humidity in chamber ranging from 70 to 75 % (with light), å 90 
% (without light); illuminance 10000 lux, light intensity 30 W/m2. 

 

Dodatne informacije / Additional Information 

http://www.tkbiotech.com.pl/imagesUser/file/economic-delux-eng(1).pdf 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Drvodeliĺ, doc. 
+385 1 235 2593 
ddrvodelic@inet.hr 
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Komora rasta 
Growth chamber 
Kambiļ laboratorijska oprema, RK-980 CH 

 
 
Primjena 

Komora rasta koristi se za razna ispitivanja, rast i razvoj 
biljaka ili za skladiġtenje uzoraka na odreĽenoj temperaturi, 
relativnoj vlazi zraka, intenzitetu rasvjete i koncentraciji CO2. 

Application 

Growth chambers is used for various examinations, plant 
growth and development or sample storage at  particular 
temperature, relative humidity, light intensity and CO2 
concentration. 

 

 
 

TehniĽke karakteristike 

Vanjske dimenzije 2040 Ĭ 1993 Ĭ 1000 mm; radni volumen komore 980 l; 4 police; moguĺnost 
regulacije pozicije polica (po visini komore); raspon podeġavanja temperature od 10 do 60 ÁC; 
kolebanje temperature < Ñ0,3 ÁC; raspon podeġavanja relativne vlaģnosti zraka od 10 do 98 %; 
kolebanje relativne vlage: < Ñ3 %; izvor svjetlosti sa straģnje strane polica; 9 fluorescentnih ģarulja. 

Technical Characteristics 

Exterior dimensions 2040 Ĭ 1993 Ĭ 1000 mm; chamber useful volume 980 L; 4 shelves; possibility of 
shelves position regulation (according to chamber height); temperature adjustment range from 10 to 60 
ÁC; temperature fluctuation < Ñ0.3 ÁC; relative humidity adjustment range from 10 to 98 %; fluctuation 
of relative humidity < Ñ3 %; light source on back side of shelves, 9 fluorescent bulbs. 

 

Dodatne informacije / Additional Information 

http://www.kambic.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Drvodeliĺ, doc. 
+385 1 235 2593 
ddrvodelic@inet.hr 
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Laminarni kabinet za rad u atmosferi Ľistog zraka 
Laminar flow cabinet 
ESCO, AVC-4D1 

 
 
Primjena 

Ormar za rad u atmosferi ļistog zraka koristi se za 
suġenje plastiļnog (polipropilenskog) posuĽa potrebnog 
za provedbu analize elemenata u tragovima,  na zraku iz 
kojeg su HEPA/ULPA filtrom uklonjene neļistoĺe koje se 
najļeġĺe nalaze u Ăobiļnojñ laboratorijskoj atmosferi. 

Application 

Laminar flow cabinet is used for drying plastic (PP) 
vessels, needed for conducting trace elements analysis, in 
air from which all ñcommonò laboratory atmosphere 
impurities were removed by means of HEPA/ULPA filter. 

 

 

 

TehniĽke karakteristike 

Vanjske dimenzije 1340 Ĭ 764 Ĭ 1280 mm; unutraġnje dimenzije 1270 Ĭ 700 Ĭ 720 mm; vertikalno 
strujanje zraka; brzina strujanja zraka 0,45 m/s; HEPA/ULPA filtar; rasvjeta radnog prostora; 2 utiļnice 
u radnom prostoru; UV svjetiljka. 
 
Technical Characteristics 

External dimensions 1340 Ĭ 764 Ĭ 1280 mm; internal dimensions 1270 Ĭ 700 Ĭ 720 mm; vertical air 
flow, air flow velocity 0.45 m/s; HEPA/ULPA filter; illuminated working area; 2 electric sockets in working 
area; UV lamp.

 
 

Dodatne informacije / Additional Information 

http://www.escoglobal.com/product.php?id=AVC-D 
 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

  

http://www.escoglobal.com/product.php?id=AVC-D
mailto:vroje@sumfak.hr
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MeteoroloĢka stanica 
Weather station 
Spectrum Technologies, Inc., WatchDog 2900ET Weather Station 

 
 
Primjena 

Stanica se koristi za mjerenje klimatskih uvjeta; 
mjeri, izraļunava i pohranjuje podatke o 
evapotranspiraciji (ET), sunļevu zraļenju, 
smjeru i brzini vjetra, mrazu, temperaturi, 
vlaģnosti zraka i oborinama. 

Application 

Weather station is used for climate conditions 
mesuring; it measures, calculates and store data 
of evapotranspiration (ET), solar radiation, wind 
direction and speed, frost, temperature, dew 
point, relative humidity and rainfall.  

 

 

 

TehniĽke karakteristike 

Pohrana podataka u sigurnosnu trajnu memoriju; interval mjerenja od 1 do 60 minuta; moguĺnost 
pristupa stanici sa viġe kompjutera bez utjecaja na distribuciju podataka u memoriji; LCD zaslon za 
provjeru statusa stanice i trenutnih vrijednosti; beģiļna (preko stanice, putem mobitela ili tableta) ili 
direktna komunikacija (kabelom). 

Technical Characteristics 

Log data in fail-safe, non-volatile memory;  measuring interval from 1 to 60 minutes;  multiple PCs can 
access the station without impacting a master data collection plan; LCD display for checking station 
status and current readings; wireless (via station, using cellular phone or tablet) or direct 
communication (cable). 

 

Dodatne informacije / Additional Information 

http://www.specmeters.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Ugarkoviĺ, doc. 
+385 1 2352592 
damir.ugarkovic@gs.htnet.hr 

  

http://www.specmeters.com/weather-monitoring/weather-stations/2000-full-stations/watchdog2900et/
http://www.specmeters.com/
mailto:damir.ugarkovic@gs.htnet.hr
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Mikroklimatska stanica s vanjskim senzorima 
Miroclimate station with external sensors 
Spectrum Technologies, Inc., WatchDog 2400 Mini Station External Sensor 

 
 
Primjena 

UreĽaj se koristi za mikroklimatska mjerenja koja 
zahtijevaju uporabu viġe razliļitih senzora s 
ciljem utvrĽivanja temperature, vlage tla, 
svjetlosnih uvjeti ili vlage lista. 

Application 

Apparatus is used for microclimatic 
measurements which require use of multiple 
sensors in order to determine temperature, soil 
moisture, canopy light or leaf wetness data. 

 

  

 

TehniĽke karakteristike 

Mjerenje temperature, relativne vlaģnosti i svjetlosnih uvjeta; interval mjerenja od 1 do 60 minuta; LCD 
zaslon za provjeru statusa stanice i trenutnih vrijednosti; dojava upozorenje u sluļaju postizanja kritiļne 
vrijednosti; beģiļna (preko stanice, putem mobitela ili tableta) ili direktna komunikacija (kabelom). 

Technical Characteristics 

Temperature, relative humidity and canopy light measurements; measuring interval from 1 to 60 
minutes; LCD display for checking station status and current readings; alarm warning in case of 
reaching the critical value; wireless (via station, using cellular phone or tablet) or direct communication 
(cable). 

 

Dodatne informacije / Additional Information 

http://www.specmeters.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Ugarkoviĺ, doc. 
+385 1 2352592 
damir.ugarkovic@gs.htnet.hr 

  

http://www.specmeters.com/
mailto:damir.ugarkovic@gs.htnet.hr
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Mikroskop digitalni 
Digital microscope 
Motic, DM-143-FBGG 

 
 
Primjena 

Mikroskop se koristi za snimanje graĽe i strukture 
sjemena, plodova i drva. 

Application 

Microscope is used for seeds, fruits and wood 
structure imaging.  

 

 
 

TehniĽke karakteristike 

Optiļki sustav Greenough zoom; binokularna glava s nagibom od 45Ü; ugraĽena digitalna kamera 
CMOS 1/2" chip rezolucije 2048 Ĭ 1536 piksela s USB 2.0 suļelje; okular WF10X / 20 mm; odnos 
poveĺanja 4:1, WD = 80 mm; raspon uveĺanja od 1Ĭ do 4Ĭ; Motic Images Plus 2,0  softver za PC i 
Mac. 

Technical Characteristics 

Greenough zoom optical system; binocular head, 45Ü inclined with built-in digital camera CMOS 1/2ò 
chip with resolution 2048 Ĭ 1536 pixels, with USB 2.0 interface; eyepiece WF10X / 20 mm; 4:1 zoom 
ratio, WD = 80 mm; magnification range from 1Ĭ to 4Ĭ; Motic Images Plus 2.0 software for PC and 
MAC. 

 

Dodatne informacije / Additional Information 

http://www.motic.com/As_digital_microscope/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Drvodeliĺ, doc. 
+385 1 235 2593 
ddrvodelic@inet.hr 
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Mikroskop digitalni USB 
Digital USB microscope 
Dino-Lite, Digital microscope 

 
 
Primjena 

Kompaktni prijenosni digitalni USB mikoskop koji 
se prikljuļuje na raļunalo i koristi za snimanje 
graĽe i strukture sjemena, plodova i drva. 

Application 

Compact portable USB microscope that 
connects to computer and it is used for seeds, 
fruits and wood structure imaging. 

 

 
 

TehniĽke karakteristike 

Dimenzije 10,5 Ĭ 3,2 cm; teģina 95 g; poveĺanje od 10Ĭ do 50Ĭ i 20xĬ; rezolucija 1,3 Mpix; USB 2.0 
suļelje;  LED osvjetljenje (8 dioda); razliļite softverske opcije (kalibracija, mjerenje, MicroTouch). 
 
Technical Characteristics 

Dimensions 10,5 Ĭ 3,2 cm; weight 95 g; magnification from 10Ĭ to 50x and 200x; resolution 1.3 million 
pixels; USB 2.0 interface; LED illumination (8 diodes); different software options (calibration, 
measurement, MicroTouch). 

 

Dodatne informacije / Additional Information 

http://www.dino-lite.hr/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Drvodeliĺ, doc. 
+385 1 235 2593 
ddrvodelic@inet.hr 
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Mikrovalni sustav za razaranje uzoraka 
Microwave digestion system 
Anton Paar, MW 3000 

 
 
Primjena 

Mikrovalni sustav za digestiju korisiti se za kiselinsko 
razaranje krutih uzoraka radi odreĽivanja elemenata 
(ponajprije metala i polumetala) u otopinama uzoraka.  

Application 

Microwave digestion system is used for acid based 
dissolving of solid samples for determination of elements 
(metals and metalloids) present in the sample solutions. 

 

 

 

TehniĽke karakteristike 

Snaga ugraĽenog izvora mikrovalnog zraļenja 1700 W; 2 magnetrona; frekvencija svakog magnetrona 

2455 Hz; maksimalna snaga mikrovalnog zraļenja 1400 W; maksimalna temperatura digestije 240 ̄ C; 
maksimalan tlak digestije 60 bar; rotor XFS-100 (8 pozicija, teflonske kivete od 100 ml). 
 

Technical Characteristics 

Power of installed source of microwave radiation 1700 W; 2 magnetrons; each magnetron frequency 

2455 Hz; maximum microwave output power 1400 W; maximum digestion temperature 240 C̄; 
maximum digestion pressure 60 bar; rotor XFS-100 (8 positions, 100 mL Teflon cuvettes).

 
 

Dodatne informacije / Additional Information 

http://www.anton-paar.com/ca-en/products/group/sample-preparation/ 
 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 

  

http://www.anton-paar.com/ca-en/products/group/sample-preparation/
mailto:vroje@sumfak.hr
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MjeĢalica laboratorijska magnetska 
Laboratory magnetic stirrer 
mrc, MH240 Hotplate 

 
 
Primjena 

UreĽaj se koristi za mijeġanje i 
pripremu otopina. 

Application 

Apparatus is used for mixing and 
preparation of solutions. 
 

 

 
 

TehniĽke karakteristike 

Grijaĺa ploļa dimenzija 180 Ĭ 145 mm; graniļna temperatura 500 ÁC; maksimalni volumen tekuĺine 
(H2O) za mijeġanje 10 l; raspon podeġavanja vremena rada od 1 do 1999 min. 

Technical Characteristics 

Heating plate sized 180 Ĭ 145 mm; limit temperature 550 ÁC; maximum volume of mixing fluid (H2O) 
10 L; working time adjustment range from 1 to 1999 min.  

 

Dodatne informacije / Additional Information 

http://www.mrclab.com 

 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 

  

http://www.mrclab.com/
mailto:vroje@sumfak.hr
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Mlin ĽekiĻar 
Cross beater mill 
Retsch, SK 100 

 
 
Primjena 

Koristi se za mljevenje srednje tvrdih i 
krhkih materijala. 

Application 

Mill is used for grinding medium-hard 
and brittle materials. 

 

 
 

TehniĽke karakteristike 

Brzina rotacije na 50 (60) Hz iznosi 2850 (3420) min-1; moguĺnost mljevenja uzoraka veliļine < 15 mm 
do zavrġne finoĺe < 100 Õm. 

Technical Characteristics 
Rotational speed at 50 (60) Hz is 2850 (3420) min-1; possibility of grinding materials sized < 15 mm to 
the final fineness of < 100 Õm. 

 

Dodatne informacije / Additional Information 

www.retsch.com 
 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 

 

  

http://www.retsch.com/
mailto:vroje@sumfak.hr
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NC analizator 
NC analyzer 
Thermo Scientific, NC Soil Flash 2000 

 
 
Primjena 

UreĽaj se koristi za odreĽivanje 
duġika i ugljika u geoloġkim i 
poljoprivrednim uzorcima kao ġto su 
tla, organske tvari ili sedimenti. 

Application 

NC analyser is used for 
determination of nitrogen and 
carbon in the geological and 
agriculture samples such as soils, 
organic matter or sediments. 

 

 

 

TehniĽke karakteristike 

Temperatura sagorijevanja uzorka 1800 ÁC; opremljen reaktorima, kromatografskom kolonom, 
detektorom toplinske provodljivosti, raļunalom i automatskim uzorkivaļem; ugraĽen softver za 
akviziciju i obradu podataka. 

Technical Characteristics 

Sample combustion temperature 1800 ÁC; equipped with reactors, chromatographic column, thermal 
conductivity detector, computer and automatic sampler; embedded software for data acquisition and 
processing. 

 

Dodatne informacije / Additional Information 

http://www.thermoscientific.com 
 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

  

http://www.thermoscientific.com/
mailto:vroje@sumfak.hr
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Permeametar laboratorijski 
Laboratory soil water permeameter 
Eijkelkamp, 09.02,01,05 

 
 
Primjena 

Laboratorijski permeametar koristi se 
za mjerenje propusnosti tla u uzorcima 
fiziļki nenaruġenog stanja. 

Application 

Laboratory soil water permeameter is 
used for measuring the saturated 
permeability of undisturbed soil 
samples in sample ring. 

 

 
 

TehniĽke karakteristike 

10 mjernih pozicija, vanjski promjer cilindara 53 mm. 

Technical Characteristics 

10 measuring positions; outer diameter of cylinders 53 mm. 

 

Dodatne informacije / Additional Information 

https://en.eijkelkamp.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

  

https://en.eijkelkamp.com/
mailto:vroje@sumfak.hr
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pH metar 
pH-meter 
Schott, pH-meter CG842 

 
 
Primjena 

pH metar se koristi za odreĽivanje pH 
vrijednosti otopina. 

Application 

pH-meter is used for determination of 
solutions pH value. 

 

 
 

TehniĽke karakteristike 

Jedna porozna elektroda; mjerni raspon od pH 0 do 14. 

Technical Characteristics 

One porous electrode; measuring range from pH 0 to 14. 

 

Dodatne informacije / Additional Information 

http://www.si-analytics.com 
 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

 

  

http://www.si-analytics.com/
mailto:vroje@sumfak.hr
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Potezni test 
Pulling test 
Argus electronic Gmbh, PiCUS TreeQinetic 

 
 
Primjena 

UreĽaj se koristi za prosudbu statike i 
stabilnosti stabla, simuliranjem udara 
vjetra u stablo. 

Application 

Apparatus is used for assessment of 
tree static and stability throuh 
simulation of wind impact on tree. 

 

 
 

TehniĽke karakteristike 

Komplet za mjerenje sastoji se od dinamometra (rezolucija 100 N, raspon mjerenja od 0 do 40 kN), dva 
inklinometra (rezolucija 0,005Á, preciznost 0,005Á, raspon mjerenja Ñ15Á) i tri elastometra (rezolucija 
0,1 Õm, raspon mjerenja Ñ2 mm); uz komplet za mjerenje potrebno je ruļno vitlo s vuļnom silom do 
32 kN. 

Technical Characteristics 

Measuring set consists of one forcemeter (resolution 100 N, measuring range from 0 to 40 kN), two 
inclinometers (resolution 0.005Á, accuracy 0.005Á, measuring range Ñ15Á) and three elastometers 
(resolution 0.1 Õm, measuring range Ñ2 mm); with measuring set hand winch with pulling force up to 
32 kN is needed. 

 

Dodatne informacije / Additional Information 

http://www.argus-electronic.de/index.php/en/treeqinetic 

 

Osoba za kontakt / Contact Person 

Vinko Pauliĺ, dipl. ing. ġum. 
+385 1 2352580 
vpaulic@sumfak.hr 
 

  

mailto:vpaulic@sumfak.hr
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Rezistograf 
Resistograph 
IML Instrumenta Mechanik Labor Gmbh, RESI F500 

 
 
Primjena 

UreĽaj se koristi za toļno lociranje podruļja 
zdravog i bolesnog drva u unutraġnjosti debla s 
ciljem procjena statiļke stabilnosti stabla i 
drvenih konstrukcija, te za odreĽivanje starosti. 

Application 

Apparatus is used for accurate pointing of sound 
and decayed wood in trees interior in aim to 
assess static stability of tree and wooden 
constructions and for age determination. 

 

 

 

TehniĽke karakteristike 

Elektroniļki mjerni ureĽaj koji pri konstantnom prodiranju (buġenju) igle promjera 1,5 mm mjeri otpor 
koji je u uzajamnoj vezi s mehaniļkim svojstvima drva. 

Technical Characteristics 

Electronic measuring device that at constant speed of drilling needle with diameter of 1.5 mm measures 
resistance which is in relation to mechanical properties of wood. 

 

Dodatne informacije / Additional Information 

http://www.iml.de/en/wood-testing-systems/products/iml-resi-systems/iml-resi-f-series/ 

 

Osoba za kontakt / Contact Person 

Vinko Pauliĺ, dipl. ing. ġum. 
+385 1 2352580 
vpaulic@sumfak.hr 
 

  

mailto:vpaulic@sumfak.hr
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Senzor za mjerenje vlaĤnosti tla 
Soil moisture sensor 
Decagon Devices, Inc., Soil volumetric water content ECHO-20 

 
 
Primjena 

Senzor se koristi za precizno dugotrajno 
praĺenje vlaģnosti tla (volumetrijski sadrģaj vode 
tla izraģen u %) na razliļitim dubinama.  

Application 

Sensor is used for accurate long term soil 
moisture content monitoring (soil volumetric 
water content expressed in %) at different 
depths.  

 

 

 

TehniĽke karakteristike 

Mjerenje na principu dielektriļne konstante tla; vrlo niski zahtjevi u pogledu napajanja; visoka rezolucija; 
dozvoljena radna temperatura od 0 do 50 ÁC; raspon mjerenja od 0 do 40 % VWC; dimenzije senzora 
254 Ĭ 317 Ĭ 150 cm.  

Technical Characteristics 

Dielectric constant measuring principle; very low power requirements; high resolution; admissible 
working temperature from 0 to 50 ÁC;  measuring range from 0 to 40 % VWC; sensor dimensions 254 
Ĭ 317 Ĭ 150 cm. 

 

Dodatne informacije / Additional Information 

http://www.decagon.com/ 

 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Ugarkoviĺ, doc. 
+385 1 2352592  
damir.ugarkovic@gs.htnet.hr 

  

http://www.decagon.com/
mailto:damir.ugarkovic@gs.htnet.hr
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Set za odreľivanje pF vrijednosti s porculanskim ploĽama 
Set for pF-determination with ceramic plates 
Eijkelkamp, 08.25.SA 

 
 
Primjena 

Set za odreĽivanje pF vrijednosti koristi 
se za odreĽivanje pF vrijednosti i izradu 
pF krivulja. 

Application 

Set for pF-determination is used for 
determination of pF-value and for 
creation of pF-curves.  

 

 
 

TehniĽke karakteristike 

Prikladan za odreĽivanje pF vrijednosti u rasponu od 0,05 do 15 bar; set se sastoji iz dva tlaļna 
ekstraktora s porculanskim ploļama (1, 3 i 15 bar), prstenova za uzorke tla, kontrolne ploļe tlaka i 
specijalno dizajniranog kompresora; kontrolna ploļa tlaka opremljena je dvama manometrima za 
mjerenje tlaka u rasponu od 0 do 20 bar i od 0 do 6,5 bar. 

Technical Characteristics 

Suitable for determination of pF-values in range from 0.05 to 15 bar; set consists of two extractors with 
ceramic plates (1, 3 and 15 bar), soil sample rings, pressure control panel and specifically designed 
compressor; pressure control panel is equipped with two manometers for pressure in range from 0 to 
20 bar and from 0 to 6.5 bar.  

 

Dodatne informacije / Additional Information 

https://en.eijkelkamp.com 

 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 

 

  

https://en.eijkelkamp.com/
mailto:vroje@sumfak.hr
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Stereomikroskopska stanica 
Stereomicroscope system 
Olympus, SZX7 

 
 
Primjena 

Mikroskop se koristi za fotografiranje ili 
snimanje razliļitih vrsta uzoraka. 

Application 

Microscope is used for taking pictures 
or imaging of different types of 
samples. 

 

 
 

TehniĽke karakteristike 

Stereomikroskopska stanica SZX7; digitalna kamera Olympus E-330; izvor svjetlosti KL 2500 LCD; 
visoka rezolucija; poveĺanje od 8Ĭ do 56Ĭ; raspon vidnog polja od 27,5 do 3,9 mm; okular WHSZ10X. 
 
Technical Characteristics 

Stereomicroscopic station SZX7; digital camera Olympus E-330; light source KL 2500 LCD; high 
resolution; magnification from 8Ĭ to 56Ĭ, range of view from 27.5 to 3.9 mm; eyepiece WHSZ10X. 

 

Dodatne informacije / Additional Information 

http://www.olympusamerica.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Irena Ġapiĺ 
+ 385 1 2352579 
isapic@sumfak.hr 

  

http://www.olympusamerica.com/
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SuĢionik laboratorijski s prisilnim strujanjem zraka 
Laboratory drying oven with forced air circulation 
mrc, DK-600 

 
 
Primjena 

Suġionik se koristi za suġenje i 
sterilizaciju laboratorijskog posuĽa te za 
suġenje uzoraka. 

Application 

Drying oven is used for drying and 
sterilizing of laboratory glassware, and 
for sample drying. 

 

 
 

TehniĽke karakteristike 

Raspon podeġavanja temperature od sobne temperature do 250 ÁC; moguĺnost podeġavanja vremena 
suġenja u rasponu do maksimalno 99 sati i 59 minuta. 
 
Technical Characteristics 

Temperature adjustment range from room temperature to 250 ÁC; possibility of drying time adjusting to 
maximum 99 hours and 59 minutes. 

 

Dodatne informacije / Additional Information 

http://www.mrclab.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 

  

http://www.mrclab.com/
mailto:vroje@sumfak.hr
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Svrdla za uzorkovanje heterogenih tala 
Auger set for heterogeneous soils 
Eijkelkamp, 01.11.SO  

 
 
Primjena 

Set svrdala koristi se za uzimanje 
uzoraka tla u fiziļki izmijenjenom stanju 
do dubine od 5 metara. 

Application 

The auger set is used for soil sampling 
in physically modified state to depth of 
5 meters. 

 

 

 
 

TehniĽke karakteristike 

Bajunet sustavo povezivanja; 4 vrste Edelmanovih svrdala (za glinu, pijesak, skelet i mjeġovite tipove 
tla); obalno svrdlo; spiralno svrdlo; ģljebasta sonda; cijevi za produģavanje svrdala; sonde od 
stakloplastike, ruļke za izvlaļenje; oprema za odrģavanje; alumijski transportni kovļeg. 

Technical Characteristics 

Bayonet connections; 4 types of Edelman augers (for clay, sand, coarse sand and combination soil 
types); riverside auger; spiral auger; grooved probe; extension rods; fiberglass utility probe; push-/pull 
handle; maintenance equipment; aluminium transport case. 
 

 

Dodatne informacije / Additional Information 

https://en.eijkelkamp.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 

  

https://en.eijkelkamp.com/
mailto:vroje@sumfak.hr
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Svrdla za uzorkovanje tla 
Soil sampling kit 
AMS, Basic Soil Sampling Kits 

 
 
Primjena 

Set svrdala koristi se za uzimanje 
uzoraka tla u fiziļki izmijenjenom i 
neizmjenjenom stanju do dubine od 3,5 
metara. 

Application 

The soil sampling kit is used for soil 
sampling in physically modified and 
unmodified state to depth of 3.5 
meters. 

 

 

 

TehniĽke karakteristike 

Tri svrdla (za uzorkovanje praġkastog, pjeskovitog i glinovitog tla); cjevasta sonda; klizeĺi utega; 
cilindara s plastiļnim zavrġnim poklopcima; gumirane kriģne ruļke; tri cijevi za produģavanje svrdala; 
kljuļevi; ļetke za ļiġĺenje; kovļega za transport s ruļkom i kotaļima. 

Technical Characteristics 

Three augers (for sampling powder, sandy and clay soils); tubular probe; slide hammer; cylinders with 
plastic end caps; rubber coated cross handle; three extension rods; wrenches; cleaning brushes; 
carrying case with handles and wheels. 

 

Dodatne informacije / Additional Information 

http://www.ams-samplers.com 
 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 

+385 1 2352599 

vroje@sumfak.hr 

  

http://www.ams-samplers.com/
mailto:vroje@sumfak.hr
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Termohigrograf 
Hydrolog 
Rotronic, Hydrolog ï D 

 
 
Primjena 

UreĽaj se koristi za mjerenje i biljeģenje relativne 
vlaģnosti i temperature zraka.  

Application 

Apparatus is used for measuring and data 
logging of relative humidity and air temperature. 

 

 
 

TehniĽke karakteristike 

LCD zaslon; moguĺnost pohrane do 5450 podataka; interval mjerenja podataka od 15 sekundi do 2 
sata; mjerni raspon od 0 do 100 % (relativna vlaģnost zraka), od -50 do +200 ÁC (temperatura); 
komunikacija putem raļunala; Rotronic HW3 softver; kabel za povezivanje, baterijsko napajanje (tri AA 
alkalne baterije).  

Technical Characteristics 

LCD display; possibility of recording and storing up to 5450 data values; measuring interval 
programmable from 15 sec to 2 hours; measuring range from 0 to 100 % (relative humidity), from -50 
to +200 ÁC (temperature); communication via PC; Rotronic HW3 software; connecting cable; battery 
powered (three AA alkaline batteries).  

 

Dodatne informacije / Additional Information 

http://www.rotronic.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Ugarkoviĺ, doc. 
+385 1 2352592 
damir.ugarkovic@gs.htnet.hr 

  

mailto:damir.ugarkovic@gs.htnet.hr
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TlaĽna komora 
Pressure chamber 
PMS Instruments Company, Model 600 

 
 
Primjena 

UreĽaj se koristi za mjerenje stresa biljke izraģenog preko 
vodnog potencijala sadnica (Ɋ) s ciljem odreĽivanja reģima 
navodnjavanja te za praĺenje vodnog stresa biljke tijekom 
vaĽenja i baliranja. 

Application 

Apparatus is used for measuring plant stress (Ɋ) expressed as 
their water potential of seedlings with aim in determining 
irrigation regime and for monitoring water stress of plants during 
extraction and baling phase. 

 

 

 

TehniĽke karakteristike 

Maksimalan radni pritisak 40 bar; aluminijska komora; analogno oļitanje; veliļina 33 Ĭ 28 Ĭ 24 cm; 
sustav za kompresijsko brtvljenje; prijenosni spremnik za duġik; reduktor volumena; poveĺala; dodatne 
kompresijske brtve. 

Technical Characteristics 

Maximum operating pressure 40 bar; aluminum chamber; analog readings; size 33 Ĭ 28 Ĭ 24 cm; 
system for compression gland sealing; portable tank for nitrogen gas; volume reductor; mounted eye 
lenses; additional compression gland sealings. 

 
Dodatne informacije / Additional Information 

http://www.pmsinstrument.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Drvodeliĺ, doc. 
+385 1 2352593 
ddrvodelic@inet.hr 
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Tomograf 
Tomograph 
Rinntech, Arbotom 

 
 
Primjena 

Koristi se za preciznu procjenu statike stabla te 
za odreĽivanje podruļja zahvaĺenoga gljivama 
truleģnicama. 

Application 

It is used for precise assessment of tree static 
and for determination of area affected with wood 
rot fungi. 

 

 

 

TehniĽke karakteristike 

12 senzora za mjerenje brzine prolaska zvuļnih valova kroz stablo; moguĺnost mjerenja na viġe 
razliļitih mjesta i smjerova; raļunalni softver za pretvaranje izmjerene brzine zvuka u grafiļki prikaz.  

Technical Characteristics 

12 sensors for measuring speed of sound waves through tree; possibility of measuring in multiple 
positions and directions; computer software for transforming measured speed of sound wave into 
graphic display.  

 

Dodatne informacije / Additional Information 

http://www.rinntech.de/content/view/7/35/lang,english/index.html 

 

Osoba za kontakt / Contact Person 

Vinko Pauliĺ, dipl. ing. ġum. 
+385 1 2352580 
vpaulic@sumfak.hr 
 

  

mailto:vpaulic@sumfak.hr
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Tresilica orbitalna 
Orbital shaker 
Tehtnica, Vibromix 403 EVT 

 
 
Primjena 

UreĽaj se koristi za mijeġanje i 
pripremu otopina. 

Application 

Apparatus is used for mixing and 
preparation of solutions. 
 

 

 
 

TehniĽke karakteristike 

Maksimalna brzina treġnje 300 min-1; nosaļ uzoraka za kivete (50 ml) i Erlenmeyerove tikvice (300 ml). 

Technical Characteristics 

Maximum shaking speed 300 min-1; sample holder for the cuvettes (50 mL) and Erlenmeyer flasks (300 
mL). 

 

Dodatne informacije / Additional Information 

http://www.tehco.si 

 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

  

http://www.mrclab.com/
http://www.mrclab.com/
mailto:vroje@sumfak.hr
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Tresilica rotacijska 
Rotary shaker 

 
 
Primjena 

Koristi se za mijeġanje i pripremu 
smjesa, primjerice prilikom odreĽivanja 
granulometrijskog sastava tla. 

Application 

It is used for mixing and for mixtures 
preparation, e.g. for determination of 
soil particle size distribution. 

 

 
 

TehniĽke karakteristike 

Maksimalna brzina okretanja 60 min-1;  40 pozicijski nosaļ uzoraka za spremnike volumena 500 ml. 

Technical Characteristics 

Maximum rotational speed 60 min-1;  40 position sample holder for 500 mL containers. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 

  

mailto:vroje@sumfak.hr
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Tresilica sita vibraciona 
Vibratory sieve shaker 
Retsch, AS 200 

 
 
Primjena 

UreĽaj se koristi za odreĽivanje 
granulometrijskog sastava tla metodom 
suhog prosijavanja. 

Application 

Apparatus is used to determine particle 
size distribution of soil by means of dry 
sieving. 

 

 
 

TehniĽke karakteristike 

Frakcijska analiza tla i skeleta u rasponu od 8 do 0,063 mm;  softver za obradu podataka. 

Technical Characteristics 

Fraction analysis of soil and coarse sand in range from 8 to 0.063 mm; equipped with software for data 
processing. 

 

Dodatne informacije / Additional Information 

https:// en.eijkelkamp.com/products/laboratory-equipment/granular-composition-test-set.html 
en.eijkelkamp.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

  

https://en.eijkelkamp.com/
https://en.eijkelkamp.com/
mailto:vroje@sumfak.hr
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Ureľaj za mjerenje vlaĤnosti tla 
Soil moisture meter 
Spectrum tehnologies Inc., FieldScout TDR 300 Soil Moisture Meter with Case 

 
 
Primjena 

UreĽaj se koristi za volumetrijsko mjerenje 
postotnog udjela vlaģnosti tla. 

Application 

The apparatus is used for measuring volumetric 
soil moisture percentage.  

 

 
 

TehniĽke karakteristike 

Elektrootporna metoda mjerenja u vremenskoj domeni; toļnost mjerenja od Ñ3 % pri konduktivitetu 
vode < 2 mS/cm; rezolucija 0,1 %; raspon mjerenja od 0 % do apsolutne zasiĺenosti; ugraĽen biljeģnik 
podataka s moguļnoġĺu pohrane do 3250 podataka; baterijsko napajanje (ļetiri AAA alkalinske 
baterije). 

Technical Characteristics 

Electrical resistance method of measuring in time domain; measurement accuracy of Ñ3 % with water 
conductivity < 2 mS/cm; resolution 0.1 %; measuring range from 0 % to absolute saturation; built in 
data logger with  possibility of recording up to 3250 measurements; battery powered (four AAA alkaline 
batteries). 

 

Dodatne informacije / Additional Information 

http://www.specmeters.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Stjepan Mikac, doc.  
+385 1 2352576 
smikac@gmail.com 
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Ureľaj za pipetiranje 
Pipette apparatus 
Eijkelkamp, 08.16.SA 

 
 
Primjena 

UreĽaj za pipetiranje koristi se za 
odreĽivanje granulometrijskog sastava 
tla prema odrednicama norme HRN 
ISO 11277. 

Application 

The pipette apparatus is used for 
determination of soil particle size 
distribution according to HRN ISO 
11277 standard. 

 

 

 

TehniĽke karakteristike 

Metoda bazirana na razlici u brzini sedimentacije ļestica tla; okvir s vodilicom i fiksiranim drģaĺem 
pipete; kupelj za vodu zapremine 75 l; grijaļ s termostatom; mjeġalica. 

Technical Characteristics 

Method is based on difference in sedimentation velocity of soil particles; frame with runner and fixed 
pipette holder; 75 L water bath; heating element with thermostat; stirrer. 

 

Dodatne informacije / Additional Information 

https://en.eijkelkamp.com 

 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

  

https://en.eijkelkamp.com/
mailto:vroje@sumfak.hr
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Ureľaj za proizvodnju ultraĽiste vode 
Ultrapure water system 
Siemens, UltraClear TWF 

 
 
Primjena 

UreĽaj se koristi za pripremu ultraļiste vode 
nuģne za analizu elemenata u tragovima. 

Application 

Apparatus is used for preparation of ultrapure 
water needed for analysis of trace elements 

 

 
 

TehniĽke karakteristike 

Provodnost proizvedene vode 0,055 ÕS/cm; elektriļni otpor proizvedene vode 18,2 MÝĬcm; TOC u 
rasponu od 5 do 10 ppb; broj ģivih bakterija u pripremljenoj vodi < 1 cfu/ml; broj ļestica  veliļine veĺe 
od 1Õm < 1/ml; kapacitet 10 l/h; istakanje ultraļiste vode 1,8 l/min; volumen spremnika za ļistu vodu 
60 l. 

Technical Characteristics 

Conductivity of the purified water 0.055 ÕS/cm; electrical resistance of purified water 18.2 MÝĬcm; 
TOC in range from 5 to 10 ppb; number of viable bacteria < 1 cfu/mL; number of particles sized less 
than 1Õm < 1/mL; water production 10 L/h; dispensing of ultrapure water 1.8 L/min; 60 L tank for pure 
water.

 
 

Dodatne informacije / Additional Information 

http://www.frank-analab.hr/kategorije/priprava-ultra-ciste-vode-sistemi-za-pripravu-ultra-ciste-vode/44 
 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

  

http://www.frank-analab.hr/kategorije/priprava-ultra-ciste-vode-sistemi-za-pripravu-ultra-ciste-vode/44
mailto:vroje@sumfak.hr
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UV-Vis spektrofotometar 
UV-Vis spectrophotometer 
Thermo Scientific, Helios Omega 

 
 
Primjena 

UV/VIS spektrometar koristi se za kvalitativnu 
identifikaciju segmenata molekula organskih spojeva i 
kvantitativnu analizu organskih i anorganskih tvari, 
odnosno kompleksiranih metala koji emitiraju 
elektromagnetsko zraļenje u ultraljubiļastom ili 
vidljivom dijelu spektra. 

Application 

UV/VIS spectrometer is used for qualitative 
identification of molecules segments of organic 
compounds and for quantitative analysis of organic and 
inorganic substances, such as metal complex 
compounds which emit electromagnetic radiation in the 
ultraviolet or visible part of spectrum. 

 

 

 

TehniĽke karakteristike 

Radno podruļje od 190 do 1100 nm; optiļki sustav s dvostrukom zrakom; rezolucija od 0,1 do 10 nm; 
ġirina linije monokromatskog zraļenja 2 nm; automatski uzorkivaļ sa 7 pozicija za kivete ġirine 1 cm; 
USB suļelje. 

Technical Characteristics 

Working range from 190 to 1100 nm; optical system with double beam; resolution from 0.1 to 10 nm; 
bandwidth 2 nm; auto-sampler carousel with 7 positions for 1 cm wide cuvettes; USB interface.

 

Dodatne informacije / Additional Information 

http://www.thomassci.com/Instruments/Spectrophotometers/_/Helios-Zeta-and-Helios-Omega-
Spectrophotometers?q=Uv-vis%20Spectrophotometers 
 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

  

http://www.thomassci.com/Instruments/Spectrophotometers/_/Helios-Zeta-and-Helios-Omega-Spectrophotometers?q=Uv-vis%20Spectrophotometers
http://www.thomassci.com/Instruments/Spectrophotometers/_/Helios-Zeta-and-Helios-Omega-Spectrophotometers?q=Uv-vis%20Spectrophotometers
mailto:vroje@sumfak.hr
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Vaga analitiĽka 1 
Analytical balance 1 
Sartorius, BP 210 S 

 
 
Primjena 

Koristi se za vaganje teģine sitnog sjemena i plodova 
maksimalne teģine do 210 g. 

Application 

Balance is used for weighing small seeds and fruits to a 
maximum weight of 210 g. 

 

 
 

TehniĽke karakteristike 

Maksimalna teģina vaganja 210 g; minimalna teģina vaganja 50 mg; oļitanje 0,1 mg. 

Technical Characteristics 

Maximum weighing capacity 210 g; minimum weighing capacity 50 mg; readability 0.1 mg. 

 

Dodatne informacije / Additional Information 

www.sartorius.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Drvodeliĺ, doc. 
+385 1 2352593 
ddrvodelic@inet.hr 
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Vaga analitiĽka 2 
Analytical balance 2 
Mettler Toledo, MS104S 

 
 
Primjena 

Vaga se koristi za jednostavne, 
rutinske ili komplicirane procedure 
vaganja. 

Application 

Balance is used for simple, routine or 
complicated procedures of weighing. 
 

 

 
 

TehniĽke karakteristike 

Visoka precizost vaganja od 0,01 mg, maksimalna teģina vaganja 120 g; moguĺnost spajanja na 
raļunalo. 

Technical Characteristics 

High weighing precision of 0.01 mg; maximum weighing capacity 120 g; possibility of connecting to 
computer. 

 

Dodatne informacije / Additional Information 

https://us.mt.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

  

mailto:vroje@sumfak.hr
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Vaga analitiĽka 3 
Analytical balance 3 
OHAUS,  Adventure Pro AV264 

 
 
Primjena 

Vaga se koristi prilikom pripreme 
uzoraka za analize za koje je potrebna 
mala koliļina uzorka, ponajprije za 
analizu elemenata u tragovima. 

Application 

Balance is used for sample 
preparations for analyses which require 
relatively small quantities of sample; 
e.g. for trace elements analyses. 
 

 

 

 

TehniĽke karakteristike 

Maksimalna teģina vaganja 260 g; oļitanje 0,1 mg; moguĺnost spajanja na raļunalo. 

Technical Characteristics 

Maximum weighing capacity 260 g; readability 0.1 mg; possibility of connecting to computer.

 

Dodatne informacije / Additional Information 

http://us.ohaus.com 

 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

  

http://us.ohaus.com/
mailto:vroje@sumfak.hr
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Vaga precizna 1 
Precise balance 1 
KERN, PLS 

 
 
Primjena 

Vaga se koristi se za vaganje sjemena, plodova, sadnog 
materijala i drvne biomase do maksimalne teģine od 4200 g. 

Application 

Balance is used for weighing seeds, fruits, seedlings and 
biomass up to a maximum weight of 4200 g. 

 

 
 

TehniĽke karakteristike 

Maksimalna teģina vaganja 4200 g; oļitanje 0,01 g. 

Technical Characteristics 

Maximum weighing capacity 4200 g; readability 0.01 g. 

 

Dodatne informacije / Additional Information 

http://www.kern-sohn.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Drvodeliĺ, doc. 
+385 1 2352593 
ddrvodelic@inet.hr 

  

http://www.kern-sohn.com/
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Vaga precizna 2 
Precise balance 2 
KERN, PCB 1000-2 

 
 
Primjena 

Vaga se koristi za vaganje uzoraka tla 
prilikom eksperimenata za koje su 
potrebne veĺe koliļine uzoraka. 

Application 

Balance is used for weighing soil 
samples for analyses which require 
relatively large sample quantities. 
 

 

 
 

TehniĽke karakteristike 

Maksimalna teģina vaganja 1000 g; oļitanje 0,01 g. 

Technical Characteristics 

Maximum weighing capacity 1000 g; readability 0.01 g. 

 

Dodatne informacije / Additional Information 

http://www.kern-sohn.com 
 

 

Osoba za kontakt / Contact Person 

dr. sc. Vibor Roje, doc. 
+385 1 2352599 
vroje@sumfak.hr 
 

  

http://www.kern-sohn.com/
mailto:vroje@sumfak.hr
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WinRhizo softver sa skenerom 
WinRhizo software with scanner 
WinRhizoProV.2005b Regent Instruments; Epson Expression 10000 XL 

 
 
Primjena 

Koristi se za mjerenje i prouļavanje morfoloġke 
graĽe i drugih znaļajki korijena biljaka.  

Application 

It is used for measuring and investigation of 
morphological structure and other characteristics 
of plant roots.  

 

 

 

TehniĽke karakteristike 

Precizno mjerenje osnovnih znaļajki morfologije korijena mladih biljaka (duljine, promjera, volumena, 
broja vrhova, itd.); moguĺnost klasiranja; skener Epson Expression 10000 XL;  skeniranje u visokoj 
rezoluciji i kvaliteti do veliļine formata papira A3. 

Technical Characteristics 

Precise scanning of basic characteristics of young plant root morphology (length, diameter, volume, 
number of root tips, etc.); possibility of classification; scanner Epson Expression 10000 XL; high 
resolution and high quality scanning up to A3 paper size. 

 

Dodatne informacije / Additional Information 

http://www.regentinstruments.com 

 

Osoba za kontakt / Contact Person 

Mario Ġango, dipl. ing. ġum. 
+385 1 2352585 
msango@sumfak.hr 

  

mailto:msango@sumfak.hr
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WinSCANOPY sustav 
WinSCANOPYsystem 
Regent Instruments Inc., 24 MP DSLR System 

 
 
Primjena 

UreĽaj se koristi za mjerenje i istraģivanje 
morfologije sklopa ġumske sastojine i prosjeļnih 
vrijednosti svjetla. 

Application 

Apparatus is used for measuring and exploring 
morphology of a set of forest canopy and forest 
stand light conditions. 

 

 

 

TehniĽke karakteristike 

UreĽaj se sastoji od tripoda, samonivelirajuĺeg postolja za kameru, digitalnog kompasa, leĺe u obliku 
ribljeg oka i digitalnog fotoaparata; moguĺnost softverske analize otvorenosti sklopa, frakcije progala, 
LAI (leaf area indeksa) i dr. 

Technical Characteristics 

Apparatus is consisted of tripod, self-controlling tripod for camera, digital compass, fish-eye lens and 
digital camera; possibility of software analysis of canopy openness, gap fractions, LAI (leaf area index) 
and others. 

 

Dodatne informacije / Additional Information 

http://www.regentinstruments.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Stjepan Mikac, doc. 
+385 1 2352576 
smikac@gmail.com 
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WinSEEDLE paket za analizu sjemena i iglica 
WinSEEDLE seeds and needles analysis 
Regent Instruments Inc. 

 
 
Primjena 

WinSEEDLE paket (2011) koristi se za utvrĽivanje 
23 morfoloġkih znaļajki sjemena (za cijeli uzorak 
ili pojedinu sjemenku/plod), a koristi se i za analizu 
iglica ļetinjaļa. 

Application 

WinSEEDLE package (2011) is used for 
determination of 23 morphological characteristics 
of the seeds (for the whole sample, or for specific 
seed/fruit) and for analysis of conifer needles. 
 

 

 

 

TehniĽke karakteristike 

Skener STD4800; priruļnik; WinSEEDLE raļunalni softver, zaġtitni USB kljuļ; sustavi za pozicioniranje 
uzoraka. 

Technical Characteristics 

STD4800 scanner; operating manual; WinSEEDLE computer software; protective USB key; sample 
positioning systems. 

 

Dodatne informacije / Additional Information 

http://www.regentinstruments.com/assets/winseedle_about.html 

 

Osoba za kontakt / Contact Person 

dr. sc. Damir Drvodeliĺ, doc. 
+385 1 2352593 
ddrvodelic@inet.hr 
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ZAVOD ZA IZMJERU I UREņIVANJE ĠUMA 
DEPARTMENT OF FOREST INVENTORY AND MANAGEMENT 
 
Adresa/Address: Svetoġimunska 25, 10 000 Zagreb 
Tel.: + 385 1 2352 486 
Fax.: + 385 1 2352 514 
e-adresa: ghorvat@sumfak.hr  
Predstojnik zavoda / Head of Department: dr. sc. Mario Boģiĺ, izv. prof. 

 

 
 

LABORATORIJ ZA IZMJERU ĠUMSKIH RESURSA 
LABORATORY OF MEASUREMENT OF FOREST RESOURCES 
Voditelj laboratorija / Head of Laboratory: dr. sc. Mario Boģiĺ, izv. prof. 

 
LABORATORIJ ZA DALJINSKA ISTRAĢIVANJA I GIS 
REMOTE SENSING AND GIS LABORATORY 
Voditelj laboratorija / Head of Laboratory: prof. dr. sc. Renata Pernar 
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GPS ureľaj 1 
GPS device 1 
Garmin, eTrex 10 
 
 
Primjena 

GPS ureĽaj bez topografskih podloga 
koristi se za prikupljanje podataka na 
terenu vezanih uz lokaciju i prostorni 
raspored. 

Application 

GPS device without topographic maps 
is used for data collection on field 
related to location and spatial 
distribution. 

 

 

 

TehniĽke karakteristike 

Dvokanalni GPS + GLONASS prijamnik; dimenzije 54 Ĭ 103 Ĭ 33 mm; masa 141,7 g; ekran dimenzija 
36 Ĭ 43 mm; rezolucija ekrana 128 Ĭ 160 piksela; USB suļelje; DGPS (WAAS) toļnost < 3 m; memorija 
1000 putnih toļaka (50 ruta); vodootpornost prema IPX7 standardu. 

Technical Characteristics 

Dual-band GPS + GLONASS receiver; dimensions 54 Ĭ 103 Ĭ 33 mm; weight 141.7 g; display 
dimensions 36 Ĭ 43 mm; screen resolution 128 Ĭ 160 pixels; USB interface; DGPS (WAAS) accuracy 
< 3 m; memory 1000 waypoints (50 routes); IPX7 waterproof. 

 

Dodatne informacije / Additional Information 

http://sites.garmin.com/en-US/etrex/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Mario Anļiĺ 
+ 385 1 2352508 
mancic@sumfak.hr 
 

  

http://sites.garmin.com/en-US/etrex/
mailto:mancic@sumfak.hr


KATALOG OPREME  
EQUIPMENT CATALOGUE 

ĠO | ZAVOD ZA IZMJERU I UREņIVANJE ĠUMA 
FS | DEPARTMENT OF FOREST INVENTORY AND MANAGEMENT 

 

| 61 | 
SVEUĻILIĠTE U ZAGREBU / UNIVERSITY OF ZAGREB   ĠUMARSKI FAKULTET / FACULTY OF FORESTRY 

 

GPS ureľaj 2 
GPS device 2 
Garmin, eTrex H 
 
 
Primjena 

GPS ureĽaj bez topografskih podloga 
koristi se za prikupljanje podataka na 
terenu vezanih uz lokaciju i prostorni 
raspored. 

Application 

GPS device without topographic maps 
is used for data collection on field 
related to location and spatial 
distribution. 

 

 

 

TehniĽke karakteristike 

Jednokanalni GPS prijemnik; dimenzije 112 Ĭ 51 Ĭ 30 mm; masa 150 g; dimenzije ekrana 28 Ĭ 54 mm; 
rezolucija 64 Ĭ 128 piksela; serijsko RS-232 suļelje; DGPS (WAAS) toļnost < 3 m; memorija 500 putnih 
toļaka (20 ruta); vodootporan prema IPX7 standardu. 

Technical Characteristics 

Mono-band GPS reciever; dimensions: 112 Ĭ 51 Ĭ 30 mm; weight 150 g; display dimensions 28 Ĭ 54 
mm; resolution 64 Ĭ 128 pixels; serial RS-232 interface; DGPS (WAAS) accuracy < 3 m; memory 500 
waypoints (20 routes); IPX7 waterproof. 

 

Dodatne informacije / Additional Information 

https://buy.garmin.com/en-GB/GB/outdoor/discontinued/cOnTheTrail-cDiscontinuedOnTheTrail-
p1.html 

 

Osoba za kontakt / Contact Person 

dr. sc. Mario Anļiĺ 
+ 385 1 2352508 
mancic@sumfak.hr 
 

  

https://buy.garmin.com/en-GB/GB/outdoor/discontinued/cOnTheTrail-cDiscontinuedOnTheTrail-p1.html
https://buy.garmin.com/en-GB/GB/outdoor/discontinued/cOnTheTrail-cDiscontinuedOnTheTrail-p1.html
mailto:mancic@sumfak.hr
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GPS ureľaj 3 
GPS device 3 
Garmin, Montana 650 
 
 
Primjena 

GPS ureĽaj s fotoaparatom, troosnim 
kompasom i topografskim podlogama 
koristi se za prikupljanje podataka na 
terenu vezanih uz lokaciju, te za 
dobivanje prostornoga rasporeda i 
meĽusobne povezanosti objekata. 

Application 

GPS device with built in camera, with 
triaxial compass and topographic maps 
is used for data collection on field 
related to the location and for obtaining 
spatial distribution and interconnection 
of objects. 

 

 

 

TehniĽke karakteristike 

Jednokanalni GPS prijemnik; dimenzije 74,8 Ĭ 144,2 Ĭ 36,4 mm; masa 333 g; dimenzije ekrana 50,6 Ĭ 
89,3 mm; rezolucija 272 Ĭ 480 piksela; USB suļelje; DGPS (WAAS) toļnost < 3 m; memorija 3,5 GB 
+ micro SD (4000 putnih toļaka, 200 ruta); vodootporan prema IPX7 standardu. 

Technical Characteristics 

Mono-band GPS reciever; dimensions 74,8 Ĭ 144,2 Ĭ 36,4 mm; weight 333 g; display dimensions 50.6 
Ĭ 89.3 mm; resolution 272 Ĭ 480 pixels; USB interface; DGPS (WAAS) accuracy < 3 m; memory 3.5 
GB + micro SD (4000 waypoints, 200 routes); IPX7 waterproof. 

 

Dodatne informacije / Additional Information 

http://sites.garmin.com/en-US/montana/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Mario Anļiĺ 
+ 385 1 2352508 
mancic@sumfak.hr 
 

  

http://sites.garmin.com/en-US/montana/
mailto:mancic@sumfak.hr
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GPS ureľaj 4 
GPS device 4 
Garmin, Oregon 450 
 
 
Primjena 

GPS ureĽaj s troosnim kompasom i 
topografskim podlogama koristi se za 
prikupljanje podataka na terenu 
vezanih uz lokaciju, te za dobivanje 
prostornoga rasporeda i meĽusobne 
povezanosti objekata. 

Application 

GPS device with triaxial compass and 
topographic maps is used for data 
collection on field related to the 
location, and for obtaining spatial 
distribution and interconnection of 
objects. 

 

 

 

TehniĽke karakteristike 

Jednokanalni GPS prijemnik; dimenzije 58 Ĭ114 Ĭ 35 mm; masa 192,7 g; dimenzije ekrana 38 Ĭ 63 
mm, rezolucija 240 Ĭ 400 piksela; USB suļelje; DGPS (WAAS) toļnost < 3 m; memorija 850 MB + 
micro SD (2000 putnih toļaka, 200 ruta); vodootporan prema IPX7 standardu. 

Technical Characteristics 

Mono-band GPS reciever; dimensions 58 Ĭ114 Ĭ 35 mm; weight 192.7 g; display dimensions 38 Ĭ 63 
mm; resolution 240 Ĭ 400 pixels; USB interface; DGPS (WAAS) accuracy < 3 m; memory 850 MB + 
micro SD (2000 waypoints, 200 routes); IPX7 waterproof. 

 

Dodatne informacije / Additional Information 

https://buy.garmin.com/en-US/US/on-the-trail/discontinued/oregon-450/prod63349.html 

 

Osoba za kontakt / Contact Person 

dr. sc. Mario Anļiĺ 
+ 385 1 2352508 
mancic@sumfak.hr 

  

https://buy.garmin.com/en-US/US/on-the-trail/discontinued/oregon-450/prod63349.html
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GPS ureľaj 5 
GPS device 5 
Garmin, Oregon 600 
 
 
Primjena 

UreĽaj se koristi za navigaciju na 
terenu, a moguĺa je i navigacija na 
cesti; osim navigacije ureĽaj daje 
podatak o nadmorskoj visini, azimutu te 
tlaku zraka.  

Application 

Device is used for handheld navigation 
both in the field or on the road; beside 
navigation device gives data about 
altitude, azimuth and barometric 
pressure.  

 

 

 

TehniĽke karakteristike 

Visokoosjetljiv GPS prijamnik; uļitana topografska karta Adria TOPO; vodootporan prema IPX7 
standardu; barometarski visinomjer; elektroniļki troosni kompas; kompatibilan s Windows XP ili 
novijima; baterijsko napajanje (dvije AA baterije). 

Technical Characteristics 

Highly sensitive WAAS/EGNOS enabled receiver; uploaded Adria TOPO map; IPX7 waterproof; 
barometric altimeter; electronic triaxial compass; compatible with Windows XP or newer; battery 
powered (two AA batteries). 

 

Dodatne informacije / Additional Information 

www.garmin.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ernest Gorġiĺ 
+ 385 1 2352457 
egorsic@sumfak.hr 
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Interpretoskop  
Twin stereoscope 
Ushikata, Condor T-22 Y 
 
 
Primjena 

UreĽaj se koristi za edukacijsku i 
profesionalnu interpretaciju 
aerosnimaka u stereomodelu za dvije 
osobe istovremeno. 

Application 

Apparatus is used for educational and 
professional interpretation of aerial 
imagery in stereo model for two people 
simultaneously. 

 

 

 

TehniĽke karakteristike 

Dimenzije 340 Ĭ 410 Ĭ 300 mm; podruļje pogleda 150 mm (pri poveĺanju 1,5Ĭ) i 70 mm (pri poveĺanju 
3,0Ĭ); maksimalna veliļina aerosnimke 230 Ĭ 230 mm; osvjetljenje fluorescentnim ģaruljama snage 6 
W (2Ĭ). 

Technical Characteristics 

Dimensions 340 Ĭ 410 Ĭ 300 mm; field of view 150 mm (at 1.5Ĭ magnification) and 70 mm (at 3.0Ĭ 
magnification); maximum photo size 230 Ĭ 203 mm; ilumination by two 6 W fluorescent lamps. 

 

Dodatne informacije / Additional Information 

http://www.aeromapss.com/Survey%20Tools_stereo.htm 

 

Osoba za kontakt / Contact Person 

dr. sc. Mario Anļiĺ 
+ 385 1 2352508 
mancic@sumfak.hr 
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KiĢomjer 
Raingauge 
Met One, 370C 

 
 
Primjena 

UreĽaj se koristi za mjerenje koliļine 
kiġnih oborina (mm). 

Application 

Apparatus is used for measuring rainfall 
(mm). 

 

 

 
 

TehniĽke karakteristike 

Mjerenje koliļine oborina na principu dvokomorne klackalice; povrġina prikupljanja oborina 320 cm2; 
rezolucija 0,2 mm oborina; pouzdan i u oneļiġĺenim radnim uvjetima (liġĺe, praġina i dr.); masa 3 kg. 

Technical Characteristics 

Dual chamber tipping bucked design; collecting area 320 cm2; resolution 0.2 mm of precipitation per 
pulse; reliable operation in polluted working environment (leaves, dust, etc.); weight 3 kg. 

 

Dodatne informacije / Additional Information 

www.metone.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ernest Gorġiĺ 
+ 385 1 2352457 
egorsic@sumfak.hr 
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Modul za mjerenje protoka vode kroz deblo 
Sapflow modul 
EMS Brno, EMS 51 

 
 
Primjena 

UreĽaj se koristi za mjerenje protoka 
vode kroz deblo pomoĺu THB (tissue 
heat balance) metode. 

Application 

Apparatus is used for measurement of 
stem sapflow using THB (tissue heat 
balance) method. 

 

 
 

TehniĽke karakteristike 

Minimalan promjer stabla 12 cm; odrģavanje konstantne temperaturne razlike od 1 K; potroġnja energije 
od 0,3 do 0,4 W; vodootporan; moguĺnost solarnog napajanja. 

Technical Characteristics 

Minimal stem diameter 12 cm; maintaining constant temperature difference of 1 K; energy consumption 
from 0.3 to 0.4 W; waterproof; possibility of solar power supply. 

 

Dodatne informacije / Additional Information 

www.emsbrno.cz 

 

Osoba za kontakt / Contact Person 

dr. sc. Ernest Gorġiĺ 
+ 385 1 2352457 
egorsic@sumfak.hr 
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Nivelir digitalni 
Digital level 
Stonex, D2 Digital level 

 
 
Primjena 

UreĽaj se koristi za mjerenje visinskih 
razlika s moguĺnoġĺu pohrane 
izmjerenih podataka. 

Application 

Apparatus is used for measuring height 
differences with the ability to store the 
measured data. 

 

 
 

TehniĽke karakteristike 

Visinska toļnost Ñ0,7 mm/km; toļnost pri odreĽivanju udaljenosti 10 mm (D < 10 m),  0,001 Ĭ D (D > 
10 m); minimalna udaljenost izmjere 2 m; maksimalna udaljenost izmjere 105 m; poveĺanje teleskopa 
24Ĭ; pohrana podataka do 2000 izmjera; RS-232 suļelje. 

Technical Characteristics 

Height accuracy Ñ0.7 mm/km; distance accuracy 10 mm (D < 10 m),  0,001 Ĭ D (D > 10 m); minimum 
measuring range 2 m; maximum measuring range 105 m; telescope magnification 24Ĭ; internal memory 
up to 2000 measurements; RS-232 interface. 

 

Dodatne informacije / Additional Information 

http://www.stonexpositioning.com/index.php/en/prodotti/levels 

 

Osoba za kontakt / Contact Person 

dr. sc. Mario Anļiĺ 
+ 385 1 2352508 
mancic@sumfak.hr 

  

http://www.stonexpositioning.com/index.php/en/prodotti/levels
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PisaĽ velikog formata  
Large format printer  
Epson, Stylus Pro 4900 

 
 
Primjena 

UreĽaj se koristi za ispisivanje snimaka 
velikog formata (do 43 cm ġirine, 
duģina ovisi o vrsti papira, maksimalno 
335 cm za rolu). 

Application 

Apparatus is used for printing large 
format imagery (up to 43 cm width, 
length depends on the type of paper 
maximum 335 cm for roll). 

 

 

 

TehniĽke karakteristike 

Maksimalna ġirina papira 43 cm; maksimalna duljina ispisa ograniļena aplikacijom na 335 cm (rola); 
11 spremnika boje; kvaliteta ispisa 2880 Ĭ 1440, 1440 Ĭ 1440, 1440 Ĭ 720, 720 Ĭ 720, 720 Ĭ 360 tpi; 
brzi ispis 360 tpi; dimenzije 860 Ĭ 410 Ĭ 760 mm; masa 52 kg. 

Technical Characteristics 

Maximum paper width 43 cm; maximum print length limited by application on 335 cm (roll); 11 colour 
cartridges; print quality 2880 Ĭ 1440, 1440 Ĭ 1440, 1440 Ĭ 720, 720 Ĭ 720, 720 Ĭ 360 dpi, quick print 
360 dpi; dimension 860 Ĭ 410 Ĭ 760 mm; weight 52 kg. 

 

Dodatne informacije / Additional Information 

http://www.epson.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Mario Anļiĺ 
+ 385 1 2352508 
mancic@sumfak.hr 

  

http://www.epson.com/
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Ploter 
Plotter  
Hewlett-Packard, DesignJet 800ps 42ñ 

 
 
Primjena 

UreĽaj se koristi se za ispisivanje 
karata velikog formata (do 105 cm 
ġirine, duģina ovisi o vrsti papira, 
maksimalno B0 format ili rola). 

Application 

Apparatus is used for printing large 
format maps (up to 105 cm width, 
length depends on paper type, 
maximum B0 size or roll). 

 

 

 

TehniĽke karakteristike 

Veliļina papira od 21 do 106 cm (list), od 61 do 106 cm (rola); maksimalna duljina ispisa 45 m; 4 
spremnika boje (po jedan za svaku boju: crna, cijan, grimizna, ģuta); kvaliteta ispisa crna/boja 2400 Ĭ 
1200 tpi; brzina ispisa normalna 3,34 m2/h, najbolja 1,95 m2/h; dimenzije 1700 Ĭ 690 Ĭ 1090 mm; masa 
45 kg. 

Technical Characteristics 

Media size from 21 to 106 cm (sheet), from 61 to 106 cm (roll); maximum print length 45 m; 4 colour 
cartridges (one for each colour - black, cyan, magenta, yellow); print quality black/colour 2400 Ĭ 1200 
dpi; print speed normal 3.34 m2/h, best 1,95 m2/h; dimensions 1700 Ĭ 690 Ĭ 1090 mm; weight 45 kg. 

 

Dodatne informacije / Additional Information 

http://h10010.www1.hp.com/wwpc/us/en/sm/WF10a/18972-18972-3328061-12600-3328078-
25302.html 

 

Osoba za kontakt / Contact Person 

dr. sc. Mario Anļiĺ 
+ 385 1 2352508 
mancic@sumfak.hr 

  

http://www.google.hr/url?sa=t&rct=j&q=&esrc=s&source=web&cd=1&cad=rja&uact=8&ved=0CBoQFjAA&url=http%3A%2F%2Fwww8.hp.com%2Fhr%2Fhr%2Fhome.html&ei=tvpQVPzdCKv-ygP41YHIDw&usg=AFQjCNEjSHPKIs0eLLF8u1-tkn0XuuLq4Q&bvm=bv.78597519,d.bGQ
http://h10010.www1.hp.com/wwpc/us/en/sm/WF10a/18972-18972-3328061-12600-3328078-25302.html
http://h10010.www1.hp.com/wwpc/us/en/sm/WF10a/18972-18972-3328061-12600-3328078-25302.html
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Promjerka 
Caliper 
Haglºf, Mantax Blue 

 
 
Primjena 

UreĽaj se koristi za mjerenje promjera 
stabala i trupaca. 

Application 

Apparatus is used for measuring trees, 
and logs diameter. 

 

 
 

TehniĽke karakteristike 

Raspon mjerenja do 1020 mm; aluminijska nereflektirajuĺa skala s preciznoġĺu od 1 mm; masa 680 g. 

Technical Characteristics 

Masuring range up to 1020 mm; non reflecting measuring scale in aluminium with 1 mm precision; 
weight 680 g. 

 

Dodatne informacije / Additional Information 

www.haglofcg.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ernest Gorġiĺ 
+ 385 1 2352457 
egorsic@sumfak.hr 
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Prsten dendrometarski digitalni  
Tree trunk increment sensor 
EMS Brno, DR 26 

 
 
Primjena 

UreĽaj se koristi za mjerenje promjena 
opsega debla. 

Application 

Apparatus is used for measuring of 
changes in tree diameter increment. 

 

 
 

TehniĽke karakteristike 

Rotirajuĺi senzor s kontinuiranim oļitanjem; minimalan promjer stabla 8 cm; raspon mjerenja bez 
ponovne instalacije 65 mm; operativni raspon od -30 do +60 ÁC (temperatura), od 0 do 100 % (relativna 
vlaģnost zraka); masa 260 g. 

Technical Characteristics 

Rotary position sensor with step-less reading; minimal stem diameter 8 cm; increment range 65 mm; 
operating range from -30Á to +60 ÁC (temperature), from 0 to 100 % (relative humidity); weight 260 g. 

 

Dodatne informacije / Additional Information 

www.emsbrno.cz 

 

Osoba za kontakt / Contact Person 

dr. sc. Ernest Gorġiĺ 
+ 385 1 2352457 
egorsic@sumfak.hr 
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Radna stanica fotogrametrijska i 3D monitor za interpretaciju digitalnih 
aerosnimaka  
Photogrammetric workstation and 3D screen for digital aerial imagery interpretation  
Photomod, 4.4.648; Lenovo, Thinkcentre PC; Hyundai, W220S LCD 
 
 
Primjena 

Fotogrametrijska radna stanica i 3D 
monitor koriste se za izdvajanje 
prostornih podataka s aerosnimaka. 

Application 

Photogrammetric Workstation and 3D 
screen are used for extraction of spatial 
information from aerial imagerys. 

 

 
 

TehniĽke karakteristike 

Raļunalo Lenovo Thinkcentre (Intel core 2 duo E7500); raļunalni softver Photomod 4.4.648; 22ñ 
monitor Hyundai W220S; 3D naoļale s polarizirajuĺim leĺama; TN panel 1920 Ĭ 1080. 

Technical Characteristics 

Lenovo Thinkcentre (Intel core 2 duo E7500) computer; Photomod 4.4.648 software; 22ñ Hyundai 
W220S LCD monitor; 3D glasses with polarizing lenses; TN panel 1920 Ĭ 1080. 

 

Dodatne informacije / Additional Information 

http://www.racurs.ru 

 

Osoba za kontakt / Contact Person 

dr. sc. Mario Anļiĺ 
+ 385 1 2352508 
mancic@sumfak.hr 

  

http://www.racurs.ru/
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Senzor temperature, relativne vlaĤnosti i insolacije 
Air temperature, relative humidity and solar radiation sensor 
EMS Brno, Minikin RTHi 

 
 
Primjena 

UreĽaj se rabi za mjerenje 
temperature, relativne vlaģnosti zraka i 
insolacije. 

Application 

Apparatus is used for measuring 
temperature, relative humidity and 
solar radiation. 

 

 
 

TehniĽke karakteristike 

Preciznost mjerenja temperature Ñ0,2 ÁC, relativna vlaģnosti zraka Ñ2 %, insolacije Ñ5 %; operabilni 
raspon od -30 do +60 ÁC (temperatura), od 0 do 100 % (relativna vlaģnost zraka); interval mjerenja od 
10 sekundi do 4 sata; vodootporan. 

Technical Characteristics 

Temperature measurement precision Ñ0.2 ÁC, relative humidity Ñ2 %, solar radiation Ñ5 %; operating 
range from -30Á to +60 ÁC (temperature), from 0 to 100 % (relative humidity); measurement interval 
from 10 seconds to 4 h; waterproof. 

 

Dodatne informacije / Additional Information 

www.emsbrno.cz 

 

Osoba za kontakt / Contact Person 

dr. sc. Ernest Gorġiĺ 
+ 385 1 2352457 
egorsic@sumfak.hr 
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Stol digitalni mjerni 
Measurement stage 
Rinntech, Lintab 6 ï TSAPWin Scientiffic 

 
 
Primjena 

Stol se u kombinaciji sa stereo 
objektivom Leica M50 i programom 
TSAPWin koristi za mjerenje ġirina 
godova i za dendrokronoloġke analize.  

Application 

Linear stage in conjunction with Leica 
M50 stereo binocular and TSAPWin 
Scientiffic software is used for tree ring 
width measurement and 
dendrochronological analysis.  

 

 

 

TehniĽke karakteristike 

Preciznost 1/100 mm; maksimalan hod stola 560 mm; maksimalna teģina uzorka koji se mjeri 50 kg; 
raspon poveĺanja od 6,3Ĭ (1Ĭ objektiv) do 80Ĭ (2Ĭ objektiv). 

Technical Characteristics 

Precision 1/100 mm; maximum linear stage movement 560 mm; maximum sample weight 50 kg; 
magnification range from 6.3Ĭ (with 1Ĭ lens) to 80Ĭ ( with 2Ĭ lens). 

 

Dodatne informacije / Additional Information 

www.rinntech.de 

 

Osoba za kontakt / Contact Person 

dr. sc. Ernest Gorġiĺ 
+ 385 1 2352457 
egorsic@sumfak.hr 

  



KATALOG OPREME  
EQUIPMENT CATALOGUE 

ĠO | ZAVOD ZA IZMJERU I UREņIVANJE ĠUMA 
FS | DEPARTMENT OF FOREST INVENTORY AND MANAGEMENT 

 

| 76 | 
SVEUĻILIĠTE U ZAGREBU / UNIVERSITY OF ZAGREB   ĠUMARSKI FAKULTET / FACULTY OF FORESTRY 

 

Svrdlo dendrokronoloĢko 1 
Dendrochronological core drill 1 
PFUNDT-Schneidwerkzeugmechanik 

 
 
Primjena 

Dendrokronoloġko svrdlo koristi se za 
uzimanje uzoraka drva ļetinjaļa ondje 
gdje je vaģno da se uzorak ġto manje 
oġteti.  

Application 

Dendrochronological core drill is used 
for core sampling of coniferous wood, 
where minimal damage to the sample 
is necessary. 

 

 

 

TehniĽke karakteristike 

Maksimalna duģina izvrtka 300 mm; vanjski promjer 9,5 mm; unutraġnji promjer 6,5 mm; prihvat za 
buġilicu 12 mm. 

Technical Characteristics 

Maximum sample length 260 mm; external diameter 9.5 mm; internal diameter 6.5 mm; bolt for drill 
chuck mounting 12 mm. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Ernest Gorġiĺ 
+ 385 1 2352457 
egorsic@sumfak.hr 
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Svrdlo dendrokronoloĢko 2  
Dendrochronological core drill 2 
Pressler 
 
 
Primjena 

Dendrokronoloġko svrdlo koristi se za 
uzimanje izvrtaka iz suhog drva listaļa 
i ļetinjaļa. 

Application 

Dendrochronological core drill is used 
for taking core samples from dry 
deciduous and coniferous wood. 

 

 
 

TehniĽke karakteristike 

Maksimalna duģina izvrtka 390 mm; vanjski promjer 23 mm; unutraġnji promjer 10 mm; prihvat za 
buġilicu 15 mm. 

Technical Characteristics 

Maximum sample length 390 mm; outer diameter 23 mm; internal diameter 10 mm; bolt for drill chuck 
mounting 15 mm. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Ernest Gorġiĺ 
+ 385 1 2352457 
egorsic@sumfak.hr 
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Svrdlo za uzimanje uzoraka prirasta 
Increment core drill 
HaglofïPressler 
 
 
Primjena 

Svrdlo se koristi za ruļno vaĽenje 
izvrtaka iz mekog i tvrdog drva ģivih 
stabala.  

Application 

Increment borer is used for hand 
extraction of increment cores from soft 
and hard wood of living or fresh trees.  

 

 
 

TehniĽke karakteristike 

Promjer izvrtka 5,15 mm; svrdla duģine od 300 do 800 mm; cijev svrdla tretirana teflonom s ciljem 
smanjenja trenja. 

Technical Characteristics 

Increment core diameter 5.15 mm; borer lengths from 300 to 800 mm; Teflon coated barrel for reduction 
of friction. 
 

 

Dodatne informacije / Additional Information 

http://www.haglofinc.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ernest Gorġiĺ 
+ 385 1 2352457 
egorsic@sumfak.hr 
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Teodolit elektroniĽki 
Electronic theodolite  
South Electronic, Theodolite ET-02 

 
 
Primjena 

UreĽaj se koristi za mjerenje 
horizontalnih i vertikalnih kutova, 
visinskih razlika i udaljenosti do 
odreĽene toļke. 

Application 

Apparatus is used for measuring 
horizontal and vertical angles, height 
differences and distances to a certain 
point. 

 

 

 

TehniĽke karakteristike 

Poveĺanje 30Ĭ; minimalna udaljenost fokusiranja 1,4 m; toļnost vertikalni/horizontalni kut 2ñ; 
minimalno oļitanje 1ñ; RS-232C suļelje; dimenzije 145 Ĭ 318 Ĭ 179 mm; masa 5,2 kg. 

Technical Characteristics 

Magnification 30Ĭ; minimum focusing distance 1.4 m; accuracy vertical/horizontal angle 2ò; minimum 
reading 1ò; RS-232C interface; dimensions 145 Ĭ 318 Ĭ 179 mm; weight 5.2 kg. 

 

Dodatne informacije / Additional Information 

http://www.southinstrument.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Mario Anļiĺ 
+ 385 1 2352508 
mancic@sumfak.hr 

  

http://www.southinstrument.com/
javascript:window.close()
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Totalna stanica 
Total station 
Stonex, R2-5 plus 350 

 
 
Primjena 

Totalna stanica je elektroniļko-optiļki 
ureĽaj koji se koristi pri mjerenju 
terena. Pomoĺu ugraĽenog 
elektroniļkog mjeraļa oļitava 
horizontalne i vertikalne kutove, 
visinske razlike i udaljenosti od 
instrumenta do odreĽene toļke. 

Application 

Total station is an electronic-optical 
device used in surveying. With built-in 
electronic meter it reads horizontal and 
vertical angles, height differences and 
distances from instrument to a certain 
point. 

 

 

 

TehniĽke karakteristike 

Domet lasera do 350 m; kutna toļnost 5"; toļnost odreĽivanja udaljenosti 2 mm; poveĺanje durbina 
30Ĭ; interna memorija + 2 GB SD memorijska kartica; USB i RS-232 suļelja. 

Technical Characteristics 

Laser range up to 350 m; angular accuracy 5ñ; lenght accuracy 2 mm; telescope magnification 30Ĭ; 
internal memory + 2 GB SD memory card; USB and RS-232 interface. 
 

 

Dodatne informacije / Additional Information 

http://www.stonexpositioning.com/index.php/en/prodotti/total-stations/r2-plus-detail 

 

Osoba za kontakt / Contact Person 

dr. sc. Mario Anļiĺ 
+ 385 1 2352508 
mancic@sumfak.hr 

  

http://www.stonexpositioning.com/index.php/en/prodotti/total-stations/r2-plus-detail
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Visinomjer / daljinomjer laserski 
Handheld laser measurement system  
Measurement Devices LTD, Laser Ace 300 
 
 
Primjena 

UreĽaj se koristi za mjerenje 
udaljenosti, visina te vertikalnih i 
horizontalnih kutova. 

Application 

Apparatus is used for measuring 
distance, height, vertical and horizontal 
angles. 

 

 
 

TehniĽke karakteristike 

Doseg laserskog daljinomjera 300 m (ne reflektirajuĺe mete), 5 km (reflektirajuĺe mete); toļnost 
mjerenja 10 cm; rezolucija 1 cm; operativna temperatura od -10 do +40 ÁC; IP65 zaġtita; baterijsko 
napajanje (dvije AA baterije). 

Technical Characteristics 

Laser measurement system range 300 m (no reflective targets), 5 km (reflective targets); accuracy 10 
cm; range resolution 1 cm; operating temperature from -10 ÁC to +40 ÁC; IP65 protection; battery 
powered (two AA batteries). 

 

Dodatne informacije / Additional Information 

http://site.geosolution.com/mdl_laserace300.htm 

 

Osoba za kontakt / Contact Person 

dr. sc. Ernest Gorġiĺ 
+ 385 1 2352457 
egorsic@sumfak.hr 
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Visinomjer / daljinomjer ultrazvuĽni 
Handheld ultrasonic measurement system  
Haglºf, Vertex III 

 
 
Primjena 

UreĽaj se koristi za mjerenje 
udaljenosti, nagiba, visina te faktora 
temeljnice. 

Application 

Apparatus is used for measuring 
distance, inclination, height and basal 
area factor. 

 

 
 

TehniĽke karakteristike 

Radi na ultrazvuļnom principu; dva dijela (ureĽaj i transponder); domet ultrazvuļnog daljinomjera 
ovisan o zvuļnim smetnjama iz okoline, u idealnim uvjetima iznosi å 50 m; baterijsko napajanje ureĽaja 
i transpondera (po jedna AA baterija). 

Technical Characteristics 

Ultrasound measuring principle; two part system (measuring device and transponder); ultrasound 
distance range depends on environment conditions; ideal conditions range is å 50 m; battery operated 
(single AA battery in measuring device and transponder). 

 

Dodatne informacije / Additional Information 

www.haglofcg.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ernest Gorġiĺ 
+ 385 1 2352457 
egorsic@sumfak.hr 
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Zrcalni stereoskop za fotointerpretaciju sa stolom za prosvjetljavanje  
Mirror stereoscopes for photointerpretation with table for illumination 
Sokkia, MS27 
 
 
Primjena 

Stol za prosvjetljavanje aerosnimaka 
(formata 23 Ĭ 23 cm) koristi se pri 
fotointerpretaciji zrcalnim 
stereoskopom Sokkia MS27. TRA2 
vodilica olakġava pregledavanje veĺih 
povrġina (viġe stereoparova) 
odjednom. 

Application 

Table for illumination of aerial 
imageries (formated 23 Ĭ 23 cm) is 
used for photo-interpretation by means 
of mirror stereoscope Sokkia MS27. 
TRA2 tracking device makes it easy to 
view multiple images (more 
stereopairs) at once. 

 

 

 

TehniĽke karakteristike 

Poveĺanje okulara (Sokkia MS27) 3Ĭ/8Ĭ; TRA2 vodilica; pomak 550 Ĭ 450 mm; stol dimenzija 3200 Ĭ 
800 Ĭ 800 mm. 

Technical Characteristics 

Binoculars magnification (Sokkia MS27) 3Ĭ/8Ĭ; TRA2 tracking device; range of displacement 550 Ĭ 
450 mm; table dimensions 3200 Ĭ 800 Ĭ 800 mm. 

 

Dodatne informacije / Additional Information 

www.sokkia.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Mario Anļiĺ 
+ 385 1 2352508 
mancic@sumfak.hr 

http://www.sokkia.com/
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ZAVOD ZA ĠUMARSKU GENETIKU, 
DENDROLOGIJU I BOTANIKU 
DEPARTMENT OF FOREST GENETICS,  
DENDROLOGY AND BOTANY 
 
Adresa/Address: Svetoġimunska 25, 10 000 Zagreb 
Tel.: + 385 1 6666 108 
Fax.: + 385 1 6666 113 
e-adresa: ratkajec@sumfak.hr 
Predstojnik zavoda / Head of Department: dr. sc. Saġa Bogdan, izv. prof. 

 

 
 

LABORATORIJ ZA MOLEKULARNU BIOLOGIJU I FIZIOLOGIJU BILJA  
LABORATORY OF MOLECULAR BIOLOGY AND PLANT PHYSIOLOGY 
Voditelj laboratorija / Head of Laboratory: dr. sc. Ida Katiļiĺ Bogdan, viġi asistent 
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Biofotometar 
Biophotometer 
Eppendorf AG, Plus 6132 
 
 
Primjena 

UreĽaj se korisiti za kvantifikaciju 
nukleinskih kiselina (dsDNA, ssDNA, 
RNA, Oligo), kvantifikaciju proteina 
(280 nm, Bradford, Lowry, BCA), 
mjerenja gustoĺe stanice (OD600) i 
direktne apsorpcije pojedinaļnih valnih 
duljina bez proraļunavanja. 

Application 

Apparatus is used for quantification of 
nucleic acids (dsDNA, ssDNA, RNA, 
Oligo), quantification of proteins (280 
nm, Bradford, Lowry, BCA), cell density 
(OD600) and direct absorbance 
measurement of single wavelengths 
without any calculation. 

 

 

 

TehniĽke karakteristike 

Apsorpcijski jednosnopni fotometar s referentnim snopom; izvor svjetlosti xenon flash ģarulja; visina 
svjetlosnog snopa 8,5 mm; mjerne valne duljine 230, 260, 280, 340, 405, 490, 550, 595, 650 nm; masa 
3 kg; moguĺnost koriġtenja UVette, Hellma TrayCell i obiļnih pravokutnih kiveta od prikladnog 
materijala.  

Technical Characteristics 

Absorption single beam photometer with reference beam; xenon flash lamp light source; light beam 
height 8.5 mm; measuring wavelengths 230, 260, 280, 340, 405, 490, 550, 595, 650 nm; weight 3 kg; 
possibility of using UVette, Hellma TrayCell and common rectangular cuvettes of suitable glass. 

 

Dodatne informacije / Additional Information 

www.eppendorf.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Centrifuga laboratorijska 
Laboratory centrifuge 
Eppendorf AG, 5804 R 
 
 
Primjena 

UreĽaj se koristi za visoke brzine 
centrifugiranja za potrebe molekularnih 
istraģivanja srednjeg kapaciteta.  

Application 

Apparatus is used for high speed 
centrifuging for medium capacity 
molecular research needs.  

 

 
 

TehniĽke karakteristike 

Raspon podeġavanja brzine vrtnje od 200 do 14000 min-1 uz korak od  10 cm-1; maksimalan kapacitet 
4 Ĭ 250 ml; 12 opcija rotora (swing-bucket i fiksni kutni rotori); 35 korisniļkih programa; raspon kontrola 
temperature od -9 do +40 ÁC; dimenzije 640 Ĭ 550 Ĭ 340 mm; masa 80 kg.  

Technical Characteristics 

Rotation speed adjustment range from 200 to 14000 min-1 with 10 cm-1 step; maximum capacity 4 Ĭ 
250 mL; 12 rotor options (swing-buckets and fixed-angle rotors); 35 user programs; temperature control 
in range from -9 to +40 ÁC; dimensions 640 Ĭ 550 Ĭ 340 mm; weight 80 kg. 

 

Dodatne informacije / Additional Information 

www.eppendorf.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Digestor laboratorijski 
Laboratory fume hood 
Grga i Melita, DIGIM18 

 
 
Primjena 

Digestor se koristi u svrhu 
ograniļavanja izloģenosti djelovanju 
ġtetnih i toksiļnih isparavanja ili 
praġine. 

Application 

Fume hood is used in order to limit 
exposure to hazardous or toxic fumes, 
vapours or dust. 

 

 
 

TehniĽke karakteristike 

Sigurnosno staklo debljine 6 mm; prikljuļci za medije (voda, plin); Shuko elektriļne utiļnice; keramiļka 
radna povrġina; visoka kemijska i bioloġka otpornost; ventilator s motorom u EX izvedbi snage 2000 
W; IP54 zaġtita; napon 380 (400) V / 50 (60) Hz. 

Technical Characteristics 

6 mm safety glass; connections for media (tap water, gas); Shuko power outlets; ceramic working 
surface; high chemical and biological resistance; 2000 W EX type motor with fan; IP54 protection; 380 
(400) V / 50 (60) Hz voltage. 

 

Dodatne informacije / Additional Information 

http://www.grga-melita.hr 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Hibridizacijska peĻnica 
Hybridization oven  
Kisker Biotech GmbH, MO-RK-HY 

 
 
Primjena 

UreĽaj se koristi za potrebe DNK 
hibridizacije. 

Application 

Apparatus is used for the purposes of 
DNA hybridization. 

 

 
 

TehniĽke karakteristike 

Raspon podeġavanja temperatura od +5 ÁC iznad sobne temperature do 85 ÁC; toļnost odrģavanja 
temperature (pri 37 ÁC) Ñ0,2 ÁC; brzina okretanja prihvatnika za epruvete podesiva u rasponu od 5 do 
100 min-1; korisniļka kalibracija temperature; unutraġnje dimenzije 340 Ĭ 225 Ĭ 260 mm; vanjske 
dimenzije 442 Ĭ 462 Ĭ 452 mm; masa 29 kg. 

Technical Characteristics 

Temperature adjustment range from +5 ÁC above room temperature to 85 ÁC; temerature accuracy (at 
37 ÁC) Ñ0.2 ÁC; rotation speed of tube rotisserie adjustable in range from 5 to 100 min-1; user 
temperature calibration; internal dimensions 340 Ĭ 225 Ĭ 260 mm; external dimensions 442 Ĭ 462 Ĭ 
452 mm; weight 29 kg. 

 

Dodatne informacije / Additional Information 

http://www.kisker-biotech.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Klorofilmetar prijenosni 
Portable chlorophyll content meter 
Opti-sciences inc., CCM-200 

 
 
Primjena 

UreĽaj se koristi za nedestruktivnu 
procjenu relativnog sadrģaja ukupnih 
klorofila u liġĺu na temelju vrijednosti 
koja predstavlja klorofilni indeks (CCI).  

Application 

Apparatus is used for non destructive 
evaluation of relative content of total 
chlorophyll in leaves based on the 
chlorophyll content index (CCI). 

 

 

 

TehniĽke karakteristike 

Rad na osnovi optiļkog upijanja svjetlosti pri 653 nm i 931 nm; promjer mjerne povrġine 9,52 mm; 
rezolucija 0,1 CCI jedinica; LED modul koji emitira svjetlost na dvije valne duljine; silikonski fotodiodni 
detektor s ugraĽenim pojaļalom za mjerenje apsorbancije; dimenzije 152 Ĭ 82 Ĭ 25 mm. 

Technical Characteristics 

Working principle based on optical light absorbance at 653 nm and 931 nm; measuring surface 
diameter 9.52 mm; resolution 0.1 CCI unit; dual wavelength emitting LED module; silicon photodiode 
detector with integral amplifier for absorbance measurement; size 152 Ĭ 82 Ĭ 25 mm. 

 

 

Dodatne informacije / Additional Information 

http://www.optisci.com/datasheet/ccm-200.pdf 

 

Osoba za kontakt / Contact Person 

dr. sc. Krunoslav Sever 
+ 385 1 6666106 
ksever@sumfak.hr 
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Laminarni kabinet za rad u atmosferi Ľistog zraka 
Laminar flow cabinet 
Klimaoprema d.d., KTV-S 

 
 
Primjena 

Laminarni kabinet koristi se za zaġtitu 
predmet rada od kontaminacije 
neļistoĺama koje se najļeġĺe nalaze u 
Ăobiļnojñ laboratorijskoj atmosferi. 

Application 

Laminar flow cabinet is used for 
protecting item of work from 
contamination with all ñcommonò 
laboratory atmosphere impurities. 

 

 

 

TehniĽke karakteristike 

Vanjske dimenzije 1030 Ĭ 825 Ĭ 2205 mm; dimenzije radnog prostora 885 Ĭ 610 Ĭ 620 mm; UV 
svjetiljka snage 30 W; vertikalno strujanje zraka; masa 230 kg; snaga motora 1700 W. 

Technical Characteristics 

External dimensions 1030 Ĭ 825 Ĭ 2205 mm; work space dimensions 885 Ĭ 610 Ĭ 620 mm; 30 W UV 
lamp; vertical air flow; weight 230 kg; motor power 1700 W. 

 

Dodatne informacije / Additional Information 

http://www.klimaoprema.hr 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Mikroskop 
Microscope 
Olympus, BX 41 

 
 
Primjena 

UreĽaj se koristi za rutinsko 
mikroskopiranje. 

Application 

Apparatus is used for rutine 
microscoping 

 

 
 

TehniĽke karakteristike 

Optiļki sustav UIS2/UIS; halogena ģarulja snage 30 W (napon 6 V); tubus U-BI30-2, U-TBI3, U-TR30-
2, U-SWTR-3; leĺe 10Ĭ, 40Ĭ, 100Ĭ; objektiv revolver U-D6RE; stalak U-SVRB-4; kondenzor U-AC2, U-
SC3, U-AAC. 

Technical Characteristics 

Optical system UIS2/UIS; 30 W halogen illumination bulb (6 V voltage); observing tube U-BI30-2, U-
TBI3, U-TR30-2, U-SWTR-3; lenses 10Ĭ, 40Ĭ, 100Ĭ; revolving nosepiece U-D6RE; stage U-SVRB-4; 
condenser U-AC2, U-SC3, U-AAC. 

 

Dodatne informacije / Additional Information 

http://www.olympusamerica.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Mikrotom 
Microtome 
Slee Mainz, CUT 5062 

 
 
Primjena 

UreĽaj se koristi za precizno rezanje 
bioloġkih uzoraka za izradu 
mikroskopskih preparata. 

Application 

Apparatus is used for precise cutting of 
biological samples for microscopic 
preparations. 

 

 
 

TehniĽke karakteristike 

Visoko precizno dodavanje uzoraka; rezanje ruļnim okretnikom; zakljuļavanje okretnika u svakom 
poloģaju; funkcija rezanja u 4 koraka; povlaļenje uzoraka povratnim okretom; zvuļni signal krajnjeg 
poloģaja uzorka; bez vibracija osnovne ploļe mikrotoma. 

Technical Characteristics 

High precision specimen feed; smoothly running handwheel; handwheel lock in each position; trimming 
function in 4 steps; specimen retraction upon backstroke; accoustic signal for end position of specimen 
movement; vibration free microtome base plate. 

 

Dodatne informacije / Additional Information 

http://www.sleemainz.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 

  



KATALOG OPREME  
EQUIPMENT CATALOGUE 

ĠO | ZAVOD ZA ĠUMARSKU GENETIKU, DENDROLOGIJU I BOTANIKU 
FS | DEPARTMENT OF FOREST GENETICS, DENDROLOGY AND BOTANY 

 

| 93 | 
SVEUĻILIĠTE U ZAGREBU / UNIVERSITY OF ZAGREB   ĠUMARSKI FAKULTET / FACULTY OF FORESTRY 

 

MjeĢalica laboratorijska vortex 
Laboratory vortex 
Kisker Biotech, L023 

 
 
Primjena 

UreĽaj se koristi za mijeġanje tvari u 
epruvetama od 1,5 do 50 ml (npr. 
mijeġanje uzoraka tkiva, kovitlanje 
staniļnih suspenzija, itd.). 

Application 

Apparatus is used for mixing 
substances in 1.5 to 50 mL test tubes 
(e.g. tissue samples mixing, cell 
suspensions vortexing, etc.). 

 

 

 

TehniĽke karakteristike 

Dva ureĽaja; raspon podeġavanja brzine vrtnje od 750 do 3000 min-1; vrijeme ubrzavanja 3 sekunde; 
putanja (orbita) 4 mm; vrijeme neprekidnog rada do maksimalno 8 sati; napon/struja 12 V / 320 mA 
(DC adapter); ulazna snaga motora 3,8 W; dimenzije 90 Ĭ 80 Ĭ 150 mm. 

Technical Characteristics 

Two devices; rotation speed adjustment range from 750 to 3000 min-1; acceleration time 3 seconds; 4 
mm orbit; continuous operation time up to 8 h maximum; 12 V / 320 mA voltage/current (DC adapter) 
motor input power 3.8 W; dimensions 90 Ĭ 80 Ĭ 150 mm. 

 

Dodatne informacije / Additional Information 

http://www.kisker-biotech.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Napajanje za elektroforezu 
Electrophoresis power supply 
Consort bvba, EV 243 

 
 
Primjena 

UreĽaj se koristi kao podesiv izvor 
napajanja za elektroforezu. 

Application 

Apparatus is used as adjustable power 
supply for electrophoresis. 

 

 
 

TehniĽke karakteristike 

Raspon podeġavanja napona od 0 do 400 V; raspon podeġavanja izlazne jakosti struje od 0 do 300 
mA; raspon podeġavanja izlazne snage od 0 do 50 W; dimenzije 240 Ĭ 200 Ĭ 130 mm; masa 3 kg; 
tajmer funkcija; LCD zaslon, 2 Ĭ 16 znakova; rezolucija 1 V, 1 mA, 1 W. 

Technical Characteristics 

Voltage adjustment range from 0 to 400 V; output current adjustment range from 0 to 300 mA; output 
power adjustment range from 0 to 50 W; dimensions 240 Ĭ 200 Ĭ 130 mm; weight 3 kg; timer function; 
LCD display, 2 Ĭ 16 characters; resolution 1 V, 1 mA, 1 W. 

 

Dodatne informacije / Additional Information 

www.consort.be 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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pH metar 
pH-meter 
Sartorius, PB-11 

 
 
Primjena 

UreĽaj se koristi za mjerenje pH 
vrijednosti, koncentracije i redoks 
potencijala otopina. 

Application 

Apparatus is used for solution pH 
value, concentration and redox 
potential measurements. 

 

 
 

TehniĽke karakteristike 

Raspon mjerenja od 0 do 14 pH / od 0 do 100 ÁC; rezolucija 0,01 pH / 0,1 ÁC; toļnost Ñ0,01 pH / Ñ0,2 
ÁC; automatsko prepoznavanje 16 pufera; automatska kompenzacija temperature. 

Technical Characteristics 

Measuring range from 0 to 14 pH / from 0 to 100 ÁC ; resolution 0.01 pH / 0,1 ÁC; accuracy Ñ0.01 pH / 
Ñ0.2 ÁC; automatic buffer recognition for 16 buffers; automatic temperature compensation. 

 

Dodatne informacije / Additional Information 

www.sartorius.hr 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Skener 
Scanner 
Microtek, ScanMaker 9800XL 
 
 
Primjena 

A3 skener svestranih funkcija posebno 
je osmiġljen za profesionalce koji 
zahtijevaju iznimnu kvalitetu slike. 

Application 

A3 scanner with versatile functions 
specifically designed for professionals 
who require exceptional image quality. 

 

 
 

TehniĽke karakteristike 

LED izvor svjetla za uġtedu energije; optiļki dinamiļki raspon od 3,7 Dmax; precizne boje, vrhunske 
sjene i naglaġeno oġtri detalji i oġtre slike; optiļka razluļivost skeniranja 1600 tpi. 

Technical Characteristics 

Warm-up free energy saving LED light source; an optical dynamic range of 3.7 Dmax; accurate colours, 
superb shadows and highlighted crisp details and sharp images; true optical resolution 1600 dpi. 

 

Dodatne informacije / Additional Information 

http://www.microtekusa.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Stereomikroskopska stanica s digitalnom kamerom 
Stereomicroscope station with digital camera 
Olympus, SZX12 

 
 
Primjena 

Stanica se koristi za  promatranje slike i 
digitalno snimanje s ciljem utvrĽivanja  
morfologije pri odreĽivanju biljnih svojti. 

Application 

Station is used for image observation 
and digital recording with aim of 
defining morphology for plant taxa 
determination. 

 

 
 

TehniĽke karakteristike 

Raspon zumiranja od 0,7Ĭ do 9Ĭ; omjer zumiranja 12,86; numeriļki otvor (objektiv 1Ĭ) 0,11 mm; 22 
polja; maksimalan otvor polja (objektiv 1Ĭ) 31,43 mm; ugraĽena dijafragma blende; ukupan raspon 
poveĺanja od 2,1Ĭ do 675Ĭ; digitalna kamera ColorView II rezolucije 2576 Ĭ 1932. 

Technical Characteristics 

Zoom range from 0.7Ĭ to 9Ĭ; zoom ratio 12.86; numerical aperture (objective 1Ĭ) 0.11; 22 fields; 
maximum field diameter (objective 1Ĭ) 31.43 mm; incorporated aperture diaphragm; total magnification 
range from 2.1Ĭ to 675Ĭ; digital camera ColorView II with resolution 2576 Ĭ 1932. 

 

Dodatne informacije / Additional Information 

http://www.olympusamerica.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Sterilizator parni (autoklav) 
Autoclave 
Kambiļ, Autoklav A-21 CA 

 
 
Primjena 

UreĽaj se koristi za parnu sterilizaciju 
svih vrsta materijala i tekuĺina.  

Application 

Apparatus is used for steam 
sterilization of all kinds of materials and 
fluids. 

 

 
 

TehniĽke karakteristike 

Volumen 21 l; dimenzije komore 250 Ĭ 400 mm; vanjske dimenzije 500 Ĭ 400 Ĭ 550 mm; 5 programa; 
raspon podeġavanje temperature sterilizacije od 105 do 135 ÁC; raspon podeġavanje vremena trajanja 
sterilizacije od 1 do 90 min; raspon podeġavanje vremena suġenja od 1 do 90 min. 

Technical Characteristics 

Volume 21 L; chamber dimensions 250 Ĭ 400 mm; external dimensions 500 Ĭ 400 Ĭ 550 mm; 5 
programmes; sterilization temperature adjustment range from 105 to 135 ÁC; sterilization time 
adjustment range from 1 to 90 min; drying time adjustment range from 1 to 90 min. 

 

Dodatne informacije / Additional Information 

http://www.kambic.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Sustav za mjerenje fotosinteze prijenosni 
Portable photosynthesis measurement system 
ADC BioScientific, LCpro 

 
 
Primjena 

UreĽaj se koristi za mjerenje izmjene 
plinova u biljkama i automatske 
proraļune stope fotosintetske 
aktivnosti i stope transpiracije.  

Application 

Apparatus is used for surveying gas 
exchange in plants and for automatic 
calculations of photosynthetic activity 
rate and rate of transpiration.  

 

 

 

TehniĽke karakteristike 

Mjerni raspon CO2 od 0 do 2000 ppm uz rezoluciju od 1 ppm; IC analizator plinova automatski mjeri 
tlak i temperaturu zraka; mjerni raspon H2O od 0 do 75 mbar uz rezoluciju od 0,1 mbar; dva senzora 
za mjerenje vlaģnosti zraka; PAR od 0 do 3000 ɛmols/(m2Ĭs); masa lisne komore 0,8 kg, dimenzije 
lisne komore 300 Ĭ 70 Ĭ 70 mm. 

Technical Characteristics 

CO2 measuring range from 0 to 2000 ppm with 1 ppm resolution; IR gas analyser automatically 
measures atmospheric pressure and temperature; H2O measuring range from 0 to 75 mbar with 0.1 
mbar resolution; two laser trimmed, fast response water vapour sensors; PAR from 0 to 3000 
ɛmols/(m2Ĭs); leaf chamber weight 0.8 kg, leaf chamber dimensions 300 Ĭ 70 Ĭ 70 mm. 

 

Dodatne informacije / Additional Information 

http://www.zealquest.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Krunoslav Sever 
+ 385 1 6666106 
ksever@sumfak.hr 
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Sustav za proĽiĢĻavanje vode 
Water purification system  
TKA, Smart2pure 

 
 
Primjena 

UreĽaj se koristi za proļiġĺavanje 
obiļne vode iz slavine do razine 
najļiġĺe vode ï ASTM tipovi I i II 
(ultraļista voda). 

Application 

Apparatus is used for converting 
normal tap water to ASTM types I and 
II pure (ultrapure) water. 

 

 
 

TehniĽke karakteristike 

Uļinak proļiġĺavanja (pri 15 ÁC) 6 l/h; protok 1 l/min; radni tlak od 1 do 6 bar; voda ļistoĺe ASTM I 
(konduktivitet 0,055 ɛS/cm, elektriļni otpor pripremljene vode pri 25 ÁC 18,2 MɋĬcm, TOC vrijednost 
od 5 do 10 ppb, sadrģaj bakterija < 1 KbE/ml, endotoksini < 1 EU/ml); voda ļistoĺe ASTM II 
(konduktivitet od 0,067 do 0,1 ɛS/cm, elektriļni otpor pripremljene vode pri 25 ÁC od 15 do 10 MɋĬcm); 
dimenzije 305 Ĭ 400 Ĭ 454 mm; masa 22 kg. 

Technical Characteristics 

Permeate performance (at 15 ÁC) 6 L/h; flow rate 1 L/min; operating pressure from 1 to 6 bar; ASTM I 
type water (conductivity 0.055 ɛS/cm, electrical resistance of prepared water at 25 ÁC 18.2 MɋĬcm, 
TOC value from 5 to 10 ppb; bacterial content < 1 KbE/mL, endotoxins < 1 EU/mL)  ASTM II type water 
(conductivity from 0.067 to 0.1 ɛS/cm, electrical  resistance of prepared water at 25 ÁC from 15 to 10 
MɋĬcm); dimensions 305 Ĭ 400 Ĭ 545 mm; weight 22 kg. 

 

Dodatne informacije / Additional Information 

http://www.tka.de 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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SuĢionik laboratorijski s prisilnim strujanjem zraka 1 
Laboratory drying oven with forced air circulation 1 
Binder, FED 240 

 
 
Primjena 

UreĽaj se koristi za brzo zagrijavanje i 
suġenje uzoraka. 

Application 

Apparatus is used for fast heating and 
drying of samples. 

 

 
 

TehniĽke karakteristike 

Volumen radnog prostora 240 l; raspon podeġavanja temperature od +5 ÁC iznad temperature okoline 
do 300 ÁC; MS kontroler s nekoliko vremenskih funkcija. 

Technical Characteristics 

Working chamber volume 240 L; temperature adjustment range from +5 ÁC above ambient temperature 
to 300 ÁC; MS controller with several timer functions. 

 

Dodatne informacije / Additional Information 

http://www.binder-world.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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SuĢionik laboratorijski s prisilnim strujanjem zraka 2 
Laboratory drying oven with forced air circulation 2 
INKO Lab, SL80L 
 
 
Primjena 

UreĽaj se koristi za inkubiranje i 
suġenje uzoraka. 

Application 

Apparatus is used for incubation and 
drying of samples. 

 

 
 

TehniĽke karakteristike 

Raspon podeġavanja temperature od +5 ÁC iznad temperature okoline do 300 ÁC; mikroprocesorski 
regulator temperature ñJUMOò; tajmer funkcija sa zvuļnim alarmom; ļetveroģilna temperaturna sonda 
Pt100/Pt1000 ñJUMOò klase A toļnosti 0,1 ÁC; snaga 800 W s jednim grijaļem i ventilatorom; dimenzije 
radnog prostora 450 Ĭ 450 Ĭ 400 mm.  

Technical Characteristics 

Temperature adjustment range from +5 ÁC above ambient temperature to 300 ÁC; microprocessor 
temperature controller "JUMO"; timer function with audio alarm; four-wire "JUMO" Pt100/Pt1000 
temperature class A probe with accuracy 0.1 ÁC; 800 W power with a heater and fan; inner dimensions 
450 Ĭ 450 Ĭ 400 mm. 

 

Dodatne informacije / Additional Information 

http://inkolab.hr 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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TermomjeĢalica 
Thermomixer 
Eppendorf AG, Thermomixer compact 

 
 
Primjena 

UreĽaj se koristi za 
zagrijavanje/hlaĽenje i mijeġanje 
uzoraka u ispitnim epruvetama (2,0 
ml). 

Application 

Apparatus is used for heating/cooling 
and mixing of samples in the test tubes 
(2.0 mL). 

 

 
 

TehniĽke karakteristike 

Termoblok za 24 epruvete (2,0 ml); raspon podeġavanja temperature od +4 ÁC iznad temperature 
okoline do 99 ÁC; raspon podeġavanja brzine mijeġanja od 300 do 1400 min-1; preciznost inkubacije 
Ñ1 ÁC izmeĽu 20 i 45 ÁC; brzina zagrijavanja å 5 ÁC/min; raspon mijeġanja 3 mm (kruģni uzorak); 
napon 240 V / 50 (60) Hz, zbirna snaga grijaļa i motora 90 W.  

Technical Characteristics 

Thermoblock for 24 micro test tubes (2.0 mL); temperature adjustment range from +4 ÁC above ambient 
temperature to 90 ÁC; mixing frequency adjustment range from 300 to 1400 min-1; incubating accuracy 
Ñ1 ÁC between 20 and 45 ÁC; heating up time å 5 ÁC/min; mixing stroke 3 mm (circular path); 240 V / 
50 (60) Hz voltage, combined heater and motor power 90 W. 

 

Dodatne informacije / Additional Information 

www.eppendorf.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Transiluminator UV s kamerom 
UV transiluminator with camera  
Bio-Imaging Systems DNR, MiniBIS Pro 

 
 
Primjena 

UreĽaj se koristi za otkrivanje i 
kvantificiranje obojenih i markiranih 
nukleinskih kiselina, ukljuļujuĺi etidijev 
bromid, GelStarÊ, SYBRÊ Gold, 
fluoresceinsku, Texas RedÊ i dr. 

Application 

Apparatus is used for detection and 
quantitation of nucleic acid stains and 
labels, including Ethidium Bromide, 
GelStarÊ, SYBRÊ Gold, Fluorescein, 
Texas RedÊ, and more. 

 

 

 

TehniĽke karakteristike 

CCD senzor kamere; 16-bit gradacija (65536 sivih nijansi); rezolucija 1296 Ĭ 964, 1,3 Mpix; dodatna 
moguĺnost kontrole fokusa; digitalni fokus u stvarnom vremenu (Ĭ6); fotografiranje pomoĺu softvera 
DNR GelCapture. 

Technical Characteristics 

CCD camera sensor; 16-bit gradation (65536 gray levels); resolution 1296 Ĭ 964, 1.3 million pixels; 
optional zoom control; real time digital zoom (Ĭ6); image capture using DNRôs GelCapture software. 

 

Dodatne informacije / Additional Information 

www.dnr-is.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 

  



KATALOG OPREME  
EQUIPMENT CATALOGUE 

ĠO | ZAVOD ZA ĠUMARSKU GENETIKU, DENDROLOGIJU I BOTANIKU 
FS | DEPARTMENT OF FOREST GENETICS, DENDROLOGY AND BOTANY 

 

| 105 | 
SVEUĻILIĠTE U ZAGREBU / UNIVERSITY OF ZAGREB   ĠUMARSKI FAKULTET / FACULTY OF FORESTRY 

 

Tresilica orbitalna 
Orbital shaker 
Kisker Biotech, L048-N 

 
 
Primjena 

UreĽaj se koristi za intenzivno 
mijeġanje bioloġkih suspenzija ili 
kemijskih komponenata u veĺem 
volumenu ukupnog kapaciteta od 8 kg.  

Application 

Apparatus is used for intensive mixing 
of biological suspensions or chemical 
componentes in bigger volumes with 
total capacity of 8 kg.  

 

 

 

TehniĽke karakteristike 

Raspon podeġavanja brzine treġnje od 20 do 250 min-1; digitalni zaslon; raspon podeġavanja vremena 
rada od 1 min do 96 sati; putanja (orbita) 20 mm; maksimalan teret 8 kg; velika platforma s fiksacijskim 
valjcima; radna temperatura od 4 do 40 ÁC; napon/struja 12 V / 4,16 A (DC adapter); masa 14 kg; 
dimenzije 410 Ĭ 410 Ĭ 130 mm. 

Technical Characteristics 

Shaking speed adjustment range from 20 to 250 min-1; digital display; work time adjustment range  from 
1 min to 96 hours; 20 mm orbit; maximum load 8 kg; large platform with fixation rolls; surrounding 
working temperature from 4 to 40 ÁC; 12 V / 4,16 A voltage/current (DC adapter); weight 14 kg; 
dimensions 410 Ĭ 410 Ĭ 130 mm. 

 

Dodatne informacije / Additional Information 

http://www.kisker-biotech.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Ureľaj za lanĽanu reakciju polimerazom 
Thermal cycler 
Eppendorf AG, Mastercycler EP Gradient 

 
 
Primjena 

UreĽaj se koristi za umnoģavanje 
molekula DNK lanļanom polimerazom 
(PCR). 

Application 

Apparatus is used for multiplying DNA 
molecules by means of polymerase 
chain reaction (PCR). 

 

 
 

TehniĽke karakteristike 

Kapacitet 96 Ĭ 0,2 ml PCR epruvete; kontrola temperature bloka ili kontrola temperature epruvete; 
gradijent temperature u rasponu od 1 do 20 ÁC; brzina zagrijavanja å 4 ÁC/s; brzina hlaĽenja å 3 ÁC/s; 
dimenzije 254 Ĭ 406,4 Ĭ 304,8 mm; snaga 800 W; napon 100-130 V / 50/60 Hz. 

Technical Characteristics 

Capacity 96 Ĭ 0.2 mL PCR tubes; block temperature control or tube temperature control; temperature 
gradient range from 1 to 20 ÁC; heating rate å 4 ÁC/s; cooling rate å 3 ÁC/s; dimensions 254 Ĭ 406,4 Ĭ 
304,8 mm; 800 W power; 100-130 V / 50/60 Hz voltage. 

 

Dodatne informacije / Additional Information 

www.eppendorf.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Ureľaj za razgradnju tkiva (liziranje) 
Tissuelyser  
Qiagen, Tissuelyser II 

 
 
Primjena 

UreĽaj se koristi za istovremenu 
razgradnju viġe bioloġkih uzoraka 
velikom brzinom treġnje plastiļnih 
epruvetica u kojima su uz uzorak 
kuglice od nerĽajuĺeg ļelika, volfram 
karbida ili stakla,  

Application 

Apparatus is used for simultaneous 
disruption of multiple biological 
samples through high-speed shaking of 
plastic tubes with samples and 
stainless steel, tungsten carbide, or 
glass beads.  

 

 

 

TehniĽke karakteristike 

Razgradnje na principu brze treġnje uzoraka u epruvetama od 1,2 ili 2 ml s kuglicama od nerĽajuĺeg 
ļelika ili stakla; raspon podeġavanja frekvencije treġnje od 3 do 30 Hz (od 180 do 1800 min-1); opcije 
rada sa 2 Ĭ 96 mikroepruveta (1,2 ml) ili 2 Ĭ 24 epruvete za mikrocentrifugiranje (2 ml). 

Technical Characteristics 

Disruption based on highspeed shaking of samples in 1.2 mL collection tubes or 2 mL microcentrifuge 
tubes with stainless steel or glass beads; shaking frequency adjustment range from 3 to 30 Hz (from 
180 to 1800 min-1); working options with 2 Ĭ 96 collection microtubes (1.2 mL) or with 2 Ĭ 24 
microcentrifuge tubes (2 mL). 

 

Dodatne informacije / Additional Information 

http://www.qiagen.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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Vaga analitiĽka 
Analytical balance 
Sartorius, Acculab ALC110.4 

 
 
Primjena 

Vaga se koristi za precizno vaganje 
razliļitih tipova uzoraka. 

Application 

Balance is used for precise weighing of 
different sample types. 

 

 
 

TehniĽke karakteristike 

Maksimalni kapacitet vaganja 110 g; oļitanje 0,1 mg; opcije vaganja: komada po masi, postotno 
vaganje, uprosjeļivanje; ABS plastiļno kuĺiġte, ploļa za vaganje od nerĽajuĺeg ļelika; promjer 
platforme za vaganje 84 mm. 

Technical Characteristics 

Maximum weighing capacity 110 g; readability 0.1 mg; weighing options: parts per weigh, percent 
weighing, averaging; ABS plastic housing, stainless steel weighing pan; diameter of weighing platform 
84 mm. 

 

Dodatne informacije / Additional Information 

www.sartorius.hr 

 

Osoba za kontakt / Contact Person 

dr. sc. Ida Katiļiĺ Bogdan 
+ 385 1 2352545 
ikaticic@sumfak.hr 
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ZAVOD ZA ĠUMARSKE TEHNIKE I 
TEHNOLOGIJE 
DEPARTMENT OF FOREST ENGINEERING 

 
Adresa/Address: Svetoġimunska 25, 10 000 Zagreb 
Tel.: + 385 1 6666-114 
Fax.: + 385 1 2352 517 
e-adresa: iskorsum@sumfak.hr 
Predstojnik zavoda / Head of Department: prof. dr. sc. Dubravko Horvat 

 

 
 

LABORATORIJ ZA TEHNIĻKO-TEHNOLOĠKE IZMJERE U ĠUMARSTVU 
LABORATORY OF TECHNICAL AND TECHNOLOGICAL MEASUREMENTS IN FORESTRY 
Voditelj laboratorija / Head of Laboratory: dr. sc. Marijan Ġuġnjar, izv. prof. 

 
LABORATORIJ ZA ĠUMSKU BIOMASU 
LABORATORY OF FOREST BIOMASS 
Voditelj laboratorija / Head of Laboratory: dr. sc. Ģeljko Zeļiĺ, izv. prof. 
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Daljinomjer laserski  
Laser rangefinder  
Laser Technology Inc., TruPulse 200B 
 
 
Primjena 

UreĽaj se koristi za mjerenje 
udaljenosti, nagiba terena i visina. 

Application 

Apparatus is used for measuring 
distance, slope and height. 

 

 
 

TehniĽke karakteristike 

Princip mjerenja laserom;  raspon mjerenja kutova Ñ90Á s toļnoġĺu od 0,25Á; maksimalna udaljenost 
mjerenja do nereflektirajuĺe mete 1000 m s toļnoġĺu od Ñ30 cm (1 m). 

Technical Characteristics 

Laser based measuring principle; range of angle measurement Ñ90Á with accuracy of 0.25Á; maximum 
measurement distance to non reflecting targets 1000 m with accuracy Ñ30 cm (1 m). 

 

 

Dodatne informacije / Additional Information 

http://www.lasertech.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Dinko Vusiĺ 
+385 098 440 426 
dvusic@sumfak.hr 
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Deflektometar  
Light weight deflectometer  
ZORN INSTRUMENTS e. K., ZFG 3.0 

 
 
Primjena 

UreĽaj se koristi za dinamiļko ispitivanje 
tla prilikom zemljanih radova, izgradnje 
cesta i traļnica te u niskogradnji. 
TakoĽer se koristi za odreĽivanje 
nosivosti i procjenu zbijenosti tla i rasutih 
podloga. 

Application 

Apparatus is used for dynamic testing of 
soil during earthworks, road and rail 
track construction. It is also used in 
determination of load bearing capacity 
and for assessing soil and loose base 
courses compaction. 

 

 

 

TehniĽke karakteristike 

Ispitna metoda prikladna je za krupno zrnata i mjeġovito zrnata tla do maksimalne veliļine zrna od 63 
mm; rezultat testiranja u MN/mĮ; raspon mjerenja od 15 do 70 MN/mĮ, uz uteg od 15 kg raspon se 
proġiruje na 70 do 105 MN/mĮ. 

Technical Characteristics 

Test method suitable for coarse grained and mixed grained soils up to a maximum grain size of 63 mm; 
test result displayed in MN/mĮ; measuring range from 15 ato 70 MN/mĮ, with 15 kg load measuring 
range is extended from 70 to 105 MN/mĮ. 

 

Dodatne informacije / Additional Information 

https://www.zorn-instruments.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Marijan Ġuġnjar, izv. prof. 
+ 385 1 2352552 
msusnjar@sumfak.hr 
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GPS ureľaj za praĻenje  
GPS tracking device  
Garmin, Astro 320 

 
 
Primjena 

UreĽaj se koristi za istovremeno 
praĺenje najviġe 10 pasa ili strojeva na 
udaljenosti do 14,5 km, ovisno o 
terenu. 

Application 

Apparatus is used for simultaneous 
tracking of up to 10 dogs or machines 
within  distance of 14.5 km, depending 
on terrain. 

 

 
 

TehniĽke karakteristike 

Praĺenje do najviġe 10 pasa uz viġe ruļnih ureĽaja i ogrlica za pse; osjetljiv odaġiljaļ Garmin 
GPS/GLONASS; poboljġane moguĺnosti iscrtavanja karata; elektroniļki kompas s 3 osi kompatibilan 
s uslugom BirdsEye Satellite Imagery; zaslon u boji veliļine 66 mm. 

Technical Characteristics 

Tracking of up to 10 dogs with multiple handheld devices and dog collars; sensitive Garmin 
GPS/GLONASS transmitter; enhanced map plotting; electronic compass with three axles compatible 
with BirdsEye Satellite Imagery service; 66 mm colour screen. 

 

 

Dodatne informacije / Additional Information 

http://sites.garmin.com/en-US/astro 

 

Osoba za kontakt / Contact Person 

dr. sc. Marijan Ġuġnjar, izv. prof. 
+ 385 1 2352552 
msusnjar@sumfak.hr 
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Mjerna platforma i indikator 
Weighing platform and indicator 
Dini Argeo S.r.l., WWSC10TM i DFWKRP 

 
 
Primjena 

Niskoprofilne platforme (4 kom) 
spojene na indikator koriste se za 
vaganje ġumskih vozila i kamiona. 

Application 

Low profile platforms (4 pcs) connected 
to indicator are used for weighing forest 
vehicles and trucks. 

 

 

 

TehniĽke karakteristike 

Maksimalno optereĺenje platforme 10 t; masa å 19,5 kg; dimenzije platforme 500 Ĭ 511 Ĭ 58 mm; 
ļvrsta aluminijska konstrukcija; smjeġteno u metalni kovļeg; baterijsko napajanje (ugraĽena punjiva 
baterija); moguĺnost spajanja do 4 platforme; tipkovnica sa 17 tipki; LCD zaslon s pozadinskim 
osvjetljenjem; printer. 

Technical Characteristics 

Maximum platform working load 10 t;  weight å 19.5 kg; platform dimensions 500 Ĭ 511 Ĭ 58 mm; sturdy 
aluminium construction; rack type metallic case; battery powered (built-in rechargeable battery), 
possibility of connecting up to 4 platforms; 17 keys keyboard; LCD backlit display; printer. 

 

Dodatne informacije / Additional Information 

http://www.vage.hr 
http://www.diniargeo.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Marijan Ġuġnjar, izv. prof. 
+ 385 1 2352552 
msusnjar@sumfak.hr 
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Mlin rezni 
Cutting mill  
Retsch, SM 300 

 
 
Primjena 

Koristi za usitnjavanje razliļitih tipova 
uzoraka rezanjem. 

 Application 

Mill is used for different sample types 
grinding by means of cutting.  

 

 
 

TehniĽke karakteristike 

Prikladan za usitnjavanje mekih, srednje tvrdih, tvrdih, elastiļnih, vlaknastih i heterogenih mjeġavina 
uzoraka; raspon podeġavanja brzine vrtnje od 700 do 3000 min-1; rotor sa ġest diskova; sito 
trapezoidnog otvora oko dimenzija 1 mm za usitnjavanje bez kontaminacije teġkim metalima. 

Technical Characteristics 

Suitable for grinding of soft, medium-hard, tough, elastic, fibrous and heterogeneous mixes of samples; 
rotation speed adjustment range from 700 to 3000 min-1; 6 disc rotor; sieve with 1 mm trapezoid holes 
for heavy-metal free grinding. 

 

Dodatne informacije / Additional Information 

http://www.retsch.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Dinko Vusiĺ 
+385 1 2352488 
dvusic@sumfak.hr 
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PeĻ mufolna 
Muffle furnace  
Nabertherm, L9/11 

 
 
Primjena 

UreĽaj se rabi za kontrolirano ģarenje 
laboratorijskih uzoraka radi odreĽivanja 
udjela mineralnih tvari (pepela).  

Application 

Apparatus is used for controlled 
annealing of laboratory samples in 
order to determine mineral matter (ash) 
content. 

 

 
 

TehniĽke karakteristike 

Podizna vrata; nominalna temperatura 1100 ÁC; kontrola temperature termoļlankom NiCr-Ni; 
upravljaļki kontroler P 330; moguĺnost programiranja temperaturnih gradijenata i rampi;  dimnjak s 
ventilatorom i katalizatorom. 

Technical Characteristics 

Lifting door; nominal temperature 1100 ÁC; temperature control controlled by NiCr-Ni thermocouple; 
controller unit P 330; possibility of temperature gradients and ramps programming; chimney with fan 
and catalytic converter. 

 

Dodatne informacije / Additional Information 

http://www.nabertherm.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Dinko Vusiĺ 
+385 1 2352488 
dvusic@sumfak.hr 
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Penetrometar digitalni 
Penetrologger  
Eijkelkamp, Penetrologger 

 
 
Primjena 

UreĽaj se koristi za geotehniļka 
istraģivanja tla, istraģivanja prometnosti 
ili kapaciteta nosivosti tla. 

Application 

Apparatus is used for geotechnical soil 
researches, trafficability or soil load 
bearing capacity. 

 

 
 

TehniĽke karakteristike 

Moguĺnost pohrane do 1500 rezultata; maksimalna sila penetracije 1000 N; maksimalna dubina 
mjerenja 0,80 m; rezolucija Ñ1 %; raspon mjerenja od 5 do 55 %; preciznost mjerenja 5 %; kovļeg 
dimenzija 60 Ĭ 30 Ĭ 24 cm; masa 15,5 kg. 

Technical Characteristics 

Data storage capacity of 1500 results; maximum penetration force 1000 N; maximum measuring depth 
0.80 m; resolution  Ñ1 %; measuring range from 5 to 55 %; measuring accuracy 5 %; hard case sized 
60 Ĭ 30 Ĭ 24 cm; weight 15.5 kg. 

 

Dodatne informacije / Additional Information 

https://en.eijkelkamp.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Marijan Ġuġnjar, izv. prof. 
+ 385 1 2352552 
msusnjar@sumfak.hr 
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Promjerka digitalna 
Digital caliper  
Haglºf Sweden AB Digitech Professional 

 
 
Primjena 

UreĽaj se koristi za mjerenje i 
pohranjivanje prsnih promjera stabala i 
promjera oblovine. 

Application 

Apparatus is used for measuring and 
recording of DBH and log diameter 
data. 

 

 
 

TehniĽke karakteristike 

Digitalna promjerka sa sklopivim ļeljustima; raspon mjerenja do 1000 mm; ukljuļeni raļunalni programi 
za pohranjivanje i obradu podataka. 

Technical Characteristics 

Digital caliper with folding jaws; measuring range up to 1000 mm; included software for recording and 
data processing. 

 

Dodatne informacije / Additional Information 

http://haglofcg.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Dinko Vusiĺ 
+385 1 2352488 
dvusic@sumfak.hr 
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SuĢionik laboratorijski s prisilnim strujanjem zraka 1 
Laboratory drying oven with forced air circulation 1 
Binder, FD 115 

 
 
Primjena 

UreĽaj se koristi prilikom gravimetrijskih 
analiza.  

Application 

Apparatus is used during gravimetricall 
analysis . 

 

 
 

TehniĽke karakteristike 

Volumen radnog prostora 115 l; raspon podeġavanja temperature od +5 ÁC iznad temperature okoline 
do 300 ÁC (rezolucija 1 ÁC); podesiva prednja ventilacijska zaklopka; straģnji ispuh promjera 50 mm.  

Technical Characteristics 

Working chamber volume 115 L; temperature adjustment range from +5 ÁC above ambient temperature 
to 300 ÁC (resolution 1 ÁC); adjustable front ventilation flap; rear exhaust of 50 mm diameter.  

 

Dodatne informacije / Additional Information 

http://www.binder-world.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Dinko Vusiĺ 
+385 1 2352488 
dvusic@sumfak.hr 
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SuĢionik laboratorijski s prisilnim strujanjem zraka 2 
Laboratory drying oven with forced air circulation 2 
Binder, FD 240 

 
 
Primjena 

UreĽaj se koristi prilikom gravimetrijskih 
analiza.  

Application 

Apparatus is used during gravimetricall 
analysis . 

 

 
 

TehniĽke karakteristike 

Volumen radnog prostora 240 l; raspon podeġavanja temperature od +5 ÁC iznad temperature okoline 
do 300 ÁC (rezolucija 1 ÁC); podesiva prednja ventilacijska zaklopka; straģnji ispuh promjera 50 mm.  

Technical Characteristics 

Working chamber volume 240 L; temperature adjustment range from +5 ÁC above ambient temperature 
to 300 ÁC (resolution 1 ÁC); adjustable front ventilation flap; rear exhaust of 50 mm diameter. 

 

Dodatne informacije / Additional Information 

http://www.binder-world.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Dinko Vusiĺ 
+385 1 2352488 
dvusic@sumfak.hr 
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Tresilica sita vibraciona 
Vibratory sieve shaker 
Retsch, AS 400 control 

 
 
Primjena 

UreĽaj se koristi za utvrĽivanje 
granulometrijske strukture uzoraka. 

Application 

Apparatus is used for sample particle 
size distribution determination.  

 

 
 

TehniĽke karakteristike 

Ispitnih sita promjera 400 mm; ujednaļeno horizontalno kruģno gibanje (od 50 do 300 min-1); precizno 
razdvajanje sitnih i krupnih ļestica; opremljen sitima okruglih otvora oka promjera 3,15 mm, 8 mm, 16 
mm, 45 mm i 63 mm. 

Technical Characteristics 

Test sieve diameter 400 mm; uniform horizontal circular motion (from 50 to 300 min-1); exact separation 
of fine and coarse grained particles; equipped with 3.15 mm, 8 mm, 16 mm, 45 mm and 63 mm round 
hole sieves. 

 

Dodatne informacije / Additional Information 

http://www.retsch.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Dinko Vusiĺ 
+385 1 2352488 
dvusic@sumfak.hr 
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Ureľaj za kontinuiran nadzor viĢe plinova prijenosni  
Portable multi-gas detection device  
Drªger, X-am 7000 

 
 
Primjena 

Koristi se za kontinuirano mjerenje 
koncentracije nekoliko vrsta plinova u 
radnoj atmosferi. 

Application 

Drªger X-am 7000 is used for 
continuous measuring of concentration 
of few types of gases in working 
atmosphere.  

 

 
 

TehniĽke karakteristike 

Dimenzije 150 Ĭ 140 Ĭ 75 mm; masa 600 g; baterijsko napajanje (punjive baterije mase 490 g, 3.0 Ah). 

Technical Characteristics 

Dimensions 150 Ĭ 140 Ĭ 75 mm; weight 600 g; battery powered (rechargeable batteries weight 490 g, 
3.0 Ah). 

 

Dodatne informacije / Additional Information 

http://www.draeger.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Marijan Ġuġnjar, izv. prof. 
+ 385 1 2352552 
msusnjar@sumfak.hr 
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Vaga analitiĽka  
Analytical balance  
Mettler Toledo, XA 204 DR 

 
 
Primjena 

Vaga se koristi za odreĽivanje mase 
uzoraka. 

Application 

Balance is used for determination of 
sample mass. 

 

 
 

TehniĽke karakteristike 

Dual range; maksimalna teģina vaganja 80 / 220 g; oļitanje 0,01 / 0,1 mg.  

Technical Characteristics 

Dual range; maximum weighing capacity 80 / 220 g; readability 0.01 / 0.1 mg.  

 

Dodatne informacije / Additional Information 

http://hr.mt.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Dinko Vusiĺ 
+385 1 2352488 
dvusic@sumfak.hr 
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Vaga precizna   
Precise balance  
KERN, 440-49A 

 
 
Primjena 

Vaga se koristi za odreĽivanje mase 
uzoraka.  

Application 

Balance is used for determination of 
sample mass. 

 

 
 

TehniĽke karakteristike 

Maksimalna teģina vaganja 6000 g; oļitanje 0,01 g. 

Technical Characteristics 

Maximum weighing capacity 6000 g; readability 0.01 g. 
 

 

Dodatne informacije / Additional Information 

http://www.kern-sohn.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Dinko Vusiĺ 
+385 1 2352488 
dvusic@sumfak.hr 
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Vaga precizna prijenosna 
Portable precise balance  
KERN, EMB 1200-1 

 
 
Primjena 

Vaga se koristi za odreĽivanje mase 
uzoraka.  

Application 

Balance is used for determination of 
sample mass. 

 

 
 

TehniĽke karakteristike 

Maksimalna teģina vaganja 1200 g;  oļitanje 0,1 g; baterijsko napajanje (blok baterija od 9 V) 

Technical Characteristics 

Maximum weighing capacity 1200 g; readability 0.1 g; battery powered (9 V block battery) 
 

 

Dodatne informacije / Additional Information 

http://www.kern-sohn.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Dinko Vusiĺ 
+385 1 2352488 
dvusic@sumfak.hr 
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Vibracijski analizator  
Human vibration analyzer  
Br¿el & KjÞr, Type 4447 

 
 
Primjena 

UreĽaj se koristi za mjerenje vibracija 
na sustavu ġaka ï ruka i na cijelom 
tijelu.  

Application 

Apparatus is used for measuring hand-
arm and whole body vibrations.  

 

 

 

TehniĽke karakteristike 

SEAT procjena izloģenosti vibracijama; troosno, jednoosno i 3+1 mjerenje vibracija;  RMS, MTVV, VDV 
(samo WB) te vrġne vrijednosti snimaju se u intervalu od 1 s; kapacitet memorije > 4 sata; raļunalni 
softver Vibration Explorer BZ-5623 za upravljanje podacima i njihovu naknadnu obradu. 

Technical Characteristics 

SEAT assessment of exposure to vibrations; triaxial, single-axis and 3+1 vibrations measurements; 
RMS, MTVV, VDV (WB only) and peak values logged with 1 s interval;  logging capacity > 4 hours; 
included PC software Vibration Explorer BZ-5623 for data management and post processing. 
 

 

Dodatne informacije / Additional Information 

http://www.bksv.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Marijan Ġuġnjar, izv. prof. 
+ 385 1 2352552 
msusnjar@sumfak.hr 
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Vibrometar HARM 
HARM vibration meter  
Castle / GA2003 

 
 
Primjena 

Koristi se za brzo i jednostavno 
mjerenje vibracija koje se prenose na 
sustav ġaka ï ruka. 

Application 

Vibration Meter is used for quick and 
easy measuring of hand-arm vibrations. 

 

 
 

TehniĽke karakteristike 

Piezo elektriļni akcelerometar 10 pc/g; vibracijski opseg od 0,1 do 1000 m/s2 (od 0,01 do 100 g); 
brzinski opseg od 0,1 do 1000 mm/s; mehaniļki filtar frekvencija od 10 Hz do 1 KHz; masa s baterijama 
250 g; dimenzije 135 Ĭ 62 Ĭ 30 mm. 

Technical Characteristics 

Piezo electric accelerometer 10 pc/g; acceleration range from 0.1 to 1000 m/s2 (from 0.01 to 100 g); 
velocity range from 0.1 to 1000 mm/s; mechanical frequency filter from 10 Hz to 1 KHz; weight with 
batteries 250 g; size 135 Ĭ 62 Ĭ 30 mm. 

 

Dodatne informacije / Additional Information 

http://www.castleshop.co.uk 

 

Osoba za kontakt / Contact Person 

dr. sc. Marijan Ġuġnjar, izv. prof. 
+ 385 1 2352552 
msusnjar@sumfak.hr 
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Visinomjer 
Clinometer  
Haglºf Sweden AB Digitech Professional 

 
 
Primjena 

UreĽaj se koristi za mjerenje visine 
stabala, nagiba terena i udaljenosti. 

Application 

Apparatus is used for measuring tree 
heights, field slope and distance. 

 

 
 

TehniĽke karakteristike 

Mjerenje visine, nagiba i udaljenosti laserskom i ultrazvuļnom tehnologijom; raspon mjerenja kutova 
od -55Á do +85Á s preciznoġĺu i toļnoġĺu od 0,1Á; maksimalna udaljenost laserskog mjerenja do 
nereflektirajuĺe mete 350 m s preciznoġĺu od 0,5 m i toļnoġĺu od Ñ0,4 m do 100 m te Ñ1 m preko 100 
m; maksimalna udaljenost ultrazvuļnog mjerenja < 30 m s preciznoġĺu od 0,01 m i toļnoġĺu od 1 %. 

Technical Characteristics 

Height, inclination and distance measuring by means of laser and ultrasonic technology; angle 
measurement range from -55Á to +85Á with resolution and accuracy of 0.1Á; maximum laser 
measurement distance to non-reflecting targets is 350 m with resolution of 0.5 m and accuracy within 
Ñ0.4 m to 100 m and Ñ1 m over 100 m; maximum distance of ultrasonic measurements < 30 m with 
resolution of 0.01 m and accuracy of 1 %. 

 

Dodatne informacije / Additional Information 

http://haglofcg.com/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Dinko Vusiĺ 
+385 1 2352488 
dvusic@sumfak.hr 
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Zvukomjer 
Sound level meter  
Br¿el & KjÞr,Type 2240 

 
 
Primjena 

Koristi se za procjenu razine buke u 
okolini i na radnom mjestu, te za 
mjerenje razine tlaka i provjere 
amplitude tlaka sustava ili postrojenja 
za domaĺinstvo. 

Application 

Apparatus is used for assessment of 
environmental and occupational noise 
levels. It is also used for general-
purpose sound pressure level 
measurements, e.g. to check PA 
systems or household installations. 

 

 

 

TehniĽke karakteristike 

Klasa 1; mjerna preciznost u skladu s najnovijim standardima; LAeq, LAFmax, LCpeak, LAF; promjenjiv 
mjerni opseg od 30 do 140 dB u dva podruļja opsega 80 dB. 

Technical Characteristics 

Class 1; measurement precision conformable to the latest standards; LAeq, LAFmax, LCpeak, LAF; 
dynamic measuring range from 30 to 140 dB in two 80 dB ranges. 

 

Dodatne informacije / Additional Information 

http://www.bksv.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Marijan Ġuġnjar, izv. prof. 
+ 385 1 2352552 
msusnjar@sumfak.hr 
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ZAVOD ZA ZAĠTITU ĠUMA I LOVNO 
GOSPODARENJE 
DEPARTMENT OF FOREST PROTECTION  
AND WILDLIFE MANAGEMENT 
 
Adresa/Address: Svetoġimunska 25, 10 000 Zagreb 
Tel.: + 385 1 2352 440 
Fax.: +385 1 2352510 
e-adresa: magovac@sumfak.hr  
Predstojnik zavoda / Head of Department: prof. dr. sc. Boris Hraġovec 

 

 
 

LABORATORIJ ZA PATOLOGIJU DRVEĹA 
LABORATORY OF TREE PATHOLOGY 
Voditelj laboratorija / Head of Laboratory: prof. dr. sc. Danko Diminiĺ 

 
LABORATORIJ ZA ZOOLOGIJU U ĠUMARSTVU 
LABORATORY OF FORESTRY ZOOLOGY 
Voditelj laboratorija / Head of Laboratory: dr. sc. Kreġimir Krapinec, izv. prof. 
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Automatski klima-termostat  
Automatic climate thermostat  
TermoMedicinskiAparati, BTES-e Frigomat 

 

 
Primjena 

UreĽaj se koristi za razna ispitivanja 
rasta i razvoja patogenih organizama 
koja zahtijevaju toļnost i homogenost u 
odrģavanju temperaturnih i svjetlosnih 
uvjeta u odreĽenom vremenskom 
periodu.  

Application 

Apparatus is used for different analyses 
regarding growth and development of 
pathogenic organisms, which require 
accurate and homogenous temperature 
and light conditions in the given period 
of time. 

 

 

 

TehniĽke karakteristike 

Vanjske dimenzije 750 Ĭ 1700 Ĭ 700 mm; dimenzije radnog prostora 600 Ĭ 900 Ĭ 500 mm; raspon 
podeġavanja temperature od 5 do 60 ÁC; odstupanje temperature Ñ0,5 ÁC; raspon podeġavanja 
relativne vlaģnosti zraka od 10 do 90 %; snaga grijaļa å 500 W; mikroprocesorska regulacija; snaga 
kompresora 325 W.  

Technical Characteristics 

External dimensions 750 Ĭ 1700 Ĭ 700 mm; working space dimensions 600 Ĭ 900 Ĭ 500 mm; 
temperature range from 5 to 60 ÁC; temperature deviation Ñ0,5 ÁC; relative humidity regulation from 10 
to 90 %; heater power å 500 W; microprocessor regulation; compressor power 325 W. 

 

Dodatne informacije / Additional Information 

http://www.bodalec.net/?m=proizvodi&pm=1 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Danko Diminiĺ 
+ 385 1 2352441 
diminic@sumfak.hr 
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Izvor svjetlosti 
Light source 
Volpi USA Volpi, IntraluxÈ 4000-1 

 
 
Primjena 

Izvor svjetlosti koristi se prilikom rada s 
optiļkim ureĽajima (mikroskopi, lupe, 
digitalni fotoaparati). 

Application 

Light source is used during work with 
optical devices (microscopes, 
magnifiers and digital cameras). 

 

 
 

TehniĽke karakteristike 

Intenzitet osvjetljenja (pri 100 % napona) na kraju svjetlovoda å 3,5Ĭ106 Lux; ģivotni vijek svjetiljke 
1000 h; konstantna temperatura svjetlosti; homogeno osvijetljen svjetlovod promjera 10 mm; 
viġezrcalna halogena ģarulja snage 90 W (napon 14,5 V); ulazna snaga 120 W; polupokretljive ruke; 
toļkasto osvjetljenje; pokretna koġuljica svjetlovoda. 

Technical Characteristics 

Illumination intensity (at 100 % voltage) at light guide output å 3.5Ĭ106 Lux; lamp life  (in continuous 
operation) 1000 h; constant colour temperature; homogeneous illuminated light guide with diameter 10 
mm; 90 W multi-mirror halogen lamp (14.5 V voltage); power consumption 120 W; semi obedient arms; 
point illumination; sliding sleeve to avoid fibre breakage (Volpi Patent). 

 

Dodatne informacije / Additional Information 

www.volpiusa.com 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Boris Hraġovec 
+385 1 2352456 
hrasovec@sumfak.hr  
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Kamera fotografska digitalna 
Digital camera 
Olympus, SP-500UZ 

 
 
Primjena 

UgraĽena je na stereomikroskop Leica 
MZ8 Wild za snimanje uzoraka i za 
analizu (vidi str. 138). 

Application 

Mounted on Leica MZ8 
stereomicroscope for digital 
photography and image analysis 
(visit page 138) 

 

 
 

TehniĽke karakteristike 

6,0 Mpix; 2.5'' LCD; 21 naļin snimanja; Super Macro Mode do 30 mm; histogram funkcija za snimanje 
i produciranje; snimanje u JPEG ili RAW formatu; dodatne makro-, tele- ili ġirokokutne leĺe za 
ugraĽivanje. 

Technical Characteristics 

6.0 million pixels; 2.5ò LCD; 21 scene modes; Super Macro Mode up to 30 mm; histogram function in 
shooting mode and playback; recording in JPEG or RAW format; optional macro, tele and wide lens 
converters can be attached. 

 

Dodatne informacije / Additional Information 

http://www.olympusamerica.com 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Boris Hraġovec 
+385 1 2352456 
hrasovec@sumfak.hr  
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Kamera fotografska digitalna za mikroskop 
Digital microscopy camera  
Motic, Moticam pro 252A 

 
 
Primjena 

Koristi se za  digitalnu i preciznu 
dokumentaciju laboratorijskih separata 
s mjernom skalom te moguĺnoġĺu 
obrade fotografija i izmjere separata. 

Application 

Camera is used for digital precise 
documentation of laboratory specimens 
with the measure scale, and with the 
possibility of image analysis and digital 
measurments of the specimens. 

 

 
 

TehniĽke karakteristike 

ICX252AQ 1/1,8ò CCD Color; 3,2 MP; 2080 Ĭ 1542 piksela s USB 2.0 suļeljem; 4-frame slikovni 
ublaģivaļ; TTL izlaz; veliļina piksela 3,45 Ĭ 3,45; Moticam Pro softver (Motic Images Plus 2.0, TWAIN, 
SDK); Motic Images Advanced 3.2 s kljuļem i kalibracijskim stakalcem. 

Technical Characteristics 

ICX252AQ 1/1.8ò CCD Color; 3.2 MP; 2080 Ĭ 1542 pixels with USB 2.0 interface; on-board 4-frame 
image buffer; TTL port; pixel size 3.45 Ĭ 3.45; Moticam Pro software (Motic Images Plus 2.0, TWAIN, 
SDK); Motic Images Advanced 3.2 with dongle and calibration slide. 

 

Dodatne informacije / Additional Information 

http://www.motic.com/As_Moticam_Pro_CCD/product_220.html 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Danko Diminiĺ 
+ 385 1 2352441 
diminic@sumfak.hr 
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Laminarni mikrobioloĢki kabinet za rad u atmosferi Ľistog zraka 
Laminar microbiological safety cabinet  
Iskra Pio d.o.o., SMBC 122 

 
 
Primjena 

Laminarna komora osigurava ļiste ï 
sterilne uvjete za laboratorijske procese 
u radnom prostoru komore. 

Application 

Laminar microbiological safety cabinet 
insures clean ï sterile conditions and 
working area for all kind of laboratory 
procedures. 

 

 
 

TehniĽke karakteristike 

Nadzor odrģavanja protoka zraka i zaġtitne zraļne barijere; zvuļni alarmi za stanja zaġtitnog protoka 
zraka ispod dopuġtene granice; klizno zaġtitno staklo za sve reģime i procedure; FC rasvjeta i 
programirana UV sterilizacija; 2 Shuko elektriļne utiļnice u radnom prostoru; prikljuļci za plin, vakuum, 
zrak itd. 

Technical Characteristics 

Maintenance of constant air flow and protective air barrier; sound alarm for non suitable state of 
protective air flow; sliding front safety glass barrier; FC lamps and UV sterilization lamps, 2 Shuko 
electrical sockets inside working area; media connections (gas, vacuum, air). 

 

Dodatne informacije / Additional Information 

http://iskra-pio.si/en/ 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Danko Diminiĺ 
+ 385 1 2352441 
diminic@sumfak.hr 
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Mikroskop fluorescentni 
Fluorescence microscope  
OLYMPUS, BX41 Fluorescence Microscope+ OLYMPUS DP20 Digital camera 

 
 
Primjena 

Fluorescentni mikroskop koristi se za 
mikroskopiranje razliļitih laboratorijskih 
preparata (npr. determinacija 
ģivotinjskih i biljnih vrsta iz njihovih 
ostataka u probavnom traktu ģivotinja). 

Application 

Fluorescence microscope is used for 
microscopy of different laboratory 
specimens (e.g. determination of 
animal or plant species from the 
samples taken from animal intestine). 

 

 

 

TehniĽke karakteristike 

Trinokularna glava s moguĺnosti fokusiranja; objektivi 4Ĭ, 10Ĭ, 20Ĭ, 40Ĭ, 100Ĭ; ekscitacija u 
ultraljubiļastom (od 330 do 385 nm), plavom (od 460 do 490 nm), zelenom (od 510 do 550 nm) i punom 
svjetlosnom spektru; digitalna kamera OLYMPUS DP20 s programskim paketom za 
fotografiranje/snimanje (CELL-B).  

Technical Characteristics 

Three position trinocular head; 4Ĭ, 10Ĭ, 20Ĭ, 40Ĭ, 100Ĭ lenses; excitation in the ultraviolet (from 330 
to 385 nm), blue (from 460 to 490 nm), green (from 510 to 550 nm) and full spectrum light;  OLYMPUS 
DP20 digital camera with image capture software (CELL-B). 

 

Dodatne informacije / Additional Information 

http://www.fluorescencemicroscopes.com/wp-content/uploads/2013/06/Olympus-BX41-Microscope-
Manual.pdf 

 

Osoba za kontakt / Contact Person 

dr. sc. Kreġimir Krapinec, izv. prof. 
+ 385 1 2352443 
krapinec@sumfak.hr  
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Mikroskop stereo 1 
Stereomicroscope 1 
Leica Microsystems, MZ8 

 
 
Primjena 

UreĽaj se koristi za mikroskopiranje 
razliļitih tipova laboratorijskih 
preparata.  

Application 

Apparatus is used for microscping of 
various types of laboratory specimens.  

 

 
 

TehniĽke karakteristike 

Poveĺanje od 6,3Ĭ do 50Ĭ; pet definiranih stupnjeva poveĺanja; velika dubinska oġtrina za promatranje 
uzoraka preko veĺeg podruļja. 

Technical Characteristics 

Magnification range from 6.3Ĭ to 50Ĭ; five defined, step magnification levels; high depth of field for 
observing samples over an extended area. 

 

Dodatne informacije / Additional Information 

www.leica-microsystems.com 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Boris Hraġovec 
+385 1 2352456 
hrasovec@sumfak.hr  
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Mikroskop stereo 2 
Stereomicroscope 2 
Motic, SMZ 168 ï TLED 

 
 
Primjena 

UreĽaj se koristi za laboratorijska 
mikroskopiranja s uveĺanjima do 50Ĭ, 
te za pripremu uzoraka za preciznija 
mikroskopiranja s veĺim uveĺanjima. 

Application 

Apparatus is used for laboratory 
microscoping with magnifications up to 
50Ĭ and for preparation of specimens 
for more precise microscoping with 
higher magnifications. 

 

 

 

TehniĽke karakteristike 

Velik omjer pribliģavanja od 6,7:1; omjer uveĺanja od 7,5Ĭ do 50Ĭ; mehanizam s pet pozicija uveĺanja; 
slika s prikazom u trodimenzionalnom uspravnom obliku; radna udaljenost od 113 mm; osvjetljenje 
halogenim i LED svjetiljkama. 

Technical Characteristics 

Large zoom range of 6.7:1; magnification range from 7.5Ĭ to 50Ĭ; five stop-click positions 
magnifications mechanism; threedimensional upright image; working distance of 113 mm; halogen and 
LED illumination system. 

 

Dodatne informacije / Additional Information 

http://www.ksg-sterilisatoren.de/ 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Danko Diminiĺ 
+ 385 1 2352441 
diminic@sumfak.hr 
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Mikroskop stereo 3 
Stereomicroscope 3 
Olympus, SZX7 Zoom Stereomicroscope 

 
 
Primjena 

UreĽaj se koristi za rutinske 
preparacija, ali i napredna istraģivanja 
uzoraka svih tipova i veliļina.  

Application 

Apparatus is used bouth for routine 
preparations and for advanced 
researches of samples of all types and 
sizes. 

 

 
 

TehniĽke karakteristike 

Horizontalno poveĺanje s moguĺnoġĺu preciznog podeġavanja poveĺanja; poveĺanje od 7:1 (od 0,8Ĭ 
do 5,6Ĭ); velik broj stupnjeva poveĺanja (0,8; 1; 1,25; 1,6; 2; 2,5; 3,2; 4; 5; 5,6); postavljanje objektiva; 
vijak s navojem; bez olova. 

Technical Characteristics 

Zoom drive horizontal knob system Click stop for each zoom magnification; zoom ratio values 7:1 (from 
0.8Ĭ to 5.6Ĭ); large number of zoom magnifications (0.8, 1, 1.25, 1.6, 2, 2.5, 3.2, 4, 5, 5.6); lens 
mounting; screw mounting into thread; lead-free. 

 

Dodatne informacije / Additional Information 

http://www.olympusamerica.com 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Boris Hraġovec 
+385 1 2352456 
hrasovec@sumfak.hr  
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Mikroskop svjetlosni 1 
Optical microscope 1 
Leitz, Laborlux S ï Wild Leitz GMBH 020-505.303 

 
 
Primjena 

UreĽaj se koristi za promatranje 
preparata patogenih organizama radi 
njihove determinacije, istraģivanja 
biologije i patogenosti. 

Application 

Apparatus is used for observing of 
pathogenic organisms in order to 
determinate their species, explore their 
biology and pathogenicity. 

 

 
 

TehniĽke karakteristike 

Binokularna glava s moguĺnosti fokusiranja; ureĽaj za osvjetljenje Leitz Wetzlar 307-150.001; objektivi 
10Ĭ; 30 Pl FL 170 / 100Ĭ1.32 oil PL Fluotar; stalak X, Y 76 Ĭ 50 mm; osvjetljenje jaļine 20 W (napon 6 
V); halogeni kondenzor Achromat .90.  

Technical Characteristics 

Head binocular with focusable eyepiece collars; lamp house Leitz Wetzlar 307-150.001; objectives 
10Ĭ; 30 Pl FL 170 / 100Ĭ1.32 oil PL Fluotar; stage X, Y 76 Ĭ 50 mm; 20 W illumination (6 V voltage); 
halogen Condenser Achromat .90. 

 

Dodatne informacije / Additional Information 

http://earth2geologists.net/Microscopes/documents/Leitz_LaborluxS_instructions.pdf 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Danko Diminiĺ 
+ 385 1 2352441 
diminic@sumfak.hr 
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Mikroskop svjetlosni 2 
Optical microscope 2 
Olympus, model BX 41 

 
 
Primjena 

UreĽaj se koristi za mikroskopiranje 
raznih laboratorijskih preparata. 

Application 

Apparatus is used for microscopy of 
different laboratory specimens. 

 

 
 

TehniĽke karakteristike 

UIS2 optiļki sistem; vertikalno pomicanje postolja 25 mm, drģaļ s grubim podeġavanjem graniļnika; 
varirajuĺe montiranje postolja; visokoosjetljiv gumb za fina podeġavanja; ugraĽen Kohler rasvjetni 
sustav za prijenos svjetla; halogena ģarulja (centrirana) snage 30 W (napon 6 V); keramikom obloģeno 
koaksijalno postolje koje se moģe lagano pomicati lijevom ili desnom rukom; kondenzator. 

Technical Characteristics 

UIS2 optical system; vertical stage movement 25 mm; stage stroke with coarse adjustment limit stop; 
stage mounting position variable; high-sensitivity fine focusing knob; built-in Kohler illumination for 
transmitted light; 30 W halogen (pre-centered) bulb (6 V voltage); ceramic coated coaxial stage with 
left or right hand low drive control; condenser. 

 

Dodatne informacije / Additional Information 

http://www.olympus-
europa.com/microscopy/en/microscopy/components/componentselector_main.jsp 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Danko Diminiĺ 
+ 385 1 2352441 
diminic@sumfak.hr 
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MjeĢalica laboratorijska magnetska 
Laboratory magnetic stirrer  
Heidolph, MR 3001 

 
 
Primjena 

UreĽaj se koristi za mijeġanje i 
zagrijavanje otopina i pripremu 
hranjivih podloga. 

Application 

Apparatus is used for mixing and 
heating solutions, and preparation of 
nourishing bases. 

 

 
 

TehniĽke karakteristike 

Raspon podeġavanja brzine vrtnje od 100 do 1250 min-1; raspon podeġavanja temperature grijaĺe 
plohe od 0 do 250 ÁC; masa 3,0 kg; dimenzije 240 Ĭ 155 Ĭ 120 mm; snaga grijanja 600 W. 

Technical Characteristics 

Rotation speed adjusting range from 100 to 1250 min-1; hot plate temperature adjustment range from 
0 to 250 ÁC; weight 3.0 kg; dimensions 240 Ĭ 155 Ĭ 120 mm; heating power 600 W. 

 

Dodatne informacije / Additional Information 

http://www.heidolph-instruments.com/#&panel1-2 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Danko Diminiĺ 
+ 385 1 2352441 
diminic@sumfak.hr 
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Sterilizator parni prijenosni 
Portable steam autoclave  
KSG, Mini 12 

 
 
Primjena 

UreĽaj se koristi za sterilizaciju 
hranjivih podloga te razliļitih 
laboratorijskih preparata. 

Application 

Apparatus is used for sterilization of 
nourishing bases and different 
laboratory specimens. 

 

 
 

TehniĽke karakteristike 

Volumen 12 l; dimenzije 263 Ĭ 330 Ĭ 260 mm; masa 3,7 kg. 

Technical Characteristics 

Volume 12 L; dimensions 263 Ĭ 330 Ĭ 260 mm; weight 3.7 kg. 

 

Dodatne informacije / Additional Information 

http://www.ksg-sterilisatoren.de/ 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Danko Diminiĺ 
+ 385 1 2352441 
diminic@sumfak.hr 
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SuĢionik laboratorijski s prisilnim strujanjem zraka  

Laboratory drying oven with forced air circulation  
BINDER FD115 

 
 
Primjena 

UreĽaj se koristi za brzo suġenje 
uzoraka, sterilizaciju opreme i 
laboratorijskog posuĽa, te toplinski 
tretman zrakom. 

Application 

Apparatus is used for fast drying of 
samples sterilization of equipment and 
laboratory utensils and also for hot air 
tretments. 

 

 
 

TehniĽke karakteristike 

Raspon podeġavanja temperature od +5 ÁC iznad temperature okoline do 300 ÁC (rezolucija 1 ÁC); 
unutraġnje dimenzije 680 Ĭ 400 Ĭ 380 mm; digitalno podeġavanje temperature. 

Technical Characteristics 

Temperature adjustment range from +5 ÁC above ambient temperature to 300 ÁC (resolution 1 ÁC); 
interior dimensions 680 Ĭ 400 Ĭ 380 mm; digital temperature setting. 

 

Dodatne informacije / Additional Information 

http://www.binder-world.com/en/heating-oven-heating-chamber/fd-series/fd-115/ 
http://www.binder-world.com/mediadb/files/pdf/datenblatt-en/FD-115.pdf 

 

Osoba za kontakt / Contact Person 

dr. sc. Kreġimir Krapinec, izv. prof. 
+ 385 1 2352443 
krapinec@sumfak.hr  
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Vaga precizna 1 
Precise balance 1 
Mettler Toledo, PB602 ï S 

 
 
Primjena 

Vaga se koristi za precizno mjerenje 
mase sastojaka prilikom pripreme 
hranjivih podloga. 

Application 

Balance is used for accurate 
measuring of ingredients weight during 
nourishing bases preparation. 

 

 
 

TehniĽke karakteristike 

Maksimalna teģina vaganja 610 g; oļitanje 0,01 g; linearnost 0,02 g; pomak temperature osjetljivosti 6 
ppm/ÁC; vanjske dimenzije 245 Ĭ 321 Ĭ 89 mm; platforma za vaganje promjera 180 mm; masa 3,6 kg; 
pozadinsko osvjetljenje zaslona. 

Technical Characteristics 

Maximum weighing capacity 610 g; readability 0.01 g; linearity 0.02 g; sensitivity temperature drift 6 
ppm/ÁC; external dimensions 245 Ĭ 321 Ĭ 89 mm; weighing platform with 80 mm diameter; weight 3.6 
kg; display backlight. 

 

Dodatne informacije / Additional Information 

http://www.scalenet.com/pdf/mt-pbs-user-manual.pdf 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Danko Diminiĺ 
+ 385 1 2352441 
diminic@sumfak.hr 
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Vaga precizna 2 
Precision balance 2 
Acculab, Atilon ATL-423-I 

 
 
Primjena 

Precizna vaga koristi se za optimalno 
vaganje razliļitih uzoraka u razliļitim 
uvjetima okoliġa. 

Application 

Precision balance is used for optimal 
weighing of different samples in various 
environmental conditions. 
 

 

 
 

TehniĽke karakteristike 

Maksimalna teģina vaganja 420 g; oļitanje 0,1 mg; platforma za vaganje promjera 115 mm; dimenzije 
komore za vaganje (promjer/visina) 165 mm / 61,5 mm; ugraĽeni programi primjene net-total 
formulacija; vaganje u postotcima; brojenje; net-total formulacija, dinamiļko vaganje. 

Technical Characteristics 

Maximum weighing capacity 420 g; readability 0.1 mg; weighing platform with 115 mm diameter; 
weighing chamber dimensions (diameter/height) 165 mm / 61.5 mm; embedded programs for applying 
net-total formulations; percent weighing; counting; net-total formulation; dynamic weighing. 

 

Dodatne informacije / Additional Information 

http://www.scalenet.com/pdf/Acculab_Scale_Dealer.pdf 
http://www.scalenet.com/pdf/atl_precision.pdf 
http://www.scalenet.com/pdf/atilon_manual.pdf 

 

Osoba za kontakt / Contact Person 

mr. sc. Linda Bjedov 
+ 385 1 2352492 
lbjedov@sumfak.hr  
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Vaga precizna 3 
Precision balance 3 
KERN, EG 2200-2NM 

 
 
Primjena 

Vaga se koristi za vaganje razliļitih 
tipova uzoraka uz zajamļen visok 
stupanj toļnosti u razliļitim uvjetima 
okoliġa. 

Application 

Balance is used for weighing of 
different types of samples with 
guaranteed high degree of accuracy, in 
various environmental conditions. 
 

 

 

 

TehniĽke karakteristike 

Maksimalna teģina vaganja 2200 g; oļitanje 0,01 g; platforma za vaganje dimenzija 160 Ĭ 180 mm; 
dozvoljena radna temperatura od 10 do 30 ÁC. 

Technical Characteristics 

Maximum weighing capacity 2200 g; readability 0.01 g; weighing platform sized 160 Ĭ 180 mm; 
permissible ambient temperature from 10 to 30 ÁC. 

 

Dodatne informacije / Additional Information 

http://www.kern-sohn.com 

 

Osoba za kontakt / Contact Person 

mr. sc. Linda Bjedov 
+ 385 1 2352492 
lbjedov@sumfak.hr  
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Vaga precizna 4 
Precision balance 4 
KERN, FCB 6K0.5 

 
 
Primjena 

Vaga se koristi za odreĽivanje mase 
uzorka. 

Application 

Balance is used for determination of 
sample mass. 

 

 
 

TehniĽke karakteristike 

Maksimalna teģina vaganja 6000 g; oļitanje 0,5 g; platforma za vaganje dimenzija 252 Ĭ 228 mm; 
dozvoljena radna temperatura od 5 do 35 ÁC; dodatni zaslon na straģnjem dijelu vage. 

Technical Characteristics 

Maximum weighing capacity 6000 g; readability 0.5 g; weighing platform sized 252 Ĭ 228 mm; 
permissible ambient temperature from 5 to 35 ÁC; second display on the rear of the balance. 

 

Dodatne informacije / Additional Information 

http://www.kern-sohn.com 
http://www.scales-measuring.com/cataloge/kern-fcb-gb.pdf 

 

Osoba za kontakt / Contact Person 

dr. sc. Kristijan Tomljanoviĺ 
+ 385 1 2352445 
ktomljanovic@sumfak.hr  
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DRVNOTEHNOLOĠKI ODSJEK [DTO] 
ZAVODI I LABORATORIJI  
 
Zavod za znanost o drvu 

Laboratorij za anatomska svojstva i zaġtitu drva 
Laboratorij za fizikalna i mehaniļka svojstva drva 

Zavod za tehnologije materijala 
Laboratorij za drvne ploļe 
Laboratorij za hidrotermiļku obradu drva i drvnih materijala 
Laboratorij za kemiju 

Zavod za procesne tehnike 
Laboratorij za mehaniļku obradu drva 
Laboratorij za mjerenje buke i vibracija 

Zavod za namjeĢtaj i drvne proizvode 
Laboratorij za ispitivanje namjeġtaja i dijelova za namjeġtaj 
Laboratorij za drvo u graditeljstvu 

 

 
 
 

WOOD TECHNOLOGY SECTION [WTS] 
DEPARTMENTS AND LABORATORIES 

 
Department for Wood Science 

Laboratory of Anatomical Features and the Preservation of Wood 
Laboratory for Physical and Mechanical Properties of Wood 

Department of Materials Technology 
Laboratory for Wood Based Panels 
Laboratory for Hydrothermal Processing of Wood and Wooden Materials 
Chemistry Laboratory 

Department of Processes Engineering 
Laboratory of Mechanical Wood Processing 
Laboratory of Noise and Vibration Measurements 

Department of Furniture and Wood Products 
Laboratory for Furniture and Furniture Parts Testing  
Laboratory for Wood in Construction 
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ZAVOD ZA ZNANOST O DRVU 
DEPARTMENT FOR WOOD SCIENCE 
 
Adresa/Address: Svetoġimunska 25, 10 000 Zagreb 
Tel.: + 385 1 2352 487 
Fax.: + 385 1 2352 410 
e-adresa: vormus@sumfak.hr 
Predstojnik zavoda / Head of Department: prof. dr. sc. Jelena Trajkoviĺ 

 

 
 

LABORATORIJ ZA ANATOMSKA SVOJSTVA I ZAĠTITU DRVA 
LABORATORY OF ANATOMICAL FEATURES AND THE PRESERVATION OF WOOD 
Voditelj laboratorija / Head of Laboratory: dr. sc. Bogoslav Ġefc, doc. 

 
LABORATORIJ ZA FIZIKALNA I MEHANIĻKA SVOJSTVA DRVA 
LABORATORY FOR PHYSICAL AND MECHANICAL PROPERTIES OF WOOD 
Voditelj laboratorija / Head of Laboratory: dr. sc. Tomislav Sinkoviĺ, izv. prof. 
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Breuil volumenometar sa Ĥivom   
Breuil volume meter with mercury  
Alfred J. Amsler & CO.  

 
 
Primjena 

UreĽaj se koristi za odreĽivanje 
volumena drva. 

Application 

Apparatus is used for wood volume 
determination. 

 

 

 

TehniĽke karakteristike 

Raspon odreĽivanja volumena od 0 do 50 mm3. 

Technical Characteristics 

Volume determination range from 0 to 50 mm3. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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Charpyjev bat    
Charpy impact pendulum 
Otto Wolpert-Werke GMBH, PWP  

 
 
Primjena 

OdreĽivanje ļvrstoĺe drva na udarac. 

Application 

Determination of impact strength of 
wood. 

  

 
 

TehniĽke karakteristike 

Raspon mjerenja od 0 do 50 J. 

Technical Characteristics 

Measuring range from 0 to 50 J. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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Destilator vode  
Water distiller  
Sutjeska, 10 l 

 
 
Primjena 

UreĽaj se koristi za klasiļnu pripremu 
destilirane vode potrebne za 
laboratorijski rad. 

Application 

Apparatus is used for classic 
preparation of distilled water needed for 
laboratory work. 

 

 
 

TehniĽke karakteristike 

Uļinak 10 l/h; ruļno upravljanje; ugraĽeni sigurnosni termostati; ukupna snaga grijaļa 4,5 kW.  

Technical Characteristics 

Efficiency 10 L/h; manual operation; built-in safety thermostats; combined heater power 4,5 kW. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Marin Hasan, doc. 
+385 1 2352533 
mhasan@sumfak.hr 
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Fibroskop 
Fiberscope 
Carl Zeiss, Jena 

 
 
Primjena 

UreĽaj se koristi za mjerenje 
pojedinaļnih stanica drva (dimenzije 
stanica, debljine stijenki stanica, 
promjeri stanica i sl.). 

Application 

Apparatus is used for individual wood 
cells measuring (cell dimensions, cell 
wall thickness, cell diameter, etc.). 

 

 
 

TehniĽke karakteristike 

Okulari 10Ĭ; objektivi 10Ĭ i 40Ĭ. 

Technical Characteristics 

Eyepieces 10Ĭ; lenses 10Ĭ and 40Ĭ. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Bogoslav Ġefc, doc. 
+385 1 235 2477 
bsefc@sumfak.hr 
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Klimatizacijska komora 
Climatic chamber  
Kambiļ, SP ï 105 

 
 
Primjena 

UreĽaj se koristi za uzgoj i pohranu 
micelija ļistih kultura lignikolnih gljiva, 
te kondicioniranje uzoraka zaraģenog 
drva. 

Application 

Apparatus is used for breeding and 
storage of mycelium of pure cultures of 
lignicolous fungi, and for conditioning of 
infected wood samples. 

 

 
 

TehniĽke karakteristike 

Volumen radne komore 105 l; unutraġnje dimenzije 490 Ĭ 500 Ĭ 430 mm; unutraġnjost komore izraĽen 
od nerĽajuĺeg ļelika kvalitete AISI 304; raspon podeġavanja temperature od 20 do 100 ÁC; toļnost 
odrģavanja temperature Ñ0,1 ÁC; automatsko voĽenje reģima; ugraĽeni sigurnosni termostati; snaga 
1,65 kW. 

Technical Characteristics 

Working chamber volume 105 L; internal dimensions 490 Ĭ 500 Ĭ 430 mm; chamber interior made of 
AISI 304 stainless steel; temperature adjustment range from 20 to 100 ÁC; temperature maintenance 
accuracy Ñ0.1 ÁC; automatic regime operation; built-in safety thermostats; power 1,65 kW. 

 

Dodatne informacije / Additional Information 

http://www.kambic.com/produkti_klima_komore.php 

 

Osoba za kontakt / Contact Person 

dr. sc. Marin Hasan, doc. 
+385 1 2352533 
mhasan@sumfak.hr 
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Laboratorijska mini-impregnacija  
Laboratory mini-impregnation plant  
Kambiļ  

 
 
Primjena 

Koristi se za vruĺu ili hladnu 
impregnaciju drva postupkom 
punih/praznih stanica, modificiranje 
drva u vakuumu, plinovitoj ili tekuĺoj 
inertnoj atmosferi te vakuumsko 
suġenje drva. 

Application 

Plant is used for hot or cold wood 
impregnation according to full/open cell 
process, modifications of wood in 
vacuum, gas or liquid inert atmosphere 
and for vacuum drying of wood. 

 

 

 

TehniĽke karakteristike 

Operacijski (horizontalni) cilindar promjera 250 mm, duljine 1000 mm; cilindar za impregnans 
(vertikalni) promjera 250 mm, duljine 1000 mm; cilindri izraĽeni od nerĽajuĺeg ļelika kvalitete AISI 304; 
raspon podeġavanja temperature od 20 do 300 ÁC; radni tlak 0,99 bar ï vakuum, 10 bar ï nadtlak; 
membranska dvostupanjska vakuumska pumpa; mikroprocesorska PID kontrola; ruļno voĽenje 
reģima; ugraĽeni sigurnosni ventili i termostati. 

Technical Characteristics 

1000 mm long operating (horizontal) cylinder with 250 mm diameter; 1000 mm long cylinder for 
preservative (vertical) with 250 mm diameter; cylinders made of AISI 304 stainless steel; temperature 
adjustment range from 20 to 300 ÁC; operating pressure 0.99 bar ï vacuum, 10 bar ï pressure; two-
stage membrane vacuum pump; microprocessor PID control; manual operation; built-in safety valves 
and thermostats. 

 

Dodatne informacije / Additional Information 

http://www.kambic.com/produkti_ostalo.php 

 

Osoba za kontakt / Contact Person 

dr. sc. Marin Hasan, doc. 
+385 1 2352533 
mhasan@sumfak.hr 
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Laminarni kabinet za rad u atmosferi Ľistog zraka 1 
Laminar flow cabinet 1 
KlimaOprema, KTV-S 80 

 
 
Primjena 

Laminarni kabinet koristi se za zaġtitu 
predmet rada i osiguravanje sterilnih 
uvjeta za mikrobioloġki i mikoloġki rad. 

Application 

Laminar flow cabinet is used for 
protecting item of work from 
contamination and providing sterile 
conditions for microbiological and 
mycological operation. 

 

 

 

TehniĽke karakteristike 

Tri stupnja filtracije zraka; apsolutni HEPA filtar osigurava klasu ļistoĺe zraka ISO klasa 5 (4), 100 (10) 
klasa prema U.S.F.S. 209 E; vertikalno strujanje zraka; baktericidna UV svjetiljka; brojaļ radnih sati 
kabineta i UV svjetiljke. 

Technical Characteristics 

Three degrees of air filtration; absolute HEPA filter ensures ISO class 5 (4), 100 (10) air quality 
according to U.S.F.S. 209 E; vertical air flow; bactericidal UV lamp; laminar and UV lamp operating 
hours counter.  

 

Dodatne informacije / Additional Information 

http://www.klimaoprema.hr/hr/cleanroom/proizvodi/laminarni-kabineti/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Marin Hasan, doc. 
+385 1 2352533 
mhasan@sumfak.hr 
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Laminarni kabinet za rad u atmosferi Ľistog zraka 2 
Laminar flow cabinet 2 
KlimaOprema, KTV-S 120 

 
 
Primjena 

Laminarni kabinet koristi se za zaġtitu 
predmet rada i osiguravanje sterilnih 
uvjeta za mikrobioloġki i mikoloġki rad. 

Application 

Laminar flow cabinet is used for 
protecting item of work from 
contamination and providing sterile 
conditions for microbiological and 
mycological operation. 

 

 

 

TehniĽke karakteristike 

Tri stupnja filtracije zraka; apsolutni HEPA filtar osigurava klasu ļistoĺe zraka ISO klasa 5 (4), 100 (10) 
klasa prema U.S.F.S. 209 E; vertikalno strujanje zraka; mikroprocesorska kontrola rada; baktericidna 
UV svjetiljka; elektriļna utiļnica; prikljuļci za razne medije; diferencijalni manometar; brojaļ radnih sati 
kabineta i UV svjetiljke. 

Technical Characteristics 

Three degrees of air filtration; absolute HEPA filter ensures ISO class 5 (4), 100 (10) air quality 
according to U.S.F.S. 209 E; vertical air flow; microprocessor controlled operation; bactericidal UV 
lamp; electrical socket; connections for different media; differential manometer; laminar and UV lamp 
operating hours counter. 

 

Dodatne informacije / Additional Information 

http://www.klimaoprema.hr/hr/cleanroom/proizvodi/laminarni-kabineti/ 

 

Osoba za kontakt / Contact Person 

dr. sc. Marin Hasan, doc. 
+385 1 2352533 
mhasan@sumfak.hr 
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Mikroskop stereo 
Stereo microscope  
Leica, MZ 75 

 
 
Primjena 

UreĽaj se koristi za prouļavanje 
strukture drva te za identifikaciju drva. 

Application 

The apparatus is used for investigation 
of wood structure and for wood 
identification. 

 

 
 

TehniĽke karakteristike 

Izvor svjetla Leica CLS 150Ĭ; okulari 10Ĭ i 20Ĭ; poveĺanja 0,63Ĭ, 0,8Ĭ,1,25Ĭ, 1,6Ĭ, 2Ĭ, 2,5Ĭ, 3Ĭ, 3,2Ĭ, 
4Ĭ i 5Ĭ. 

Technical Characteristics 

Light source Leica CLS 150Ĭ; eyepieces 10Ĭ and 20Ĭ; zoom 0.63Ĭ, 0.8Ĭ, 1.25Ĭ, 1.6Ĭ, 2Ĭ, 2.5Ĭ, 3Ĭ, 
3.2Ĭ, 4Ĭ and 5Ĭ. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Bogoslav Ġefc, doc. 
+385 1 235 2477 
bsefc@sumfak.hr 
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Mikroskop svjetlosni binokularni 
Binocular light microscope   
Carl Zeiss, Jena 

 
 
Primjena 

Binokularni svjetlosni mikroskop koristi 
se za prouļavanje histoloġkih 
preparata drva.  

Application 

Binocular light microscope is used for 
observation of histological 
preparations. 

 

 

 

TehniĽke karakteristike 

Okulari 10Ĭ i 20Ĭ; objektivi 3,2Ĭ,10Ĭ, 40Ĭ i 100Ĭ. 

Technical Characteristics 

Eyepieces 10Ĭ and 20Ĭ; lenses 3.2Ĭ, 10Ĭ, 40Ĭ and 100Ĭ. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Bogoslav Ġefc, doc. 
+385 1 235 2477 
bsefc@sumfak.hr 
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Mikrotom 

Microtome 
Reichert Shandon 

 
 
Primjena 

UreĽaj se koristi za izradu vrlo tankih 
odsjeļaka drva koji sluģe za uklapanje 
u histoloġke preparate. 

Application 

Apparatus is used for cutting very thin 
wood specimens that are used for 
imbedding into histological 
preparations. 

 

 

 

TehniĽke karakteristike 

Debljina odrezanih uzoraka od 10 do 80 ɛm; maksimalna duljina odrezanih uzoraka 100 mm; noģevi 
za rezanje duģine 160 mm i 170 mm; drģaļ za izmjenjive jednokratne noģeve; jednokratni noģevi. 

Technical Characteristics 

Specimen thickness from 10 to 80 ɛm; maximum specimen length 100 mm; 160 and 170 mm long 
knives; replaceable knives holder; replaceable knives. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Bogoslav Ġefc, doc. 
+385 1 235 2477 
bsefc@sumfak.hr 
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Sterilizator parni vertikalni 
Autoclave vertical 
Sutjeska, 36 l 

 
 
Primjena 

UreĽaj se koristi za parnu sterilizaciju 
svih vrsta laboratorijskog stakla i 
ostalog suĽa. 

Application 

Apparatus is used for steam sterilization 
of all kinds of laboratory glassware and 
other utensils. 

 

 
 

TehniĽke karakteristike 

Volumen 36 l; opcije rada pri 134 ÁC (2 bar) i 121 ÁC (1,2 bar); toļnost odrģavanja temperature Ñ0,5 
ÁC; ruļno upravljanje; ugraĽen sigurnosni ventil i termostati; ukupna snaga grijaļa 6,5 kW; napon 380 
V / 50 (60) Hz. 

Technical Characteristics 

Volume 36 L; two operating conditions, e.g. at 134 ÁC (2 bar) and 121 ÁC (1.2 bar); temperature 
maintenance accuracy Ñ0.5 ÁC; manual operation; built-in safety valve and thermostats; combined 
heater power 6,5 kW; 380 V / 50 (60) Hz voltage. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Marin Hasan, doc. 
+385 1 2352533 
mhasan@sumfak.hr 
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SuĢionik laboratorijski s prisilnim strujanjem zraka 1 

Laboratory drying oven with forced air circulation 1 
Kambiĺ, SP-55 EASY  

 
 
Primjena 

UreĽaj se koristi za suġenje drva u 
strogo kontroliranim uvjetima. 

Application 

Apparatus is used for drying of wood in 
stringent conditions.  

 

 
 

TehniĽke karakteristike 

Raspon podeġavanja temperature od +5 ÁC iznad temperature okoline do 300 ÁC;  toļnost odrģavanja 
temperature Ñ0,1 ÁC; moguĺnost digitalnog praĺenje i upravljanja suġionikom. 

Technical Characteristics 

Temperature adjustment range from +5 ÁC above ambient temperature to 300 ÁC; temperature 

maintenance accuracy °0.1 ÁC; possibility of digital monitoring and processing. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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SuĢionik laboratorijski s prisilnim strujanjem zraka 2 

Laboratory drying oven with forced air circulation 2 
Kambiļ, SP ï 105 

 
 
Primjena 

UreĽaj se koristi za suġenje drva, suhu 
sterilizacija do 300 ÁC, za modifikacije 
drva u plinovitoj atmosferi i za 
kondicioniranje.  

Application 

Apparatus is used for wood drying, dry 
sterilisation up to 300 ÁC, for wood 
modifications in gaseous atmosphere 
and for wood conditioning. 

 

 

 

TehniĽke karakteristike 

Volumen radne komore 105 l; unutraġnje dimenzije 490 Ĭ 500 Ĭ 430 mm; komora izraĽena od 
nerĽajuĺeg ļelika kvalitete AISI 304; raspon podeġavanja temperature od 20 do 300 ÁC; toļnost 
odrģavanja temperature Ñ0,1 ÁC; mikroprocesorska PID kontrola; RS-232 suļelje; automatsko voĽenje 
reģima; ugraĽeni sigurnosni termostati; snaga grijaļa 1.65 kW. 

Technical Characteristics 

Working chamber volume 105 L; interior dimensions 490 Ĭ 500 Ĭ 430 mm; interior made of AISI 304 
stainless steel; temperature adjustment range from 20 to 300 ÁC; temperature maintenance accuracy 
Ñ0.1 ÁC; microprocessor PID control; RS-232 interface; automatic operation; built-in safety 
thermostats; heater power 1.65 kW. 

 

Dodatne informacije / Additional Information 

http://www.kambic.com/produkti_susilniki.php 

 

Osoba za kontakt / Contact Person 

dr. sc. Marin Hasan, doc. 
+385 1 2352533 
mhasan@sumfak.hr 
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SuĢionik-sterilizator laboratorijski 1 
Laboratory drying oven-steriliser 1 
Sutjeska, 15 l 

 
 
Primjena 

UreĽaj se koristi za suġenje i za 
modifikacije drva u zraļnoj atmosferi. 

Application 

Apparatus is used for wood drying and 
for wood modifications in air 
atmosphere. 

 

 
 

TehniĽke karakteristike 

Volumen radne komore 15 l; radna komora u obliku cilindra promjera 300 mm, duljine 200 mm; komora 
izraĽena od nerĽajuĺeg ļelika kvalitete AISI 304; raspon podeġavanja temperature od 20 do 160 ÁC; 
toļnost odrģavanja temperature Ñ0,5 ÁC; ruļno voĽenje reģima; ugraĽeni sigurnosni termostati; snaga 
grijaļa 1,5 kW. 

Technical Characteristics 

Working chamber volume 15 L; 200 mm long cylinder shaped work chamber with 300 mm diameter; 
interior made of AISI 304 stainless steel; temperature adjustment range from 20 to 160 ÁC; temperature 
maintenance accuracy Ñ0.5 ÁC; manual operation; built-in safety thermostats; heater power 1.5 kW. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Marin Hasan, doc. 
+385 1 2352533 
mhasan@sumfak.hr 
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SuĢionik-sterilizator laboratorijski 2 
Laboratory drying oven-steriliser 2 
Sutjeska  

 
 
Primjena 

UreĽaj se koristi za suġenje drva. 

Application 

Apparatus is used for wood drying. 

 

 
 

TehniĽke karakteristike 

Raspon podeġavanja temperature od 50 do 220 ÁC;  toļnost odrģavanja temperature Ñ2 ÁC; komora 
izraĽena od nerĽajuĺeg ļelika kvalitete AISI 304; ruļno voĽenje reģima. 

Technical Characteristics 

Temperature adjustment range from 50 to 220 ÁC; temperature maintenance accuracy Ñ2 ÁC; interior 
made of AISI 304 stainless steel; manual operation. 

 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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SuĢionik-sterilizator laboratorijski 3 
Laboratory drying oven-steriliser 3 
Sutjeska, 35 l 

 
 
Primjena 

UreĽaj se koristi za suġenje drva, suhu 
sterilizacija do 200 ÁC i za modifikacije 
drva u plinovitoj atmosferi. 

Application 

Apparatus is used for wood drying, dry 
sterilisation up to 200 ÁC and for wood 
modification in gaseous atmosphere. 

 

 
 

TehniĽke karakteristike 

Volumen radne komore 35 l; radna komora u obliku cilindra promjera 300 mm, duljine 500 mm; komora 
izraĽena od nerĽajuĺeg ļelika kvalitete AISI 304; raspon podeġavanja temperature od 20 do 200 ÁC; 
toļnost odrģavanja temperature Ñ0,5 ÁC; ruļno voĽenje reģima; ugraĽeni sigurnosni termostati; snaga 
grijaļa 2,5 kW. 

Technical Characteristics 

Working chamber volume 35 L; 500 mm long cylinder shaped work chamber with 300 mm diameter; 
interior made of AISI 304 stainless steel; temperature adjustment range from 20 to 200 ÁC; temperature 
maintenance accuracy Ñ0.5 ÁC; manual operation; built-in safety thermostats; heater power 2.5 kW. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Marin Hasan, doc. 
+385 1 2352533 
mhasan@sumfak.hr 
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SuĢionik-sterilizator laboratorijski 4 
Laboratory drying oven-steriliser 4 
Instrumentarija ST-11  

 
 
Primjena 

UreĽaj se koristi za suġenje drva. 

Application 

Apparatus is used for wood drying. 

 

 
 

TehniĽke karakteristike 

Raspon podeġavanja temperature od 50 do 220 ÁC; toļnost odrģavanja temperature Ñ2 ÁC.  

Technical Characteristics 

Temperature adjustment range from 50 to 220 ÁC; temperature maintenance accuracy Ñ2 ÁC. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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Univerzalni ureľaj za ispitivanje mehaniĽkih svojstava drva 1  
Universal machine for testing mechanical properties of wood 1 
Alfred J. Amsler & CO., 120/220 

 
 
Primjena 

UreĽaj se koristi za ispitivanje 
mehaniļkih svojstava drva. 

Application 

Apparatus is used for determination of 
mechanical properties of wood. 

 

 
 

TehniĽke karakteristike 

Raspon mjerenja od 0 do 40 kN. 

Technical Characteristics 

Measuring range from 0 to 40 kN. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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Univerzalni ureľaj za ispitivanje mehaniĽkih svojstava drva 2 
Universal machine for testing mechanical properties of wood 2 
Faculty of Forestry 
 
Primjena 

UreĽaj se koristi za ispitivanje ļvrstoĺe 
drva na savijanje pod dugotrajnim 
optereĺenjem. 

Application 

Apparatus is used for determination of 
bending strength of wood under long-
term loading. 

 

 
 

TehniĽke karakteristike 

Raspon mjerenja od 0 do 500 N. 

Technical Characteristics 

Measuring range from 0 to 500 N.  

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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Univerzalni ureľaj za ispitivanje mehaniĽkih svojstava drva 3    
Universal machine for testing mechanical properties of wood 3 
Faculty of Forestry 
 
 
Primjena 

UreĽaj se koristi za ispitivanje 
otpornosti drva na habanje. 

Application 

Apparatus is used for determination of 
abrasion resistance of wood. 

 

 
 

TehniĽke karakteristike 

- 

Technical Characteristics 

- 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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Univerzalni ureľaj za ispitivanje mehaniĽkih svojstava drva 4    
Universal machine for testing mechanical properties of wood 4 
Faculty of Forestry 
 
 
Primjena 

UreĽaj se koristi za ispitivanje 
ļvrstoĺe drva na cijepanje pod 
dugotrajnim optereĺenjem. 

Application 

Apparatus is used for determination 
of splitting strength of wood under 
long-term loading. 

 

 

 

TehniĽke karakteristike 

Raspon mjerenja od 0 do 500 N. 

Technical Characteristics 

Measuring range from 0 to 500 N. 

 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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Univerzalni ureľaj za ispitivanje mehaniĽkih svojstava drva 5    
Universal machine for testing mechanical properties of wood 5 
Faculty of Forestry 
 
 
Primjena 

UreĽaj se koristi za odreĽivanje 
tvrdoĺe drva pod dugotrajnim 
optereĺenjem. 

Application 

Apparatus is used for determination 
of wood hardness under long-term 
loading. 

 

 

 

TehniĽke karakteristike 

Raspon mjerenja od 0 do 500 N.  

Technical Characteristics 

Measuring range from 0 to 500 N.  

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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Univerzalni ureľaj za ispitivanje mehaniĽkih svojstava drva 6    
Universal machine for testing mechanical properties of wood 6 
Otto Wolpert-Werke GMBH, U-4  

 
 
Primjena 

UreĽaj se koristi za  ispitivanje 
mehaniļkih svojstava drva. 

Application 

Apparatus is used for determination of 
mechanical properties of wood. 

 

 
 

TehniĽke karakteristike 

Raspon mjerenja od 0 do 40 kN. 

Technical Characteristics 

Measuring range from 0 to 40 kN. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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Ureľaj za oĢtrenje mikrotomskih noĤeva  
Microtome knife sharpener 
Reichert Jung 

 
 
Primjena 

UreĽaj se koristi za bruġenje i poliranje 
mikrotomskih noģeva. 

Application 

The apparatus is used for microtome 
knife sharpening and honing. 

 

 
 

TehniĽke karakteristike 

Staklene ploļe za bruġenje i poliranje; sredstvo za bruġenje i poliranje staklenih ploļa; sredstvo za 
bruġenje mikrotomskih noģeva; sredstvo za poliranje mikrotomskih noģeva. 

Technical Characteristics 

Glass plates for honing and polish; hone and polish glass compound; abrasive for honing microtome 
knives; fine abrasive for polishing microtome knives. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Bogoslav Ġefc, doc. 
+385 1 235 2477 
bsefc@sumfak.hr 
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Vaga precizna 1 
Precision balance 1 
Labor, 128  

 
 
Primjena 

Vaga se koristi za precizno vaganje 
razliļitih tipova uzoraka. 

Application 

Balance is used for precise weighing of 
different sample types. 

 

 
 

TehniĽke karakteristike 

Maksimalna teģina vaganja 199 g; minimalna teģina vaganja 1 g; oļitanje 0,01 g. 

Technical Characteristics 

Maximum weighing capacity 199 g; minimum weighing capacity 1 g; readability 0.01 g 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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Vaga precizna 2 
Precision balance 2 
The Torsion Balance (DRK)  

 
 
Primjena 

Vaga se koristi za precizno vaganje 
razliļitih tipova uzoraka. 

Application 

Balance is used for precise weighing of 
different sample types. 

 

 
 

TehniĽke karakteristike 

Maksimalna teģina vaganja 300 g; minimalna teģina vaganja 1 g; oļitanje 0,01 g. 

Technical Characteristics 

Maximum weighing capacity 300 g; minimum weighing capacity 1 g; readability 0.01 g  

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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Vaga precizna 3 

Precision balance 3 
Mettler-Vagen GmbH  

 
 
Primjena 

Vaga se koristi za precizno vaganje 
razliļitih tipova uzoraka. 

Application 

Balance is used for precise weighing of 
different sample types. 

 

 
 

TehniĽke karakteristike 

Maksimalna teģina vaganja 800 g; minimalna teģina vaganja 1 g; oļitanje 0,1 g. 

Technical Characteristics 

Maximum weighing capacity 800 g; minimum weighing capacity 1 g; readability 0.1 g  

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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Vaga precizna 4 
Precision balance 4 
Sartorius, Werkw  

 
 
Primjena 

Vaga se koristi za precizno vaganje 
razliļitih tipova uzoraka. 

Application 

Balance is used for precise weighing of 
different sample types. 

 

 
 

TehniĽke karakteristike 

Maksimalna teģina vaganja 100 g; minimalna teģina vaganja 1 g; oļitanje 0,1 g. 

Technical Characteristics 

Maximum weighing capacity 100 g; minimum weighing capacity 1 g; readability 0.1 g  

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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Vaga precizna 5 
Precision balance 5 
Sartorius, I 31  

 
 
Primjena 

Vaga se koristi za precizno vaganje 
razliļitih tipova uzoraka. 

Application 

Balance is used for precise weighing of 
different sample types. 

 

 
 

TehniĽke karakteristike 

Maksimalna teģina vaganja 300 g; minimalna teģina vaganja 1 g; oļitanje 0,01 g. 

Technical Characteristics 

Maximum weighing capacity 300 g; minimum weighing capacity 1 g; readability 0.01 g  

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Tomislav Sinkoviĺ, izv. prof. 
+385 1 2352424 
tsinkovic@sumfak.hr 
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ZAVOD ZA TEHNOLOGIJE MATERIJALA 
DEPARTMENT OF MATERIAL TECHNOLOGIES 
 
Adresa/Address: Svetoġimunska 25, 10 000 Zagreb 
Tel.: + 385 1 2352 428 
Fax.: + 385 1 2352 544 
e-adresa: vormus@sumfak.hr 
Predstojnik zavoda / Head of Department: prof. dr. sc. Vladimir Jambrekoviĺ 

 
 

LABORATORIJ ZA DRVNE PLOĻE 
LABORATORY FOR WOOD BASED PANELS 
Voditelj laboratorija / Head of Laboratory: prof. dr. sc. Vladimir Jambrekoviĺ 
 
Laboratorij za drvne ploļe (LAP) Zavoda za tehnologije materijala Ġumarskog fakulteta Sveuļiliġta u 
Zagrebu ovlaġten je za ispitivanje i ocjenjivanje sukladnosti drvnih ploļa za opĺu uporabu (Rjeġenje 
Ministarstva poljoprivrede Republike Hrvatske, KLASA: UP/I-310-01/13-01/1, URBROJ: 525-11/1003-13-
4, od 9. srpnja 2013. godine).  
 
The Laboratory for Wood Based Panels (LAP) of the Department for Material Technologies, University of 
Zagreb Faculty of Forestry, is authorized to perform testing and conformity assessment of wooden boards 
for general use (Solution of the Ministry of Agriculture, Republic of Croatia CLASS: UP/I-310-01/13-01/1, 
REG.NUMBER: 525-11/ 1003-13-4, from 9th of July 2013). 
 
LABORATORIJ ZA HIDROTERMIĻKU OBRADU DRVA I DRVNIH MATERIJALA 
LABORATORY FOR HYDROTHERMAL PROCESSING OF WOOD AND WOODEN MATERIALS 
Voditelj laboratorija / Head of Laboratory: prof. dr. sc. Stjepan Pervan 
 
LABORATORIJ ZA KEMIJU 
CHEMISTRY LABORATORY 
Voditelj laboratorija / Head of Laboratory: dr. sc. Alan Antonoviĺ, doc. 
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Centrifuga laboratorijska 
Laboratory centrifuge 
N¿ve, NF 200 

 
 
Primjena 

UreĽaj se koristi za rutinsku 
laboratorijsku separaciju tekuĺe i krute 
faze iz razliļitih tipova otopina i smjesa 
primjenom centrifugalne sile.  

Application 

Apparatus is used for routine laboratory 
separation of liquid and solid phases in 
various types of solutions and mixtures, 
using centrifugal force. 

 

 

 

TehniĽke karakteristike 

Maksimalna brzina rotacije rotora 5000 min-1; maksimalna vrijednost relativne centrifugalne sile (RCF) 
2822 Ĭ g, fiksni PP rotor kapaciteta 12 Ĭ 15 ml; mikroprocesorska kontrola rada; raspon podeġavanja 
brzine vrtnje od 1000 do 5000 min-1 uz korak od 10 min-1; adapteri za epruvete od 7 ml; snaga motora 
150 W. 

Technical Characteristics 

Maximum rotor speed  5000 min-1; maximum RCF value 2822 Ĭ g; fixed PP rotor with capacity of 12 Ĭ 
15 mL; microprocessor control; rotation speed adjustment range from 1000 to 5000 min-1 with 10 min-

1 step; adapters for 7 mL tubes; motor power 150 W. 

 

Dodatne informacije / Additional Information 

http://www.nuve.com.tr 

 

Osoba za kontakt / Contact Person 

dr. sc. Nikola Ġpaniĺ 
+ 385 1 2352587 
nspanic@sumfak.hr 
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Diferencijalni pretraĤni kalorimetar 
Differential scanning calorimeter  
Perkin Elmer, DSC 6000 

 
 
Primjena 

UreĽaj se koristi za odreĽivanje 
karakteristiļnih temperatura procesa i 
toplinskih tokova (vezanih uz fazne 
promjene) materijala ovisno o vremenu 
i temperaturi.  

Application 

Apparatus is used in determination of 
characteristic processes temperatures 
and heat fluxes (related to the phase 
change) in materials, as a function of 
time and temperature. 

 

 

 

TehniĽke karakteristike 

Heat flux ureĽaj s jednom peĺnicom; inertna/oksidativna atmosfera; hlaĽenje Intracooler SP ureĽajem; 
raspon mjerenja od -180 do 450 ÁC; temperaturna toļnost Ñ0,1 ÁC (preciznost Ñ0,02 ÁC); brzina 
zagrijavanja/hlaĽenja od 0,1 do 100 ÁC/min; kalorimetrijska rezolucija Ñ175 mW; kalorimetrijska toļnost 
Ñ2 ÁC (preciznost Ñ0,1 ÁC). 

Technical Characteristics 

Heat flux apparatus with single furnace; inert/oxidative atmosphere; cooling via Intracooler SP device; 
measurement range from -180 to 450 ÁC; temperature accuracy Ñ0.1 ÁC (precision Ñ0.02 ÁC); 
heating/cooling rates from 0.1 to 100 ÁC/min; calorimetric resolution Ñ175 mW; calorimetric accuracy 
Ñ2 ÁC (precision Ñ0.1 ÁC). 

 

Dodatne informacije / Additional Information 

www.perkinelmer.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Nikola Ġpaniĺ 
+ 385 1 2352587 
nspanic@sumfak.hr 
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Digestor laboratorijski 
Laboratory fume hood 
Grga i Melita, DIGIM18 

 
 
Primjena 

Digestor se koristi u svrhu 
ograniļavanja izloģenosti djelovanju 
ġtetnih i toksiļnih isparavanja ili 
praġine. 

Application 

Fume hood is used in order to limit 
exposure to hazardous or toxic fumes, 
vapours or dust. 

 

 

 

TehniĽke karakteristike 

2 digestora; sigurnosno staklo debljine 6 mm; prikljuļci za medije (voda, plin); Shuko elektriļne utiļnice; 
keramiļka radna povrġina; visoka kemijska i bioloġka otpornost; napon 380 (400) V / 50 (60) Hz; 
ventilator s motorom u EX izvedbi snage 2 kW; IP54 zaġtita. 

Technical Characteristics 

2 fume hoods; 6 mm safety glass; connections for media (tap water, gas); Shuko power outlets; ceramic 
working surface; high chemical and biological resistance; 380 (400) V / 50 (60) Hz voltage; 2 kW EX 
type motor with fan; IP54 protection. 

 

Dodatne informacije / Additional Information 

http://www.grga-melita.hr 

 

Osoba za kontakt / Contact Person 

dr. sc. Alan Antonoviĺ, doc. 
+ 385 1 2352504 
alan.antonovic@zg.htnet.hr 
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Dispergator laboratorijski 
Laboratory disperser 
IKA, ULTRA-TURRAX T 18 basic set 

 
 
Primjena 

UreĽaj se koristi za laboratorijsku 
pripremu svih tipova disperzija i 
emulzija. 

Application 

Apparatus is used for laboratory 
preparation of all types of dispersions 
and emulsions. 

 

 
 

TehniĽke karakteristike 

Raspon podeġavanja brzine vrtnje od 3500 do 24000 min-1; analogno podeġavanje brzine vrtnje; razina 
buke (bez disperzijskog elementa) 73 dBA; disperzijski element S18N-19G (za volumene od 10 do 
1500 ml; promjer statora/rotora 19/12,7 mm; minimalna/maksimalna dubina urona 35/170 mm; krajnja 
finoĺa disperzija/emulzija od 10 do 50 / od 1 do 10 ɛm); snaga 300 W. 

Technical Characteristics 

Rotation speed adjustment range from 3500 to 24000 min-1; analogue adjustment of rotation speed; 
noise level (without dispersing element) 73 dBA; dispersing element S18N-19G (for volumes from 10 
to 1500 mL; stator/rotor diameter 19/12.7 mm; minimum/maximum immersion depth 35/170 mm; final 
fineness of dispersions/emulsions from 10 to 50 / from 1 to 10 ɛm); power 300 W. 

 

Dodatne informacije / Additional Information 

www.ika.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Nikola Ġpaniĺ 
+ 385 1 2352587 
nspanic@sumfak.hr 
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Ekstrakcijski ureľaj za odreľivanje koncentracije slobodnog 
formaldehida 
Extraction apparatus for determination of free formaldehyde content  
Glassblowing craft Kratochwill, according to EN120:2000 

 
 
Primjena 

UreĽaj se koristi za ekstrakciju uzoraka 
drvnih ploļa radi odreĽivanja 
koncentracije slobodnog formaldehida, 
prema HRN EN 120:2000. 

Application 

Apparatus is used for extraction of 
wooden board samples in order to 
determine free formaldehyde 
concentration, according to EN 
120:2000 standard.  

 

 
 

TehniĽke karakteristike 

Dimroth hladilo duljine 400 mm (NB-J 45/40, NB-L 29/32); adapter (NB-J 71/51, NB-L 45/50); 
ekstrakcijski umetak s ļaġicom (porozitet P160, promjer 60 mm); perforator zapremnine 1000 ml s 
izljevom (NB-J 29/32, NB-L 71/51); adapter (NB-J 45/40, NB-L 29/32); okrugla tikvica sa zaobljenim 
dnom zapremnine 1000 ml (NB-L 45/40); boļna cijev duljine 380 mm (NB-J 29/32); tikvica od 250 ml.  

Technical Characteristics 

400 mm long Dimroth condenser (cone 45/40, socket 29/32); adaptor (cone 71/51, socket 45/50); 
extraction insert with cup (porosity P 160; diameter 60 mm); 1000 mL perforator attachment with 
stopcock (cone 29/32, socket 71/51); adaptor (cone 45/40, socket 29/32); 1000 mL round bottomed 
flask (socket 45/40); 380 mm long double bulbed side tube (cone 29/32); 250 mL conical flask. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Nikola Ġpaniĺ 
+ 385 1 2352587 
nspanic@sumfak.hr 
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ElektriĽni grijaĽ redni (tip Soxhlet) 
Multiposition electric heater (Soxhlet type) 
INKO, SK6ART 

 
 
Primjena 

UreĽaj se koristi za izolaciju topljivih 
komponenata ekstrakcijom iz ļvrstog 
uzorka, odnosno za brzo kontaktno 
zagrijavanje okruglih tikvica sa 
zaobljenim dnom u raznim vrstama 
kemijskih analiza i sinteza. 

Application 

Apparatus is used for extraction based 
isolation of soluble components from a 
solid sample; or for quick contact 
heating of round bottomed flasks during 
different types of chemical analysis and 
synthesis. 

 

 

 

TehniĽke karakteristike 

Ġest grijaĺih mjesta s odvojivim Al gnijezdima (okrugle tikvice od 250 ml sa zaobljenim dnom); 
individualno ruļno podeġavanje grijanja svakog uzorka; raspon podeġavanja temperature od 50 do 320 
ÁC; metalni nosaļi za hladila; ukupna snaga grijaļa 2,7 kW. 

Technical Characteristics 

Six heating places with detachable Al nests (round 250 mL flasks, with round bottoms); individual 
manual adjustment of each sample heating; temperature adjustment range from 50 to 320 ÁC; metal 
condenser holders; combined heaters power 2,7 kW. 

 

Dodatne informacije / Additional Information 

http://inkolab.hr 

 

osoba za kontakt / Contact Person 

dr. sc. Alan Antonoviĺ, doc. 
+ 385 1 2352504 
alan.antonovic@zg.htnet.hr 
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GrijaĽ sa suhim blokom 
Dry block heater 
IKA, Dry Block Heater 1 

 
 
Primjena 

Grijaļ se koristi za kontrolirano 
zagrijavanje identiļnih alikvota tekuĺih 
medija prilikom razliļitih laboratorijskih 
analiza. 

Application 

Heater is used for controlled heating of 
identical aliquots of liquid media during 
different types of laboratory analysis. 

 

 

 

TehniĽke karakteristike 

Izvedba za 1 grijaĺi blok; raspon podeġavanja temperature od +5 ÁC iznad temperature okoline do 120 
ÁC (korak 1 ÁC); raspon podeġavanja vremena zagrijavanja ud 1 do 5999 min; tajmer funkcija; vanjska 
Pt1000 temperaturna sonda; grijaĺi blok DB 5.1 (za vijale promjera 12 mm); snaga grijaļa 165 W. 

Technical Characteristics 

1 heating block construction; temperature adjustment range from +5 ÁC above surrounding temperature 
to 120 ÁC (1 ÁC step); heating time adjustment range from 1 to 5999 min; timer function; outer Pt1000 
temperature probe; heating block DB 5.1 (for 12 mm vials); heater power 165 W. 

 

Dodatne informacije / Additional Information 

www.ika.com 

 

Osoba za kontakt / Contact Person 

Miljenko Klariĺ, mag. ing. techn. lign. 
+ 385 1 2352519 
mklaric@sumfak.hr 
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GrijaĻi plaĢt (koĢara) 1 
Heating mantle 1 
Tyco Thermal Controls, Isopad LG2/ER 

 
 
Primjena 

UreĽaj se koristi za vrlo precizno i brzo 
zagrijavanje manjih volumena tekuĺina.  

Application 

Apparatus is used for very precise and 
fast heating of small volumes of fluids. 

 

 
 

TehniĽke karakteristike 

Nominalni volumen tikvica od 50 do 250 ml (okrugle, ravno/zaobljeno dno); 2 zone zagrijavanja s 
moguĺnoġĺu individualne regulacije; kontrola snage u rasponu od 0 do 100 %; maksimalna 
temperatura 450 ÁC; snaga grijaļa 120 W.  

Technical Characteristics 

Beaker nominal volume from 50 to 250 mL (round, with round/flat bottom); 2 heating zones with 
possibility of individual regulation; power control in range from 0 to 100 %; maximal temperature 450 
ÁC; heater power 120 W. 

 

Dodatne informacije / Additional Information 

www.isopad.de 

 

Osoba za kontakt / Contact Person 

dr. sc. Alan Antonoviĺ, doc. 
+ 385 1 2352504 
alan.antonovic@zg.htnet.hr 



KATALOG OPREME  
EQUIPMENT CATALOGUE 

DTO | ZAVOD ZA TEHNOLOGIJE MATERIJALA 
WTS | DEPARTMENT FOR MATERIALS TECHNOLOGY 

 

| 189 | 
SVEUĻILIĠTE U ZAGREBU / UNIVERSITY OF ZAGREB   ĠUMARSKI FAKULTET / FACULTY OF FORESTRY 

 

GrijaĻi plaĢt (koĢara) 2 
Heating mantle 2 
Thermo scientific, Electronic 1000 

 
 
Primjena 

UreĽaj se rabi za vrlo brzo, no manje 
precizno zagrijavanje veĺih volumena 
tekuĺina.  

Application 

Apparatus is used for very fast but least 
precise heating of larger volumes of 
fluids. 

 

 
 

TehniĽke karakteristike 

Nominalni volumen tikvica od 500 do 1000 ml (okrugle, ravno/zaobljeno dno); ruļna regulacija snage 
zagrijavanja; maksimalna temperatura 450 ÁC; snaga grijaļa 350 W. 

Technical Characteristics 

Beaker nominal volume from 500 to 1000 mL (round, with round/flat bottom); manual regulation of 
heating power; maximum temperature 450 ÁC; heater power 350 W. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Nikola Ġpaniĺ 
+ 385 1 2352587 
nspanic@sumfak.hr 
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Industrijska tresilica sita (separator) 
Industrial size sieve shaker  
Allgaier, ATS 600/3 

 
 
Primjena 

UreĽaj se koristi za separaciju 
(prosijavanje) velikih koliļina drvnog 
iverja za potrebe granulometrijske 
analize i pri proizvodnji 
eksperimentalnih ploļa od usitnjenog 
drva. 

Application 

Apparatus is used for separation 
(sieving) of large quantities of wood 
chips in granulometric analysis and for 
production of experimental boards 
made from fragmented wood.  

 

 

 

TehniĽke karakteristike 

Orbitalno kretanje; 6 izmjenjivih sita dimenzija otvora oka od 0,4 do 4,0 mm; snaga elektromotora 250 
W; napon 380 V / 50 (60) Hz. 

Technical Characteristics 

Orbital motion; six interchangeable sieves with mesh sizes from 0.4 to 4.0 mm; electromotor power 250 
W; 380 V / 50 (60) Hz voltage. 

 

Dodatne informacije / Additional Information 

- 

 

Osoba za kontakt / Contact Person 

dr. sc. Nikola Ġpaniĺ 
+ 385 1 2352587 
nspanic@sumfak.hr 
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Infracrveni spektrofotometar (FT-IR) 
Infrared spectrophotometer (FT-IR) 
Shimadzu, FTIR 8400S 

 
 
Primjena 

UreĽaj se koristi za kvalitativnu, 
kvantitativnu i strukturnu analizu 
razliļitih tipova materijala na osnovi 
poloģaja i intenziteta apsorpcijskih vrpci 
infracrvenog spektra. 

Application 

Apparatus is used for the qualitative, 
quantitative and structural analysis of 
different types of materials, based on 
the position and intensity of the 
absorption bands of the infrared 
spectrum. 

 

 

 

TehniĽke karakteristike 

Michelsonov interferometar; He-Ne laser; optiļki sustav s jednom zrakom; nepomiļni KBr razdvajaļ 
snopa; visokoosjetljivi DLATGS (deuterirani L-alaninom dopirani triglicin sulfat) piroelektriļni detektor; 
preciznost valnog broja Ñ0,25 cm-1; rezolucija 4,0 cm-1; kuĺiġte za prihvatnike i uzorke dimenzija 200 Ĭ 
230 Ĭ 170 mm. 

Technical Characteristics 

Michelson's interferometer; He-Ne laser; optical system with single beam; fixed KBr beam splitter; 
highly sensitive DLATGS (deuterated L-alanine doped triglycine sulphate) pyroelectric detector; wave 
number precision Ñ0.25 cm-1; resolution 4.0 cm-1; casing for supports (holders) and samples sized 200 
Ĭ 230 Ĭ 170 mm. 

 

Dodatne informacije / Additional Information 

www.ssi.shimadzu.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Nikola Ġpaniĺ 
+ 385 1 2352587 
nspanic@sumfak.hr 
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Kamera termografska infracrvena 
Infrared thermal imaging camera  
FLIR, i60 

 
 
Primjena 

Kamera se koristi za termografska 
mjerenja. 

Application 

Camera is used for thermographic 
measurements. 

 

 
 

TehniĽke karakteristike 

Vidno polje 25Á Ĭ 25Á; minimalna udaljenost fokusa 0,1 m; ģariġna duljina 10 mm; trenutaļno vidno 
polje (prostorna rezolucija) 2,42 mrad; F-broj 1,5; NETD 100 mK; frekvencija slike 9 Hz; FPA tip 
detektora; nehlaĽeni mikrobolometar spektralnog raspona od 7,5 do 13 ɛm (LWIR, ISOïMIR); IRR 180 
Ĭ 180 piksela. 

Technical Characteristics 

Field of view 25Á Ĭ 25Á; minimum focus distance 0.1 m; focal length 10 mm; instantaneous field of view 
(spatial resolution) 2.42 mrad; F-number 1.5; NETD 100 mK; image frequency 9 Hz; FPA detector type; 
uncooled microbolometer with spectral range from 7.5 to 13 ɛm (LWIR, ISOïMIR); IRR 180 Ĭ 180 
pixels. 

 

Dodatne informacije / Additional Information 

www.flir.com 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Stjepan Pervan 
+385 1 2352509 
pervan@sumfak.hr 
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Klimatizacijski spremnici  
Conditioning tanks  
Faculty of Forestry (Miljenko Klariĺ, mag. ing. techn. lign.) 

 
 
Primjena 

UreĽaji se koriste za kondicioniranje 
uzoraka drva u izotermnim uvjetima pri 
razliļitoj relativnoj vlaģnosti zraka. 

Application 

Apparatuses are used for conditioning 
of wood samples under isothermal 
conditions at different relative humidity. 

 

 

 

TehniĽke karakteristike 

Pet spremnika na mobilnim kolicima; svaki spremnik opremljen s 4 ventilatora za prisilnu cirkulaciju 
zraka te senzorima temperature i relativne vlaģnosti zraka. 

Technical Characteristics 

Five conditioning tanks placed on mobile trolley; each tank equipped with four fans for forced air 
circulation; tanks are equipped with temperature and relative humidity sensors. 

 

Dodatne informacije / Additional Information 

Ideja i dizajn komora djelo su Miljenka Klariĺa, mag. ing. techn. lign. / Idea and design of conditioning 
chambers are work of Miljenko Klariĺ, MEng 

 

Osoba za kontakt / Contact Person 

Miljenko Klariĺ, mag. ing. techn. lign. 
+385 1 2352519 
mklaric@sumfak.hr 
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Kupelj laboratorijska ultrazvuĽna  
Laboratory ultrasonic bath 
Elma, Elmasonic S 15 H 

 
 
Primjena 

UreĽaj se koristi za ultrazvuļno 
ļiġĺenje staklenog i metalnog 
laboratorijskog pribora. 

Application 

Apparatus is used for ultrasonic 
cleaning of glass and steel laboratory 
equipment. 

 

 
 

TehniĽke karakteristike 

Volumen kupelji å 1,75 l (efektivno å 1,20 l); unutraġnje dimenzije 151 Ĭ 137 Ĭ 100 mm; frekvencija 
ultrazvuka 37 kHz; snaga ultrazvuka 35 W (vrġno 280 W); tri naļina rada (ovisno o ģeljenom efektu); 
raspon podeġavanja vremena rada od 1 do 30 min, uz opciju kontinuiranog rada; raspon podeġavanja 
temperature od 30 do 80 ÁC; snaga grijaļa 60 W. 

Technical Characteristics 

Bath volume å 1.75 L (effectively å 1.20 L); internal dimensions 151 Ĭ 137 Ĭ 100 mm; ultrasound 
frequency 37 kHz; ultrasonic power 35 W (280 W peak); heater power 60 W; three working modes 
(depending on the desired effect); running time adjusting range from 1 to 30 minutes, with the option of 
continuous operation; temperature adjustment range from 30 to 80 ÁC. 

 

Dodatne informacije / Additional Information 

http://www.elma-ultrasonic.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Alan Antonoviĺ, doc. 
+ 385 1 2352504 
alan.antonovic@zg.htnet.hr 
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Kupelj laboratorijska vodena 1 
Laboratory water bath 1 
Cole Parmer, model WD28C12E 

 
 
Primjena 

UreĽaj se koristi za kontrolirano 
zagrijavanje i inkubaciju uzoraka. 

Application 

Apparatus is used for controlled 
heating and incubation of samples. 

 

 
 

TehniĽke karakteristike 

Volumen 28 l; raspon podeġavanja temperature od +5 ÁC iznad temperature okoline do 100 ÁC (korak 
0,1 ÁC); ravnomjernost temperature Ñ0,2 ÁC; stabilnost temperature Ñ0,1 ÁC; toļnost temperature Ñ0,5 
ÁC; LCD zaslon za oļitavanje vrijednosti; kosi poklopac; snaga grijaļa 1000 W. 

Technical Characteristics 

Volume of 28 L; temperature adjustment range from +5 ÁC above surrounding temperature to 100 ÁC 
(0.1 ÁC step); temperature uniformity Ñ0.2 ÁC; temperature stability Ñ0.1 ÁC; temperature accuracy 
Ñ0.5 ÁC; LCD display for reading values; bevelled cover; heater power 1000 W. 

 

Dodatne informacije / Additional Information 

www.coleparmer.com 

 

Osoba za kontakt / Contact Person 

prof. dr. sc. Mladen Brezoviĺ 
+385 1 2352480 
mbrezovic@sumfak.hr 
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Kupelj laboratorijska vodena 2 
Laboratory water bath 2 
Memmert, WNE 10 

 
 
Primjena 

Kupelj se koristi za temperiranje 
tekuĺih medija prije i za vrijeme 
provedbe razliļitih vrsta analize. 

Application 

Bath is used for tempering of liquid 
media before and during the course of 
different types of analysis. 

 

 

 

TehniĽke karakteristike 

Volumen 10 l; dimenzije radnog prostora 350 Ĭ 210 Ĭ 140 mm; raspon podeġavanja temperature od 
+5 ÁC iznad temperature okoline do 95 ÁC (korak 0,1 ÁC); kontrola temperature putem dviju Pt100 
sondi; PID mikroprocesorski kontroler; LCD zaslon za oļitavanje vrijednosti; zvuļni i vizualni alarm; 
kosi poklopac; snaga grijaļa 1,2 kW. 

Technical Characteristics 

Volume 10 L; workspace dimensions 350 Ĭ 210 Ĭ 140 mm; temperature adjustment range from +5 ÁC 
above surrounding temperature to 95 ÁC (0.1 ÁC step); temperature control through two Pt100 probes; 
PID microprocessor controller; LCD display for reading values; audio and visual alarm; bevelled cover; 
heater power 1.2 W. 

 

Dodatne informacije / Additional Information 

www.memmert.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Nikola Ġpaniĺ 
+ 385 1 2352587 
nspanic@sumfak.hr 
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Kupelj laboratorijska vodena redna 1  
Laboratory multiposition water bath 1 
INKO, VK4ERN 

 
 
Primjena 

UreĽaj se rabi za manje precizno, 
blago temperiranje uzoraka u razliļitim 
vrstama laboratorijskih analiza.  

Application 

Apparatus is used for less precise mild 
tempering of samples in different types 
of laboratory analysis. 

 

 
 

TehniĽke karakteristike 

Jedna baterija (tank, spremnik) s 4 otvora; raspon podeġavanja temperature od sobne do vreliġta vode 
(maksimalno 110 ÁC, korak 10 ÁC); stabilnost odrģavanja temperature Ñ1 ÁC; kontrola temperature 
putem Pt100 sonde; prihvat tikvica razliļitih volumena; metalni nosaļi za hladila; snaga grijaļa 1000 
W. 

Technical Characteristics 

One tank (container) with four openings; temperature adjustment range from ambient to water boiling 
point (maximum 110 ÁC, 10 ÁC step); temperature maintaining stability Ñ1 ÁC; temperature controlled 
through Pt100 probe; for flasks of different volumes; metal condenser holders; heater power 1000 W. 

 

Dodatne informacije / Additional Information 

http://inkolab.hr 

 

Osoba za kontakt / Contact Person 

dr. sc. Alan Antonoviĺ, doc. 
+ 385 1 2352504 
alan.antonovic@zg.htnet.hr 
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Kupelj laboratorijska vodena redna 2 
Laboratory multiposition water bath 2 
Raypa, BBA 6 

 
 
Primjena 

UreĽaj se rabi za blago i paģljivo 
temperiranje uzoraka u razliļitim 
vrstama laboratorijskih analiza.  

Application 

Apparatus is used for mild and precise 
tempering of samples in different types 
of laboratory analysis. 

 

 
 

TehniĽke karakteristike 

Ġest meĽusobno spojenih baterija (spremnika); neovisna regulacija zagrijavanja svake baterije; raspon 
podeġavanja temperature od +5 ÁC iznad temperature okoline do 110 ÁC (korak 2 ÁC); stabilnost 
odrģavanja temperature Ñ1 ÁC; spremnici i grijaļi od nerĽajuĺeg ļelika; prihvat tikvica razliļitih 
volumena; metalni nosaļi za hladila; ukupna snaga grijaļa 2.4 kW. 

Technical Characteristics 

Six interconnected tanks; independent regulation of individual tank heating; temperature adjustment 
range from +5 ÁC above surrounding temperature to 110 ÁC (2 ÁC step); temperature maintaining 
stability Ñ1 ÁC; tanks and heaters made of stainless steel; for flasks of different volumes; metal 
condenser holders; combined heaters power 2.4 kW. 

 

Dodatne informacije / Additional Information 

www.raypa.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Alan Antonoviĺ, doc. 
+ 385 1 2352504 
alan.antonovic@zg.htnet.hr 
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Mikrometri digitalni 
Digital micrometers 
INSIZE, models 3100-25 and 3100-50 

 
 
Primjena 

Mikrometri se koriste za mjerenje 
dimenzija razliļitih tipova materijala s 
toļnoġĺu od 0,001 mm. 

Application 

Micrometers are used for size 
measurements of different materials 
with 0.001 mm accuracy. 

 

 
 

TehniĽke karakteristike 

Mjerno podruļje od 0 do 25 mm i od 25 do 50 mm; rezolucija 0,001 mm; RS-232 suļelje; IP54 zaġtita; 
prikaz mjerenja u mm/in; ABS/INC naļin rada; metalno postolje; kabeli i softver za raļunalnu pohranu 
i obradu podataka dobivenih mjerenjem; baterijsko napajanje (jedna SR44 baterija). 

Technical Characteristics 

Measurement range from 0 to 25 mm and from 25 to 50 mm; resolution 0.001 mm; RS-232 interface; 
IP54 protection; measurement display in mm/inch; ABS/INC working modes; metal stand; cables and 
software for computer storage and data processing; battery powered (one SR44 battery). 

 

Dodatne informacije / Additional Information 

www.insize.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Nikola Ġpaniĺ 
+ 385 1 2352587 
nspanic@sumfak.hr 
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MjeĢalica laboratorijska magnetska 1 
Laboratory magnetic stirrer 1 
IKA, C-MAG HS 7 Package 

 
 
Primjena 

UreĽaj se koristi prilikom laboratorijskih 
izolacija i sinteza gdje je potrebno 
pravilno odrģavanje poviġene 
temperature procesa uz istovremeno 
mijeġanje reakcijske smjese.  

Application 

Apparatus is used during processes of 
laboratory isolation and synthesis 
where it is necessary to properly 
maintain elevated process temperature 
while stirring the reaction mixture. 

 

 

 

TehniĽke karakteristike 

Maksimalni volumen tekuĺine (H2O) za mijeġanje 10 l; raspon podeġavanja brzine vrtnje od 100 do 
1500 min-1; raspon podeġavanja temperature zagrijavanja u rasponu od 50 do 500 ÁC; odstupanje 
temperature Ñ0,5 ÁC; grijaĺa ploļa od staklo-keramike dimenzija 200 Ĭ 200 mm; graniļna temperatura 
550 ÁC; kontrola putem ekrana i/ili vanjskog kontaktnog termometra; snaga grijaļa 1000 W. 

Technical Characteristics 

Maximum volume of mixing fluid (H2O) 10 L; rotation speed adjustment range from 100 to 1500 min-1; 
heating temperature adjustment range from 50 to 500 ÁC; temperature deviation Ñ0.5 ÁC; heating plate 
made of glass-ceramic sized 200 Ĭ 200 mm; limit temperature 550 ÁC; control through the screen 
and/or external contact thermometer; heater power 1000 W. 

 

Dodatne informacije / Additional Information 

www.ika.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Nikola Ġpaniĺ 
+ 385 1 2352587 
nspanic@sumfak.hr 



KATALOG OPREME  
EQUIPMENT CATALOGUE 

DTO | ZAVOD ZA TEHNOLOGIJE MATERIJALA 
WTS | DEPARTMENT FOR MATERIALS TECHNOLOGY 

 

| 201 | 
SVEUĻILIĠTE U ZAGREBU / UNIVERSITY OF ZAGREB   ĠUMARSKI FAKULTET / FACULTY OF FORESTRY 

 

MjeĢalica laboratorijska magnetska 2 
Laboratory magnetic stirrer 2 
IKA, RH basic 2 

 
 
Primjena 

UreĽaj se koristi prilikom laboratorijskih 
izolacija i sinteza gdje odrģavanje 
poviġene temperature procesa ne 
iziskuje toliku preciznost, ali je potrebno 
mijeġanje reakcijske smjese. 

Application 

Apparatus is used during processes of 
laboratory isolation and synthesis 
where proper maintenance of elevated 
process temperature is less 
demanding, but simultaneous stirring of 
the reaction mixture is necessary. 

 

 

 

TehniĽke karakteristike 

Maksimalni volumen tekuĺine (H2O) za mijeġanje 10 l; raspon podeġavanja brzine vrtnje od 100 do 
2000 min-1; raspon podeġavanja temperature zagrijavanja u rasponu od sobne temperature do 320 ÁC; 
grijaĺa ploļa od metala promjera 125 mm; graniļna temperatura 400 ÁC; analogno podeġavanje 
temperature i brzine rotacije, snaga grijaļa 400 W. 

Technical Characteristics 

Maximum volume of mixing fluid (H2O) 10 L; rotation speed adjustment range from 100 to 2000 min-1; 
heating temperature adjustment range from room temperature to 320 ÁC; heating plate made of metal 
with 125 mm diameter; limit temperature 400 ÁC; analogue temperature and rotation speed adjustment; 
heater power 400 W. 

 

Dodatne informacije / Additional Information 

www.ika.com 

 

Osoba za kontakt / Contact Person 

dr. sc. Alan Antonoviĺ, doc. 
+ 385 1 2352504 
alan.antonovic@zg.htnet.hr 




